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4
Recommended test case applicability

<Text skipped>

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	


<Text skipped>

	8.1.1.1
	RRC / Paging for Connection in idle mode
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.2
	RRC / Paging for Connection in connected mode (CELL_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.3
	RRC / Paging for Connection in connected mode (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option  or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.4
	RRC / Paging for notification of BCCH modification in idle mode
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.5
	RRC / Paging for notification of BCCH modification in connected mode (CELL_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option  or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.5a
	Paging on HS-DSCH for notification of BCCH modification in CELL_PCH
	Rel-7
	C5xx
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.6
	RRC / Paging for notification of BCCH modification in connected mode (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option  or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.6a
	RRC / Paging for notification of synchronised BCCH modification in idle mode using BCCH modification time
	Rel-5
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.
	

	8.1.1.7
	RRC / Paging for Connection in connected mode (CELL_DCH)
	R99
	C90
	UEs supporting FDD and PS domain services and CS domain services.
	2 Executions: CS+PS, PS+CS

	
	
	
	C91
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and PS domain services and CS domain services.
	

	8.1.1.8
	RRC / Paging for Connection in connected mode (CELL_FACH)
	R99
	C90
	UEs supporting FDD and PS domain services and CS domain services.
	1 Execution: CS+PS

	
	
	
	C91
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and PS domain services and CS domain services.
	

	8.1.1.9
	RRC / Paging for Connection in idle mode (multiple paging records)
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.10
	RRC / Paging for Connection in connected mode (URA_PCH, multiple paging records)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option  or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.11
	RRC / Paging for Connection in idle mode (Shared Network environment)
	Rel-6
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	8.1.1.12
	Paging for Connection in connected mode (CELL_PCH) without HS-SCCH
	Rel-7
	C5xx
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.2.1
	RRC / RRC Connection Establishment in CELL_DCH state: Success
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS


<Text skipped>
	8.2.2.54
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.55
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.56
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_PCH: Success (stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.57
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs)
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	8.2.2.59
	Radio Bearer Reconfiguration from Cell FACH ( Cell supporting HS-DSCH in Cell FACH) to CELL_FACH( Cell not supporting HS-DSCH in Cell FACH): Success (Cell re-selection)
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.2.2.60
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and CELL_FACH to CELL_DCH: Success (with ongoing HS-DSCH reception)
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.2.3.1
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.3.2
	Void
	
	
	
	

	8.2.3.3
	Void
	
	
	
	

	8.2.3.4
	Void
	
	
	
	

	8.2.3.5
	Void
	
	
	
	

	8.2.3.6
	Void
	
	
	
	


<Text skipped>
	8.4.1.46
	Void
	
	
	
	

	8.4.1.47
	RRC / Measurement Control and Report: Event triggered periodic measurements for event 1B (FDD)
	Rel-5
	C01
	UEs supporting FDD
	1 or 2 Executions: CS, PS

	8.4.1.48
	RRC/ Measurement Control and Report: Combined Inter-frequency measurement for event 2b and Inter-RAT measurement, event 3a (FDD)
	R99
	C05
	UEs supporting FDD and GSM.
	1 or 2 Executions: CS, PS

	8.4.1.49
	Measurement Control and Report: Intra-frequency measurement for event 1J
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.4.1.50
	Measurement reporting when moving from CELL_PCH to CELL_FACH
	Rel-7
	C5xx
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.5.1.1
	MBMS PTP Session Start at MCCH Acquisition in Idle mode / MBMS Selected Service
	Rel-6
	C478
	UEs supporting FDD and PS domain services and MBMS broadcast services.
	1 Execution: PS


<Text skipped>

Table 1a: Applicability of tests Conditions

<Text skipped>

	C592
IF A.1/1 AND A.18a/30 THEN R ELSE N/A

	C593
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.20/47 THEN R ELSE N/A

	C5xx
IF A.1/1 AND A.18a/yy THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<Text skipped>

Annex A (normative):
ICS proforma for 3rd Generation User Equipment

<Text skipped>

A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	pc_SupportForSF_512
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SupportOfPDSCH
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	pc_SimultaneousSCCPCH_DPCH_Reception
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SimultaneousSCCPCH_DPCH_DPDCH_Reception
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99 and Rel-4 only
	pc_SupportOfPCPCH
	

	8
	Need of inter-frequency uplink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_UL_CompressedModeRequired
	

	8a
	Need of interRAT uplink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_UL_CompressedModeRequired
	

	9
	Need of inter-frequency downlink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_DL_CompressedModeRequired
	

	9a
	Need of interRAT downlink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_DL_CompressedModeRequired
	

	10
	Void
	
	
	
	

	11
	Void
	
	
	
	

	12
	Support of UE based Network Assisted GPS
	25.306, 4.8
	R99
	pc_UeBasedAgps
	

	13
	Support of UE assisted Network Assisted GPS
	25.306, 4.8
	R99
	pc_UeAssistedAgps
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	

	15
	Simultaneous reception of SCCPCH, DPCH and HSDSCH
	25.306, 4.11
	Rel-5
	pc_SimultaneousSCCPCH_DPCH_HSDSCH_Reception
	

	16
	Support of dedicated pilots for channel estimation of HSDSCH
	25.306
	Rel-5
	pc_SupportOfDedicatedPilotsForChannelEstimationOfHSDSCH
	

	17
	Capability with simultaneous HS-DSCH configuration
	25.306, 4.11
	Rel-5
	pc_CapabilityWithSimultaneousHS_DSCHConfig
	

	18
	Support of E-DPDCH
	25.306, 4.5.4
	Rel-6
	pc_HSUPA
	

	19
	Support of MBMS p-t-m reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_PTM_in_CELL_DCH
	

	20
	Support of MBMS MCCH reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_MCCH_in_CELL_DCH
	

	21
	Support of MBMS service change for a ptp RB
	25.331, 10.2.16i
	Rel-6
	pc_MBMS_ServiceChangePTP_RB
	

	22
	Full support of F-DPCH
	25.331, 10.2.39, 10.3.3.42, 10.3.3.42oa, 11.2, 11.3
	Rel-6 only
	pc_full_FDPCH
	

	23
	Support of simultaneous HS-PDSCH and MBMS services
	25.346, 7.2

25.306, 4.13
	Rel-6
	pc_SimultaneousHSDPA_MBMS
	

	24
	Support for MAC-ehs
	25.306, 5.1
	Rel-7
	pc_MAC_ehs
	

	25
	Support of DPCCH Discontinuous Transmission
	25.306, 4.5.4
	Rel-7
	pc_UL_DTX
	

	26
	Support of HS-DSCH Discontinuous Reception
	25.214, 6c.3
	Rel-7
	pc_DL_DRX
	

	27
	Support of HS-SCCHless HS-DSCH
	25.306, 4.5.3
	Rel-7
	pc_HS_SCCH_less
	

	28
	Support of 16QAM in Uplink
	25.331, 10.3.3.25, 10.3.3.42oa

25.306, 5.1
	Rel-7
	pc_UL_16QAM
	

	29
	Support of HS-PDSCH in CELL_FACH
	25.306, 4.5.3
	Rel-7
	pc_HS_FACH
	

	30
	Support for CS Voice over HSPA
	25.306, 4.125.331, 10.3.3.24

	Rel-8
	pc_CSVoHS
	

	31
	Support enhanced F-DPCH
	25.331, 10.3.3.25
25.306, 4.5.3
	Rel-7
	pc_EnhancedF_DPCH
	

	yy
	Support of HS-PDSCH in CELL_PCH and URA_PCH
	25.306, 4.5.3
	Rel-7
	pc_HS_PCH
	


<End of modified section>
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything, i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm�.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change, i.e. how the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (i.e. list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





