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<Start of modified section>

8.2.4
Radio bearers

	Identities

(value assigned)
	Direction
	Type
	RLC mode
	Service domain
	Comments

	tsc_RB_BCCH (-1)
	downlink
	
	TM
	NA
	BCCH-BCH

	tsc_RB_PCCH (-2)
	downlink
	
	TM
	NA
	PCCH PCH

	tsc_RB_BCCH_FACH (-3)
	downlink
	
	TM
	NA
	BCCH FACH

	tsc_RB_2ndPCCH (-4)
	downlink
	
	TM
	NA
	Second PCCH PCH SCPCCH

	tsc_RB_2ndCCCH (-5)
	uplink
	
	TM
	NA
	Second CCCH RACH PRACH

	tsc_RB_MTCH_RLC_TR (-6)
	downlink
	
	TM
	PS
	Rel-6 or later

For TM MTCH RLC tests 

	tsc_RB_UM_7_RLC (-10)
	downlink
	RAB
	TM
	CS
	For UM RLC tests using 7 bit LIs

	tsc_RB_UM_7_RLC (-10)
	uplink
	RAB
	TM
	CS
	For UM RLC tests using 7 bit LIs

	tsc_RB_UM_15_RLC (-11)
	downlink
	RAB
	TM
	CS
	For UM RLC tests using 15 bit LIs

	tsc_RB_UM_15_RLC (-11)
	uplink
	RAB
	TM
	CS
	For UM RLC tests using 15 bit LIs

	tsc_RB_AM_7_RLC (-12)
	downlink
	RAB
	TM
	CS
	For AM RLC tests using 15 bit LIs

	tsc_RB_AM_7_RLC (-12)
	uplink
	RAB
	TM
	CS
	For AM RLC tests using 7 bit LIs

	tsc_RB_AM_15_RLC (-13)
	downlink
	RAB
	TM
	CS
	For AM RLC tests using 15 bit LIs

	tsc_RB_AM_15_RLC (-13)
	uplink
	RAB
	TM
	CS
	For AM RLC tests using 15 bit LIs

	tsc_RB_DCCH_FACH_MAC (-14)
	downlink
	SRB3
	TM
	CS
	For MAC tests using DCCH mapped to FACH

	tsc_RB_DCCH_FACH_MAC (-14)
	uplink
	SRB3
	TM
	CS
	For MAC tests using DCCH mapped to FACH

	tsc_RB_DCCH_DCH_MAC (-15)
	downlink
	SRB3
	TM
	CS
	For MAC tests using DCCH mapped to DCH

	tsc_RB_DCCH_FACH_MAC  (-15)
	uplink
	SRB3
	TM
	CS
	For MAC tests using DCCH mapped to DCH

	tsc_RB3_DCCH_RRC_(-16)
	uplink
	SRB3
	AM
	CS or PS
	For RRC test cases to route UL NAS messages

	tsc_RB_CCCH_FACH_MAC (-18)
	downlink
	SRB0
	TM
	CS or PS
	For MAC test using downlink SRB0 on TM

	tsc_RB_BCCH_FACH_RAB (-19)
	downlink
	
	TM
	NA
	BCCH FACH

	tsc_RB_DTCH_E_DCH_MAC(-20)
	uplink
	RAB
	TM
	PS
	For MAC_es_e tests

	tsc_RB_DTCH_E_DCH_MAC1(-21)
	uplink
	RAB
	TM
	PS
	For MAC_es_e tests

	tsc_RB_DTCH_E_DCH_MAC2(-22)
	uplink
	RAB
	TM
	PS
	For MAC_es_e tests

	tsc_RB_MAC_HS(-25)
	uplink
	RAB
	TM
	PS
	For MAC_hs/ehs tests

	tsc_RB_MAC_HS(-25)
	downlink
	RAB
	TM
	PS
	For MAC_hs/ehs tests

	tsc_RB_MAC_ehs_26 (-26)
	uplink
	RAB
	TM
	PS
	For MAC_ehs tests

	tsc_RB_MAC_ehs_26 (-26)
	downlink
	RAB
	TM
	PS
	For MAC_ehs tests

	tsc_RB_MAC_ehs_27(-27)
	uplink
	RAB
	TM
	PS
	For MAC_ehs tests

	tsc_RB_MAC_ehs_27(-27)
	downlink
	RAB
	TM
	PS
	For MAC_ehs tests

	tsc_RB0 (0)
	uplink
	SRB0
	TM
	CS or PS
	The service domain for which the most recent security negotiation took place. CCCH

	tsc_RB0 (0)
	downlink
	SRB0
	UM
	CS or PS
	CCCH

	tsc_RB1 (1)
	uplink
	SRB1
	UM
	CS or PS
	DCCH

	tsc_RB1 (1)
	downlink
	SRB1
	UM
	CS or PS
	DCCH

	tsc_RB2 (2)
	uplink
	SRB2
	AM
	CS or PS
	DCCH

	tsc_RB2 (2)
	downlink
	SRB2
	AM
	CS or PS
	DCCH

	tsc_RB3 (3)
	uplink
	SRB3
	AM
	CS or PS
	DCCH

	tsc_RB3 (3)
	downlink
	SRB3
	AM
	CS or PS
	DCCH

	tsc_RB4 (4)
	uplink
	SRB4
	AM
	CS or PS
	DCCH

	tsc_RB4 (4)
	downlink
	SRB4
	AM
	CS or PS
	DCCH

	tsc_RB5 (5)
	uplink
	
	TM
	
	DCCH

	tsc_RB5 (5)
	downlink
	
	TM
	
	DCCH

	tsc_RB_MCCH(8)
	downlink
	SRB
	UM
	PS
	Rei-6 or later

	tsc_RB_MCCH_RLC_TR(-8)
	downlink
	SRB
	TM
	PS
	Rel-6 or later

	tsc_RB_MSCH(9)
	downlink
	SRB
	UM
	PS
	Rel-6 or later

	tsc_RB10 (10)
	uplink
	RAB#1-1
	TM
	CS
	or RAB1

	tsc_RB10 (10)
	downlink
	RAB#1-1
	TM
	CS
	or RAB1

	tsc_RB11 (11)
	uplink
	RAB#1-2
	TM
	CS
	or RAB2

	tsc_RB11 (11)
	downlink
	RAB#1-2
	TM
	CS
	or RAB2

	tsc_RB12 (12)
	uplink
	RAB#1-3
	TM
	CS
	

	tsc_RB12 (12)
	downlink
	RAB#1-3
	TM
	CS
	

	tsc_RB13 (13)
	uplink
	RAB#2
	TM
	CS
	

	tsc_RB13 (13)
	downlink
	RAB#2
	TM
	CS
	

	tsc_RB_MTCH1(14)
	downlink
	RAB
	UM
	PS
	Rel-6 or later, media contents

	tsc_RB_MTCH2(15)
	downlink
	RAB
	UM
	PS
	Rel-6 or later, media contents

	tsc_RB_MTCH3(16)
	downlink
	RAB
	UM
	PS
	Rel-6 or later, media contents

	tsc_RB17 (17)
	uplink
	RAB#2
	AM
	PS
	Rel-5 or later, 2nd AM RAB for HS

	tsc_RB17 (17)
	downlink
	RAB#2
	AM
	PS
	Rel-5 or later, 2nd AM RAB for HS

	tsc_RB20 (20)
	uplink
	RAB#1
	AM
	PS
	

	tsc_RB20 (20)
	downlink
	RAB#1
	AM
	PS
	

	tsc_RB21 (21)
	uplink
	RAB#2
	UM
	PS
	

	tsc_RB21 (21)
	downlink
	RAB#2
	UM
	PS
	

	tsc_RB22 (22)
	uplink
	RAB#2
	AM
	PS
	

	tsc_RB22 (22)
	downlink
	RAB#2
	AM
	PS
	

	tsc_RB23 (23)
	uplink
	RAB#2
	AM
	PS
	2nd AM RAB for PS

	tsc_RB23 (23)
	downlink
	RAB#2
	AM
	PS
	2nd AM RAB for PS

	tsc_RB24 (24)
	uplink
	RAB#2
	AM
	PS
	2nd AM RAB for PS

	tsc_RB24 (24)
	downlink
	RAB#2
	AM
	PS
	2nd AM RAB for PS

	tsc_RB25 (25)
	uplink
	RAB#1
	AM
	PS
	Rel-5 or later:

DTCH on DPCH associated HS-DSCH

Rel-6 or later:

DTCH on E-DCH

	tsc_RB25 (25)
	downlink
	RAB#1
	AM
	PS
	Rel-5 or later

DTCH on HS-DSCH

	tsc_RB26 (26)
	uplink 
	RAB#1
	UM
	PS
	Rel-5 or later

	tsc_RB26 (26)
	downlink 
	RAB#1
	UM
	PS
	Rel-5 or later

	tsc_RB27 (27)
	uplink
	RAB#2
	UM
	PS
	Rel-5 or later

	tsc_RB27 (27)
	downlink
	RAB#2
	UM
	PS
	Rel-5 or later

	tsc_RB28 (28)
	uplink
	RAB#3
	AM
	PS
	Rel-5 or later

	tsc_RB28 (28)
	downlink
	RAB#3
	AM
	PS
	Rel-5 or later

	tsc_RB29 (29)
	downlink
	SRB0
	AM
	PS
	RB Id for Radio bearer that carries the 2nd CCCH in the DL

	tsc_RB30 (30)
	downlink
	
	UM
	
	CTCH FACH

	tsc_RB31 (31)
	downlink
	
	UM
	
	Second CTCH FACH


The RB values 0 to 5 are used for the signalling bearers. The values 10 to 15 are assigned to the CS RAB sub-flows. The values 15 to 29 are assigned to the PS RAB sub-flows. The value 30 is assigned to the CBSMS/BMC service.

Table 41: RB identities mapping between 34.123-1 & 34.123-3

	RAB Combinations
	34.123-1
	34.123-3

	Single CS RAB
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11

	
	RB7
	tsc_RB12

	Single PS RAB
	RB5
	tsc_RB20

	
	RB7
	tsc_RB20

	
	RB8
	tsc_RB20

	CS+PS Multi RABs 
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11, tsc_RB20

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB20

	
	RB9
	tsc_RB22

	CS+CS Multi RABs
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB13

	PS+PS Multi RABs
	RB5
	tsc_RB20

	
	RB6
	tsc_RB22

	
	RB7
	tsc_RB20

	
	RB8
	tsc_RB24

	Single PS (HSDPA/HSUPA) RAB
	RB5
	tsc_RB25

	PS+PS Multi (HSDPA) RABs
	RB5
	tsc_RB26

	
	RB6
	tsc_RB27

	
	RB7
	tsc_RB25

	
	RB8
	tsc_RB28

	
	RB9
	tsc_RB17

	Single PS (HSUPA) RAB
	RB5
	tsc_RB25

	CS + PS Multi (HSDPA/HSUPA) RABs
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11, tsc_RB25

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB25

	
	RB9
	tsc_RB17

	PS (HSUPA) + Speech Multi RABs
	RB5
	tsc_RB10

	
	RB6
	tsc_RB11

	
	RB7
	tsc_RB12

	
	RB8
	tsc_RB25

	PS AM + PS AM  Multi (HSUPA) RABs
	RB5
	tsc_RB25

	
	RB6
	tsc_RB17

	PS UM + PS AM  Multi (HSUPA) RABs
	RB5
	tsc_RB27

	
	RB6
	tsc_RB25

	PS UM + PS AM  + PS AM  Multi (HSUPA) RABs
	RB5
	tsc_RB27

	
	RB6
	tsc_RB25

	
	RB7
	tsc_RB17


<End of modified section>
<Start of modified section>
8.3.14
Configuration of Cell_Four_DTCH_CS_PS, Cell_Four_DTCH_PS_CS

The configuration is based on 3GPP TS 34.108 [3], clauses 6.10.2.4.1.40. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

Table 73: Uplink configuration of Cell_Four_DTCH_CS_PS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	tsc_UL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	tsc_UL_DCH4

(4)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	
 tsc_PRACH1

(8)


Table 74: Downlink configuration of Cell_Four_DTCH_CS_PS, Cell_Four_DTCH_PS_CS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	Tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Start of modified section>
8.3.16
Configuration of Cell_Four_DTCH_CS

The configuration is based on 3GPP TS 34.108 [3], clauses 6.10.2.4.1.49. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

Table 77: Uplink configuration of Cell_Four_DTCH_CS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB13

(13)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(1)
	tsc_UL_DTCH2

(2)
	tsc_UL_DTCH3

(3)
	tsc_UL_DTCH4

(4)
	
	

	RLC mode
	TM
	TM
	TM
	TM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_UL_DCH1

(6)
	tsc_UL_DCH2

(7)
	tsc_UL_DCH3

(8)
	tsc_UL_DCH4

(9)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	
 tsc_PRACH1

(8)


Table 78: Downlink configuration of Cell_Four_DTCH_CS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB13

(13)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	TM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


<Start of modified section>

<End of modified section>
8.3.33c
Configuration of Cell_E_HS_SRB_MAC_TM_RAB (Rel-7 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.6.3, with RAB configured in TM mode on SS side. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1.

The configuration is applied to RRC signalling tests in the DCH state where a PS RAB is setup for the interactive or background service class (A14):

-
PS RAB on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

Table 105d: Uplink configuration of Cell_E_HS_SRB_MAC_TM_RAB

	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	
	

	RLC mode
	TM
	
	

	TrCH Type
	E-DCH
	

	TrCH identity/ Mac-d Flow Id
	2
	1
	

	PhyCh Type
	E-DPDCH
	PRACH

	PhyCH identity 
	tsc_E_DPCH

(22)
	tsc_PRACH1

(8)


Table 105e: Downlink configuration of Cell_E_HS_SRB_MAC_TM_RAB 
	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	
	

	RLC mode
	TM
	
	

	MAC priority
	8
	
	

	TrCH Type
	HS-DSCH
	

	TrCH identity / Mac-d Flow Id
	0
	1
	

	PhyCh Type
	PDSCH


	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_S_CCPCH1

(5)


<Start of modified section>
<End of modified section>
8.3.41
Configuration of Cell_Five_DTCH_CS_HS (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [3], clauses 6.10.2.4.5.7. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

Table 119: Uplink configuration of Cell_Five_DTCH_CS_HS and Cell_Five_DTCH_CS_HS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH except TrCH Identity is tsc_UL_DCH6

(21)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	tsc_UL_DTCH4

(10)
	tsc_UL_DTCH5

(13)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	tsc_UL_DCH4

(4)
	tsc_UL_DCH5

(5)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	
 tsc_PRACH1

(8)


Table 120: Downlink configuration of PS Cell_Five_DTCH_HS_CS and Cell_Five_DTCH_CS_HS

	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH4

(10)
	tsc_DL_DTCH5

(13)
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	
	

	RLC mode
	AM
	AM
	TM
	TM
	TM
	
	

	MAC priority
	8
	8
	1
	1
	1
	
	

	TrCH Type
	HS_DSCH
	HS_DSCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	N/A
	N/A
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	tsc_DL_DCH3

(8)
	
	

	PhyCh Type
	HS-PDSCH
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


<Start of modified section>

<End of modified section>
8.3.47
Configuration of Cell_E_HS_MAC_TM_RAB (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.11.4c, with RAB configured in TM mode on SS side. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1.

The configuration is applied to MAC(e/es) signalling tests in the DCH state where a PS RAB is setup for the interactive or background service class (A12):

-
PS RAB on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH are mapped on DCH

-
Downlink SRBs on DCCH are mapped on DCH

Table 126: Uplink configuration of Cell_E_HS_MAC_TM_RAB

	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	
	

	RLC mode
	TM
	
	

	TrCH Type
	E-DCH
	
	

	TrCH identity/Mac-d Flow Id
	2
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity 
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 127: Downlink configuration of Cell_E_HS_MAC_TM_RAB

	RB Identity
	tsc_RB_DTCH_E_DCH_MAC1 (-21)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	
	

	RLC mode
	TM
	
	

	MAC priority
	8
	
	

	TrCH Type
	HS-DSCH
	
	

	TrCH identity /QueueID
	0
	
	

	PhyCh Type
	PDSCH
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1 

(26)
	tsc_S_CCPCH1

(5)


<Start of modified section>

<End of modified section>
8.3.49
Configuration of Cell_2DCH_1AM_1UM_E_HS (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.6.6. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1.

The configuration is applied to RRC signalling tests in the DCH state where a PS RAB is setup for the streaming or interactive or background service class and another UM PS Bearer is setup for conversational / unknown or speech (A16):

-
1 AM PS RAB and 1 UM PS RAB on DTCH are mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

In the downlink F-DPCH is configured.

Table 130: Uplink configuration of Cell_2DCH_1AM_1UM_E_HS

	RB Identity
	tsc_RB25

(25)
	tsc_RB27

(27)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH3

(9)
	
	

	RLC mode
	 AM
	UM
	
	

	TrCH Type
	E-DCH
	

	TrCH identity//Mac-d Flow Id
	2
	4
	1
	

	PhyCh Type
	E-DPDCH
	PRACH

	PhyCH identity
	tsc_E_DPCH

(22)
	tsc_PRACH1

(8)


Table 131: Downlink configuration of Cell_2DCH_1AM_1UM_E_HS

	RB Identity
	tsc_RB25

(25)
	tsc_RB27 (27)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1 (7)
	tsc_DL_DTCH3 (9)
	
	

	RLC mode
	AM
	UM
	
	

	MAC priority
	8
	8
	
	

	TrCH Type
	HS-DSCH
	

	TrCH identity / Mac-d Flow Id
	0
	3
	1
	

	PhyCh Type
	PDSCH


	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_S_CCPCH1

(5)


<Start of modified section>

<End of modified section>
8.3.50
Configuration of Cell_3DCH_2AM_1UM_E_HS (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.6.7. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1.

The configuration is applied to RRC signalling tests in the DCH state where two PS RABs are setup for the streaming or interactive or background service class and another UM PS Bearer is setup for conversational / unknown or speech:

-
2 AM PS RABs and 1 UM PS RAB on DTCH are mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

In the downlink F-DPCH is configured.

Table 132: Uplink configuration of Cell_2DCH_1AM_1UM_E_HS

	RB Identity
	tsc_RB25 (25)
	tsc_RB17 (17)
	tsc_RB27

(27)
	 Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	 Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1 (7)
	tsc_UL_DTCH2 (8)
	tsc_UL_DTCH3

(9)
	
	

	RLC mode
	 AM
	AM
	UM
	
	

	TrCH Type
	E-DCH
	

	TrCH identity//Mac-d Flow Id
	2
	3
	4
	1
	

	PhyCh Type
	E-DPDCH
	PRACH

	PhyCH identity
	tsc_E_DPCH

(22)
	tsc_PRACH1

(8)


Table 133: Downlink configuration of Cell_2DCH_1AM_1UM_E_HS

	RB Identity
	tsc_RB25 (25)
	tsc_RB17 (17)
	tsc_RB27 (27)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1 (7)
	tsc_DL_DTCH2 (8)
	tsc_DL_DTCH3 (9)
	
	

	RLC mode
	AM
	AM
	UM
	
	

	MAC priority
	8
	8
	8
	
	

	TrCH Type
	HS-DSCH
	

	TrCH identity / Mac-d Flow Id
	0
	2
	3
	1
	

	PhyCh Type
	PDSCH


	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_S_CCPCH1

(5)


<Start of modified section>

<End of modified section>
8.3.53
Configuration of Cell_E_HS_StandAloneSRB/ Cell_E_HS_StandAloneSRB_NoConn (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.6.1a. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1.

The configuration is applied to stand-alone SRB RRC signalling tests in the DCH:

-
Uplink SRBs on DCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

Additionally UL-DPCCH and HS-DPCCH are configured in UL as well as F-DPCH is configured in DL.

Table 131a: Uplink configuration of Cell_E_HS_StandAloneSRB/ Cell_E_HS_StandAloneSRB_NoConn
	RB Identity
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DCCH
	DCCH
	DCCH
	DCCH
	

	LogCh Identity 
	tsc_UL_DCCH1

(1)
	tsc_UL_DCCH2

(2)
	tsc_UL_DCCH3

(3)
	tsc_UL_DCCH4

(4)
	

	RLC mode
	UM
	AM
	AM
	AM
	

	TrCH Type
	E-DCH
	

	TrCH identity / Mac-d Flow Id
	tsc_E_DCH_MAC_d_FlowId_DCCH

(1)
	

	PhyCh Type
	E-DPDCH
	PRACH

	PhyCH identity 
	tsc_E_DPCH

(22)
	tsc_PRACH1

(8)


Table 131b: Downlink configuration of Cell_E_HS_StandAloneSRB/ Cell_E_HS_StandAloneSRB_NoConn
	RB Identity
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DCCH
	DCCH
	DCCH
	DCCH
	

	LogCh Identity 
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	

	RLC mode
	UM
	AM
	AM
	AM
	

	MAC priority
	1
	2
	3
	4
	

	TrCH Type
	HS-DSCH
	

	TrCH identity / Mac-d Flow Id
	tsc_HS_DSCH_MAC_d_FlowId_DCCH

(1)
	

	PhyCh Type
	HS-PDSCH
	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Start of modified section>
B.1.12
MMI questions

Table B.12 requests additional information needed for the execution of the MMI commands used in the ATSs, the column 'ATS' indicates in which ATS the question is used.

Table B.12: MMI questions

	Required information for MMI question
	ATS

	Please switch the PLMN selection mode of the UE to automatic selection
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please switch the PLMN selection mode of the UE to manual selection
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please select the following PLMN manually: MCC = <p_MCC>, MNC = <p_MNC>
	RRC, SMS, NAS, RAB HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please power off the UE
	All ATSs

	Please power on the UE
	All ATSs

	Please switch off the UE
	All ATSs

	Please switch on the UE
	All ATSs

	Please insert the USIM card into the UE
	All ATSs

	Please remove the USIM card into the UE
	All ATSs

	Please check that the DTCH is through connected by generating a noise
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U,  AGPS, HSU_ENH

	Configure UE for an MO Telephony call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Configure UE for an Emergency call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Configure UE for an MT telephony call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please set UE in operation mode C (PS services only)
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please set UE in operation mode A (to support simultaneous CS and PS services)
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, AGPS, HSU_ENH, HS_ENH

	Please configure UE to use the following emergency number <p_EmergencyNumber>
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS, HSU_ENH, HS_ENH

	Please initiate a non call related supplementary service which is supported by the UE
	NAS

	Please insert Test USIM programmed with Access Class: <p_AccessClass>
	NAS

	Please insert 2nd SIM card with short IMSI
	NAS, SMS, AGPS

	Please initiate an autocalling call with the number: <p_AutocallingNumber>
	NAS

	Please initiate an autocalling call with a number that will be put in the blacklisted list. The following number shall not be used: <p_AutocallingNumber>
	NAS

	Please reset the autocalling list of blacklisted numbers
	NAS

	Please initiate a DTMF tone with the character <p_Character> and the tone duration <p_ToneDuration>
	NAS

	Please enable call refusal on the UE
	NAS

	Please check that the DTMF tone indication has been generated
	NAS

	Please insert another USIM card as required for test case tc_9_4_5_4_6. The PLMN selector on the USIM card shall contain entries for PLMNs MCC='022'H , MNC='01F'H  resp. MCC='022'H , MNC='03F'H. The latter PLMN shall be ranked better than the first one
	NAS

	Please trigger UE to initiate a Detach procedure for non-PS services only
	NAS

	Please check that the mobile indicates the reception of a message with message id: <p_MessageId > and message code:  <p_MessageCode>
	SMS

	Please check the length of the received Short Message: <p_LengthMessage> and the contents of the received Short Message: <p_Message>
	SMS

	Please send an SMS COMMAND  message  containing a request to delete the previously submitted Short Message
	SMS

	Please send an SMS COMMAND  message  containing an enquiry about the previously submitted Short Message
	SMS

	Please check that NO recalled Short Message is displayed
	SMS

	Please check that the reception of a received Short Message is indicated
	SMS

	Please check that the Mobile does not indicate the reception of a new message with message id: <p_MessageId> and message code: <p_MessageCode>
	SMS

	Please check that NO reception of a received Short Message of type 0 is indicated
	SMS

	Please insert the USIM card of type B into the UE
	MAC

	Please insert the USIM card, with information given in <p_TestCase>
	RRC, NAS, IR_U, HSU_ENH, HS_ENH

	Please check that the UE display the registered PLMN as PLMN <p_PLMN>
	RRC, HSU_ENH, HS_ENH

	Please insert the USIM card, with Type A EFACC
	RRC

	Please insert the USIM card, with Type B EFACC
	RRC

	Please trigger UE to send three SNDCP PDUs of 500 bytes each on SAPI 11
	IR_G

	Please trigger PDP Context Activation Type 2 in UE
	IR_G

	Please trigger MO-LR for position estimate
	AGPS

	Please trigger MO-LR for assistance data
	AGPS

	Please trigger MO-LR for transfer to 3rd party
	AGPS

	Please check that the UE displays the correct information about the LCS client
	AGPS

	Please accept the location request within 20 s
	AGPS

	Please deny the location request within 20 s
	AGPS

	Please do not reply to the location request
	AGPS

	Please check that the UE notifies the user of the location request
	AGPS

	If the UE does not support the RESET command defined in 34.109, please ensure that the UE has no assistance data stored before running this test case
	AGPS

	Please trigger UE to send 10 kbytes of data on SAPI 3
	IR_G

	Please trigger UE to send 1 kbyte of data on SAPI 3
	IR_G

	Please check that in the manual PLMN list the UE display: <p_PLMN_List>
	HSU_ENH

	Please check that UE displays no service or no network available
	HSU_ENH

	Please check that in the manual PLMN list the UE displays the PLMN with the following information:

- <p_PLMN_List1> offers voice call, SMS and PS data services

- <p_PLMN_List2> offers voice call services

- <p_PLMN_List3> offers PS data services
	HS_ENH

	Please check that in the manual PLMN list the UE indicates that:

- <p_PLMN1> is present on the the User Controlled PLMN List

- <p_PLMN2> is present on the Forbidden list

- <p_PLMN3> is present on the Operator Controlled PLMN List
	HS_ENH


<End of modified section>

<Start of modified section>
I.2.1
FDD Band VI, XIII, XIV
A test case requires more than two radio frequencies shall avoid to execute on FDD Band VI, XIII and XIV. A list is given below.

6.1.1.4, 6.1.1.5, 6.1.1.7, 6.1.1.8, 6.1.1.9, 6.1.2.3, 6.1.2.4, 6.1.2.6, 6.1.2.8, 6.1.2.11, 8.2.6.38, 8.3.1.21, 8.3.2.11, 8.4.1.42, 9.4.2.5, 9.4.5.4.1, 9.4.5.4.6, 9.4.8, 12.4.1.4b, 12.4.2.4
For interBand test case execution on Band VI, the Mobile Country Code of the two cells is set to the same value according to TS 34.108 clause 5.1.1.6. The used test USIM follows TS 34.108 clause 8.3.2.2. This is applied to the test cases: 6.1.2.1a, 6.1.2.10a, 8.1.2.10a, 8.2.1.24a, 8.2.1.34a, 8.2.6.37b, 8.3.1.1a, 8.3.2.1a, 8.4.1.2B, 8.4.1.24A, 8.4.1.25A. 
<End of modified section>
<Start of modified section>
I.4
InterRAT test execution

The test purpose and the test method of the test case 8.3.7.1, 8.3.7.1a and 8.3.7.1b are same. The test cases differ from each other in the ciphering algorithms applied in the UTRAN and GERAN cell. The necessary test coverage is achieved by executing once according to the following: 

8.3.7.1b for UE in Rel-7 or later,

8.3.7.1a for UE in Rel-6, (for earlier UE if A5/3 is supported),

8.3.7.1 for UE in R99, Rel-4 or Rel-5.
The test purpose and the test method of the test case 8.3.11.1, 8.3.11.1a and 8.3.11.1b are same. The test cases differ from each other in the ciphering algorithms applied in the UTRAN and GPRS cell. The necessary test coverage is achieved by executing once according to the following: 

8.3.11.1a and 8.3.11.1b: for UE in Rel-7 or later,

8.3.11.1 for UE in R99, Rel-4, Rel-5 or Rel-6
<End of modified section>
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