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<Start of first modified section>
8.5.1.6
Radio Link Recovery while T310 is running

8.5.1.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE detecting physical layer recovery while T310 was running }

    then { the UE resumes the RRC connection without explicit signalling }

            }

8.5.1.6.2
Minimum conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clause 5.3.11.1 and 5.3.11.2.

 The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.3.11.1]

The UE shall:
…

Upon detecting physical layer problems, the UE shall:

1>
start a timer T310.

The criteria for detecting physical layer problems are FFS i.e. whether RRC considers this condition to be met upon receiving a certain number of physical layer failure indications within a predefined time-period.

It is FFS if a counter will be used instead of timer T310.

[TS 36.331, clause 5.3.11.2]

Upon detecting physical layer recovery while T310 was running, the UE shall:

1>
stop timer T310.

NOTE

In this case, the UE resumes the RRC connection without explicit signalling i.e. the UE resumes the entire radio resource configuration.

The criteria for detecting physical layer recovery are FFS.

8.5.1.6.3
Test description

8.5.1.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1 (FDD or TDD).

UE:

-
None

Preamble:

-
UE in state Generic RB Established (state 3) according to [18].

8.5.1.6.3.2
Test procedure sequence

Table 8.5.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS changes the cell conditions so the UE detects physical  failure indications.
	-
	-
	
	

	2
	SS waits for 1.5 s (< T310 s).
	-
	-
	-
	-

	3
	SS changes the cell level to default value.
	-
	-
	-
	-

	4
	SS waits for  5s.
	-
	-
	1
	P

	5
	Check: the test result of CALL generic procedure indicate that UE is in E-UTRA RRC_CONNECTED state.
	-
	-
	1
	-


8.5.1.6.3.3

Specific message contents


	

	
	
	
	

	
	
	
	


Table 8.5.1.6.3.3-1: SystemInformationBlockType2
	Derivation Path: 36.508 table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t310
	ms 2000
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
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