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<start of modified section>
8.2.1
Radio Bearer Establishment






































	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	




	

	
	
	
	

	
	
	
	


8.2.1.2
RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_IDLE to RRC_CONNECTED: Success (Default bearer, early bearer establishment)

8.2.1.2.1
Test Purpose (TP)

(1)

with { UE having completed the RRC connection establishment procedure }

ensure that {
  when { SS sends in sequence a SecurityModeCommand and an RRCConnectionReconfiguration message }

    then { UE establishes the initial security configuration in accordance with the received  securityConfiguration included in SecurityModeCommand and successfully completes the connection reconfiguration }

            }

8.2.1.2.2
Minimum conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.331 clauses 5.1.2, 5.3.5.3 and 5.3.10.3. The following represent an extraction of the requirements relevant to the test purpose.

[TS 36.331, clause 5.1.2]

The UE shall:


1> process the received messages in order of reception by RRC, i.e. the processing of a message shall be completed before starting the processing of a subsequent message;

NOTE:
E-UTRAN may initiate a subsequent procedure prior to receiving the UEs response of a previously initiated procedure.

...

 [TS 36.331, clause 5.3.1.1]

...

After having initiated the procedure to activate security, E-UTRAN may initiate the establishment of SRB2 and of radio bearers carrying user data (DRBs), i.e. E-UTRAN may do this prior to receiving the confirmation of the initial security activation from the UE.  In any case, E-UTRAN will apply both ciphering and integrity protection for the RRC connection reconfiguration messages used to establish SRB2 and DRBs.
...

 [TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:

1>
If the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>
perform the Radio resource configuration procedure as specified in 5.3.10;





...

NOTE:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers others than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

 [TS 36.331, clause 5.3.10.3]

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish a PDCP entity in accordance with the received PDCP-Configuration IE;

3>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
establish a DTCH logical channel in accordance with the received LogicalChannelConfig IE;

...

8.2.1.2.3
Test description

8.2.1.2.3.1
Pre-test conditions

System Simulator:

-
Cell (FDD or TDD).

Preamble:

-
UE is brought to Registered, Idle mode state (state 2) according to [18].

8.2.1.2.3
Test procedure sequence

Table 8.2.1.2.3-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make UE attempting an outgoing call
	-
	-
	-
	-

	2
	UE transmits an RRCConnectionRequest message.
	-->
	RRCConnectionRequest
	-
	-

	3
	SS transmit a RRCConnectionSetup message 
	<--
	RRCConnectionSetup
	-
	-

	4
	The UE transmits a RRCConnectionSetupComplete to confirm the successful completion of the connection establishment.
	-->
	RRCConnectionSetupComplete
	-
	-

	5
	SS transmits a SecurityModeCommand message to activate AS security.
	<--
	SecurityModeCommand
	-
	-

	6
	Before the security activation procedure completes, the SS transmits an RRCConnectionReconfiguration message to establish a data radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: The UE transmits a SecurityModeComplete message.
	-->
	SecurityModeComplete
	1
	P

	8
	Check: The UE transmits a RRCConnectionReconfigurationComplete message to confirm the establishment of data radio bearer.
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	Check: the test result of CALL generic procedure indicates that UE is in E-UTRA RRC_CONNECTED state.
	-
	-
	1
	P


8.2.1.2.4
Specific message contents

Table 8.2.1.2.4-1 RRCConnectionReconfiguration (step 6, Table 8.2.1.2.3-1)
	

	
	
	
	

	
	
	
	


FFS.
8.2.1.4
RRC Connection Reconfiguration / Radio Bearer Establishment: Success (Dedicated bearer)

<end of modified section>
<start of modified section>
8.2.1.8.3.3
Specific message contents

Table 8.2.1.8.3.3-1: RRCConnectionReconfiguration (step 1)
	Derivation Path: TS 36.508 using condition FFS
	
	
	

	Information Element
	Value/remark
	Comment
	Condition

	        mobilityControlInformation
	FFS
	
	


Editor's note:
mobilityControlInformation is not yet defined in TS 36.508.
Editor's note:
condition for DRB dedicated bearer not yet defined in TS 36.508.
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8.2.1.9.3.3 

	
	
	
	

	
	
	
	

	
	
	
	




8.2.1.13
RRC Connection Reconfiguration / Radio Bearer Establishment: Success (SRB2)

<end of modified section>
<start of modified section>
8.2.4.1.3.3
Specific message contents

Table 8.2.4.1.3.3-1 RRCConnectionReconfiguration (step 2, Table 8.2.4.1.3.2-1)

FFS
Table 8.2.4.1.3.3-2 MeasurementReport (step 5, Table 8.2.4.1.3.2-1)

FFS.
Table 8.2.4.1.3.3-3 RRCConnectionReconfiguration (step 6, Table 8.2.4.1.3.2-1)

FFS.
























































































	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	




	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



8.2.4.3
RRC Connection Reconfiguration / Handover: Success (Common preamble)

<end of modified section>
3GPP


