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1.
Summary
The version of TS 36.521-1V1.0.0 incorporated with proposed text changes for the additional spurious emission test. 
The changes are summarised as below:
· Additional limits for PHS is agreed in RAN5#40, so propose frequency range for system uncertainty and test tolerance.
2. Recommendation

To adopt the proposals given in the accompanying Text Proposal in TS 36.521-1.

F.1.2
Measurement of transmitter
Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2. UE Maximum Output Power
	±0.7 dB
	

	6.2.3 Maximum Power Reduction
	[TBD]
	

	6.3.1 Power Control
	[TBD]
	

	6.3.2 Minimum Output Power
	±1.0 dB
	

	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power: ±1.5 dB 
	

	6.4.1 Out-of synchronization handling of output power
	[TBD; High priority]
	

	6.5.1 Frequency Error
	[±20 Hz] 
	

	6.5.2.1
Error Vector Magnitude
	[TBD]
	

	6.5.2.2

IQ-component
	[TBD]
	

	6.5.2.3

In-band emissions for non allocated RB
	[TBD]
	

	6.6.1
Occupied bandwidth
	1.4MHz, 3MHz:   30kHz
5MHz, 10MHz:    100kHz
15MHz, 20MHz:  300kHz

	

	6.6.2.1
Spectrum Emission Mask
	±1.5 dB
	

	6.6.2.2
Additional Spectrum Emission Mask
	±1.5 dB
	

	6.6.2.3
Adjacent Channel Leakage power Ratio
	±0.8 dB
	

	6.6.2.4
Additional ACLR requirements
	±0.8 dB
	

	6.6.3.1 Transmitter Spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB

4 GHz < f ≤ 12.75 GHz: ± 4.0 dB
	

	6.6.3.2 Spurious emission band UE co-existence
	± 2.0 dB  for results > -60 dBm
± 3.0 dB  for results ≤ -60 dBm

	

	6.6.3.3 Additional spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB


	

	6.7 Transmit intermodulation
	[TBD]
	


<< Unchanged sections omitted >>
F.3.2
Measurement of transmitter
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2. UE Maximum Output Power
	Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]
	0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

	6.2.3 Maximum Power Reduction
	[TBD]
	[TBD]
	[TBD]

	6.3.1 Power Control
	[TBD]
	[TBD]
	[TBD]

	6.3.2 Minimum Output Power
	-40 dBm
	1 dB
	Formula:

Minimum Requirement  + TT

UE minimum ouput power =–39 dBm


	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power ( -50 dBm


	1.5 dB 
	Transmission OFF power formula:

Transmission OFF power Minimum Requirement  + TT

Transmission OFF Power = –48.5 dBm


	6.4.1 Out-of synchronization handling of output power
	[TBD]
	[TBD]
	[TBD; High priority]

	6.5.1 Frequency Error
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the E-UTRA Node B.


	[20 Hz] 
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + [20] Hz). 

	6.5.2.1
Error Vector Magnitude
	[TBD]
	[TBD]
	[TBD] 

	6.5.2.2

IQ-component
	[TBD]
	[TBD]
	[TBD] 

	6.5.2.3

In-band emissions for non allocated RB
	[TBD]
	[TBD]
	[TBD] 

	6.6.1
Occupied bandwidth
	For 1.4 MHz channel bandwidth: 

Occupied channel bandwidth = 1.4 MHz

For 3.0 MHz channel bandwidth: 

Occupied channel bandwidth = 3.0 MHz

For 5 MHz channel bandwidth: 

Occupied channel bandwidth =  5 MHz

For 10 MHz channel bandwidth: 

Occupied channel bandwidth = 10 MHz

For 15 MHz channel bandwidth: 

Occupied channel bandwidth = 15 MHz

For 20 MHz channel bandwidth: 

Occupied channel bandwidth = 20 MHz


	0kHz
	Formula:

Minimum Requirement + TT


	6.6.2.1
Spectrum Emission Mask
	For 1.4 MHz BW: 

[TBD] dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 3 MHz BW: 

[TBD] dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 5 MHz BW: 

-15dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 10 MHz BW: 

-18dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 15 MHz BW: 

-20dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 20 MHz BW: 

-21dBm / 30kHz

-25dBm to -10dBm / 1MHz 

 
	1.5dB  
0dB
1.5dB
1.5dB

1.5dB

1.5dB

1.5dB

	Formula:

Minimum Requirement + TT  
Regulatory case for offset ≥2 x Channel Bandwidth:

Minimum requirement unchanged
Minimum Requirement + TT
Minimum Requirement + TT
Minimum Requirement + TT  

Minimum Requirement + TT  

Minimum Requirement + TT  


	6.6.2.2
Additional Spectrum Emission Mask
	[TBD]
	[TBD]
	[TBD]

	6.6.2.3
Adjacent Channel Leakage power Ratio
	E-UTRA ACLR:

30 dB

UTRA ACLR:

33 dB for UTRA ACLR 1

36 dB for UTRA ACLR 2


	0.8 dB

0.8 dB

0.8 dB
	Formula:

ACLR Minimum Requirement - TT 

E-UTRA ACLR:

29.2 dB

UTRA ACLR:

32.2 dB for UTRA ACLR 1

35.2 dB for UTRA ACLR 2



	6.6.2.4
Additional ACLR requirements
	E-UTRA ACLR:

43 dB for UTRA ACLR 2


	0.8 dB


	Formula:

ACLR Minimum Requirement - TT 

E-UTRA ACLR:

42.2 dB for UTRA ACLR 2



	6.6.3.1 Transmitter Spurious emissions
	9 kHz ( f < 150 kHz: 

-36dBm / 1kHz 

150 kHz ( f < 30 MHz: 

-36dBm / 10kHz 

30 MHz ( f < 1 GHz: 

-36dBm / 100kHz 

1 GHz ( f < 12.75 GHz: 

-30dBm / 1MHz


	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.2 Spurious emission band UE co-existence
	Bands 1, 9, 11:

-41 dBm / 300kHz

[-55] dBm / 1MHz

[-50] dBm / 1MHz

Bands 2, 3, 4, 5, 7, 10:

[-50] dBm / 1MHz

Band 6:

-41 dBm / 300kHz

[-55] dBm / 1MHz

[-50] dBm / 1MHz

-37 dBm / 1MHz

Band 8:

-36 dBm / 100kHz

[-50] dBm / 1MHz

Band 13, 14:

-35 dBm / 6.25kHz

[-50] dBm / 1MHz

Frequencies as detailed in core requirememt
	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.3 Additional spurious emissions
	1884.5MHz ( f ( 1919.6M Hz: 

-41dBm / 300kHz 


	0 dB
	Formula:

Minimum Requirement + TT

	6.7 Transmit intermodulation
	[TBD]
	[TBD]
	[TBD] 
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