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<Start of first modified section>
4
Recommended test case applicability

<Text skipped>
Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments


<Text skipped>
	Media use cases

	17.1
	MO Speech, add video remove video
	Rel-7
	C33
	UE supporting MTSI and speech, add/remove video

	17.2
	MT Speech, add video remove video
	Rel-7
	C35
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video

	17.4
	MT Speech, add video remove speech
	Rel-7
	C35
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video

	17.6
	MT Speech, add text
	Rel-7
	C38
	UE supporting MTSI and Initiating session and MTSI speech and MTSI text, RTP

	17.8
	MT Video, add speech remove speech
	Rel-7
	C35
	FFS (see Note2 below)

	17.10
	MT Video, add speech remove video
	Rel-7
	C35
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video

	17.12
	MT Video, add text
	Rel-7
	C39
	UE supporting MTSI and Initiating session and MTSI video and MTSI text, RTP

	17.14
	MT Text, add speech remove speech
	Rel-7
	C38
	UE supporting MTSI and Initiating session and MTSI speech and MTSI text, RTP

	17.16
	MT Text, add speech remove text
	Rel-7
	C38
	UE supporting MTSI and Initiating session and MTSI speech and MTSI text, RTP

	17.18
	MT Text, add video
	Rel-7
	Cxx
	UE supporting MTSI and Initiating session and MTSI video and MTSI text, RTP and text, add video

	
	Conditions/Options
	
	
	

	C00
	Void
	

	C01
	IF A.4/2B THEN R ELSE N/A (condition unused, see Note1 below)
	Initiating session

	C02
	Void
	

	C03
	IF A.4/2B AND A.4/16 THEN R ELSE N/A (condition unused, see Note1)
	Initiating session AND preconditions

	C04
	IF A.12/4 THEN R ELSE N/A
	Dedicated PDP Context

	C05
	IF A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO

	C06
	IF A.7/1 AND A.13/1 THEN R ELSE N/A
	IPv4 AND configured to initiate P-CSCF discovery via DHCPv4

	C07
	IF A.7/1 AND A.12/8  AND A.13/2 AND A.12/5 THEN R ELSE N/A
	IPv4 AND P-CSCF discovery via PCO AND P-CSCF discovery via DHCPv4 AND configured to initiate P-CSCF discovery via PCO

	C08
	IF A.12/7 THEN R ELSE N/A
	Configured to initiate P-CSCF discovery via DHCPv6

	C09
	IF A.12/8 AND A.12/10 AND A.12/5 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via PCO

	C10
	IF A.12/8 AND A.12/10 AND A.12/7 THEN R ELSE N/A
	P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via DHCPv6

	C11
	IF [3] A.2/2 THEN R ELSE N/A
	Emergency speech call

	C12
	IF A.7/1 THEN R ELSE N/A
	IPv4

	C13
	IF [3] A.2/2 AND A.12/12 THEN R ELSE N/A
	Emergency speech call AND initiating a bidirectional voice session over IMS

	C14
	Void
	

	C15
	Void
	

	C16
	Void
	

	C17
	IF A.6a/2 THEN R ELSE N/A
	IMS security

	C18
	IF A.6a/1 AND NOT A.6a/2 THEN R ELSE N/A
	Early IMS security AND NOT IMS security

	C19
	IF A.6a/2 AND A.6a/1 THEN R ELSE N/A
	IMS security AND Early IMS security

	C20
	IF A.6a/2 AND A.8/5 THEN R ELSE N/A
	IMS security AND indication of the willingness to receive the responses and requests compressed from initial REGISTER onwards by using the "comp=sigcomp" parameter

	C21
	IF A. 12/18 THEN R ELSE N/A
	MTSI

	C22
	IF A. 12/18 AND A.15/1 THEN R ELSE N/A
	MTSI and speech

	C23
	IF A. 12/18 AND A.15/1 AND A.16/6 THEN R ELSE N/A
	MTSI and speech and Communication Hold

	C24
	IF A. 12/18 AND A.16/7 THEN R ELSE N/A
	MTSI and Communication Barring

	C25
	IF A. 12/18 AND A.15/1 AND A.16/10 THEN R ELSE N/A
	MTSI and speech and Explicit Communication Transfer - blind transfer

	C26
	IF A.12/18 AND A.4/2B AND A.4/16 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND preconditions AND MTSI text, RTP

	C27
	IF A.12/18 AND A.4/2B AND A.15/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech

	C28
	IF A.12/18 AND A.4/2B AND A.15/1 AND A.15/2 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI speech, AMR wideband

	C29
	IF A. 12/18 AND A.15/1 AND A.16/11 THEN R ELSE N/A
	MTSI and speech and Explicit Communication Transfer - consultative transfer

	C30
	IF A.12/18 AND A.16/5 THEN R ELSE N/A
	MTSI and Communication Diversion

	C31
	IF A.12/18 AND A.16/5 AND A.15/1 THEN R ELSE N/A
	MTSI and speech and Communication Diversion

	C32
	IF A.12/18 AND A.16/9 THEN R ELSE N/A
	MTSI and Conference

	C33
	IF A.12/18 AND A.17/1 THEN R ELSE N/A
	MTSI and speech, add/remove video

	C34
	IF A.12/18 AND A.4/2B AND A.15/3 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video

	C35
	IF A.12/18 AND A.4/2B AND A.15/1 AND A.15/3 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI video 

	C37
	IF A.12/18 AND A.4/2B AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI text, RTP

	C38
	IF A.12/18 AND A.4/2B AND A.15/1 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI speech AND MTSI text, RTP

	C39
	IF A.12/18 AND A.4/2B AND A.15/3 AND A.15/7 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video AND MTSI text, RTP

	C40
	IF A.12/18 AND A.4/2B AND A.15/4 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video H.263, Profile 3

	C41
	IF A.12/18 AND A.4/2B AND A.15/6 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video, H.264

	C42
	IF A.12/18 AND A.4/2B AND A.15/5 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video, MPEG-4

	C43
	IF A.12/18 AND A.16/1 THEN R ELSE N/A
	MTSI and Originating Identification Presentation

	C44
	IF A.12/18 AND A.16/2 THEN R ELSE N/A
	MTSI and Originating Identification Restriction

	Cxx
	IF A.12/18 AND A.4/2B AND A.15/3 AND A.15/7 AND A.17/1 THEN R ELSE N/A
	MTSI AND Initiating session AND MTSI video and MTSI text, RTP AND text, add video


<End of first modified section>
<Start of second modified section>
A.4.9
MTSI media change
Table A.17: MTSI media change
	Item
	 Media change
	Ref.
	Status
	Release
	Mnemonic
	Support

	1
	Text, add video
	
	o
	Rel-7
	
	



<End of second modified section>
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