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<< Unchanged sections omitted >>

Annex C (normative): Downlink Physical Channels

This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.

C.0
Downlink signal levels
The downlink power settings in Table C.0-1 are used unless otherwise specified in a test case.

If the UE has two Rx antennas, the downlink signal is applied to each one. Both UE Rx antennas shall be connected. 

If the UE has one Rx antenna, the downlink signal is applied to it. 


Table C.0-1: Default Downlink power levels
	
	Unit
	Channel bandwidth

	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Number of RBs
	
	6
	15
	25
	50
	75
	100

	Channel BW Power
	dBm
	-66
	-62
	-60
	-57
	-55
	-54

	RS EPRE
	dBm/15kHz
	-85
	-85
	-85
	-85
	-85
	-85

	Note 1:
The channel bandwidth powers are informative, based on -85dBm/15kHz RS_EPRE, then scaled according to the number of RBs and rounded to the nearest integer dBm value. Full RE allocation with no boost or deboost is assumed.
Note 2:
The power level is specified at each UE Rx antenna.



	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


It is [FFS] whether there is a requirement to specify constant power throughout all OFDM symbols, and if so how unallocated Resource elements should be treated.
The default signal level uncertainty is +/-3dB at each test port, for any level specified. If the uncertainty value is critical for the test purpose, a tighter uncertainty is specified for the related test case in Annex F.
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