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6.2.1.2a
Selection of RAT for HPLMN between frequency bands of different ITU regions in case of normal service; Manual mode

6.2.1.2a.1
Definition and applicability

Test to verify that a Multi-Band Multi-RAT device using manual network mode supports the Multi-Band Multi-RAT PLMN selection between frequency bands of different ITU regions.

Test is applicable for UEs supporting FDD and GSM and at least one frequency band of different ITU region in each RAT.

6.2.1.2a.2
Conformance requirement

1.
At switch on, or following recovery from lack of coverage, the MS selects the registered PLMN or equivalent PLMN (if it is available) using all access technologies that the MS is capable of and if necessary (in the case of recovery from lack of coverage, see clause 4.5.2) attempts to perform a Location Registration.

…
If successful registration is achieved, the MS indicates the selected PLMN.

2. 
The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).

If displayed, PLMNs meeting the criteria above are presented in the following order:

i)-
either the HPLMN (if the EHPLMN list is not present or is empty) or, if one or more of the EHPLMNs are available then based on an optional data field on the SIM either only the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order. If the data field is not present on the SIM, then only the highest priority available EHPLMN is presented;
ii)-
PLMN/access technology combinations contained in the " User Controlled PLMN Selector with Access Technology " data file in the SIM (in priority order);

iii)- PLMN/access technology combinations contained in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order);

iv)- other PLMN/access technology combinations with received high quality signal in random order;

v)-
other PLMN/access technology combinations in order of decreasing signal quality.

References

1.
TS 23.122, clause 4.4.3.1.

NOTE:
TS 31.102 defines the USIM fields.

6.2.1.2a.3
Test purpose

1.
To verify that in Manual Network Selection Mode Procedure:

1.1
 the UE indicates PLMN/access technology combinations with received high quality signal in random order if no of PLMNs contained in EFIMSI, EFHPLMNwAcT, EFPLMNwAcT or EFOPLMNwAcT are available

1.2
the UE register PLMN selected by the user

6.2.1.2a.4
Method of test

Note: The test may be executed with frequency bands of various ITU region combinations.

Initial conditions

The UE is in automatic PLMN selection mode.

Step a-f:

	Cell
	CPICH_Ec 

[dBm/3.84 MHz] (FDD)
	Test Channel
	Frequency band used in ITU region (Note)
	PLMN
	Radio Access Technology

	Cell 1
	-72
	1
	A
	PLMN 2
	UTRAN


Step g-i:

	Cell
	CPICH_Ec 

[dBm/3.84 MHz] (FDD)
	Test Channel
	Frequency band used in ITU region (Note)
	PLMN
	Radio Access Technology

	Cell 1
	-72
	2
	A
	PLMN 3
	UTRAN

	Cell 3
	-75
	3
	B
	PLMN 4
	UTRAN


	Cell
	RF signal level [dBm]
	Test Channel
	Frequency band used in  ITU region (Note)
	PLMN
	Radio Access Technology

	Cell 2
	-48
	1
	A
	PLMN 5
	GSM

	Cell 4
	-50
	2
	B
	PLMN 6
	GSM


The UE is equipped with a USIM containing default values according to TS 34.108 section 8 except for those listed below. 

	USIM field
	Priority
	PLMN 

(Note)
	Access Technology Identifier

	EFHPLMNwAcT
	1st
	PLMN 1 (ITU region A)
	UTRAN

	
	2nd
	PLMN 1 (ITU region A)
	GSM

	NOTE:   3rd digit of MNC value is equal to ‘1’ if used PLMNs are for ITU region 2. 


The EFPLMNwACT list shall be empty according to 3GPP TS 31.102, Annex E. The HPLMN (MCC+MNC) of the IMSI for the USIM is set to PLMN 1 (ITU region A). 3rd digit of MNC value is equal to ‘1’ if used PLMNs are for ITU region 2.
UE is previously registered on PLMN 2, before switched off (ITU region A). 3rd digit of MNC value is equal to ‘1’ if used PLMNs are for ITU region 2.

Related ICS/IXIT statement(s)

-
UE supports multiple FDD frequency bands of same ITU regions


yes/no

-
UE supports multiple FDD frequency bands of different ITU regions

yes/no

-
MS supports multiple GSM frequency bands of same ITU regions


yes/no

-
MS supports multiple GSM frequency bands of different ITU regions

yes/no

Test procedure

Method C is applied.

a)
The SS activates Cell 1 and monitors the cells for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
Set the network selection mode to manual and then power off.

e)
Cell 1 is switched off by the SS.

f)
The SS activates Cell 1, Cell 2, Cell 3 and Cell 4 with modified configuration.

g)
The UE is switched on.

h)
If the UE supports FDD frequency band used in ITU region B then PLMN4 (UTRAN) shall be selected when PLMN list is indicated. Otherwise, if the UE does not support FDD frequency band used in ITU region B and supports GSM frequency band used in ITU region B only, then PLMN6 (GSM) shall be selected when PLMN list is indicated.

i)
The SS waits for random access requests from the UE.

6.2.1.2a.5
Test Requirements

1)
In step c), the response from the UE shall be on Cell 1 (registered PLMN according EFLOCI). The displayed PLMN shall be PLMN 2 (UTRAN).

2)
In step h), confirm that the prompts the user to "select a network". After performing manual selection confirm that the UE shows following PLMNs and RATs in any order:

-
PLMN3, FDD UTRAN Frequency band used in ITU region A

-
PLMN4, FDD UTRAN Frequency band used in ITU region B (if the UE supports frequency band used in ITU region B)

-
PLMN5, GSM Frequency band used in ITU region A

-
PLMN6, GSM Frequency band used in ITU region B

3)
In step i), the response from the UE shall be on Cell 3 (if the UE supports frequency band used in ITU region B) or Cell 4 in dependency of the capability of the UE.
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