Page 1



3GPP TSG-RAN WG R5 Meeting #43 
(
R5-092460
Vilnius, Lithuania, 20 - 24 April 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority 3 – Addition of new test case 6.2.3.10

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	14/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	This document updates Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Dormant – When CDMA2000 1xRTT cell is lower reselection priority than E-UTRA in 36.523-1.

	
	

	Summary of change:
(

	New text

	
	

	Consequences if 
(

not approved:
	36.523-1 will remain incomplete.

	
	

	Clauses affected:
(

	6.2.3.10 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.523-2

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>

6.2.3.10
Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Idle – When CDMA2000 1xRTT is lower reselection priority than E-UTRA 

6.2.3.10.1
Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_IDLE state and UE detects the cell re-selection criteria that CDMA2000 1xRTT cell is equial to or lower reselection priority than E-UTRAN serving cell }

ensure that {

  When{ SServingCell <= Snonintrasearch }
    then { UE searches for and measures CDMA2000 1xRTT cell at least every TmeasureCDMA2000_1X }
      when { SnonServingCell,1xRTT > Thresh1xRTT, low }

        then { UE reselects the CDMA2000 1xRTT cell }
            }
6.2.3.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 5.2.4.1, 5.2.4.2 and 5.2.4.5 and TS 36.133, clause 4.2.2.5 and 4.2.2.5.4.
[TS 36.304, clause 5.2.4.1]
Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information or in the RRC message releasing the RRC connection. If priorities are assigned via dedicated signalling, the UE shall ignore all the priorities provided in system information. The UE shall delete priorities provided by dedicated signalling when:

-
the UE enters RRC_CONNECTED state; or

-
the optional validity time of dedicated priorities (T320) expires; or

-
a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

UE shall only perform reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.
[TS 36.304, clause 5.2.4.2]
Following rules are used by the UE to limit needed measurements:

-
If SServingCell > Sintrasearch, UE may choose to not perform intra-frequency measurements.

-
If SServingCell <= Sintrasearch, UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for E-UTRAN inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:

o
For an E-UTRAN inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current E-UTRA frequency the UE shall perform measurements of higher priority E-UTRAN inter-frequency or inter-RAT frequencies according to [10].

o
For an E-UTRAN inter-frequency with a equal or lower reselection priority than the reselection priority of the current E-UTRA frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current E-UTRAN frequency:

(
If SServingCell > Snonintrasearch UE may choose not to perform measurements of E-UTRAN inter-frequencies or inter-RAT frequencies of equal or lower priority.

(
If SServingCell <= Snonintrasearch  the UE shall perform measurements of E-UTRAN inter-frequencies or inter-RAT frequencies cells of equal or lower priority according to [10].

Where SServingCell is the Srxlev-value of the serving cell.
[TS 36.304, clause 5.2.4.5]
Criteria 1: the SnonServingCell,x of a cell on evaluated frequency is greater than Threshx, high during a time interval TreselectionRAT;
Cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
A cell of a higher priority E-UTRAN frequency or inter-RAT frequency fulfils criteria 1; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
No cell on serving frequency or on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency fulfills the criteria 1; and

-
SServingCell < Threshserving, low and the SnonServingCell,x of a cell of a lower priority E-UTRAN frequency or inter-RAT frequency is greater than Threshx, low during a time interval TreselectionRAT; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a cell on an equal priority E-UTRAN frequency shall be based on ranking for Intra-frequency Cell Reselection as defined in sub-clause 5.2.4.6. 
For GERAN, UTRAN, and E-UTRAN, SnonServingCell,x is the Srxlev-value of an evaluated cell. For cdma2000 RATs, SnonServingCell,x is equal to FLOOR(-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [18], with Ec/Io referring to the value measured from the evaluated cell.

In all the above criteria the value of TreselectionRAT is scaled when the UE is in the medium or high mobility state as defined in subclause 5.2.4.3.1. If more than one cell meets the above criteria, the UE shall reselect a cell ranked as the best cell among the cells meeting the criteria on the highest priority frequencies or the highest priority RATif the highest priority RAT is E-UTRA according to criteria defined in 5.2.4.6.
[TS 36.133, clause 4.2.2.5]
If the SServingCellof the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch, then 

•
the UE may not search for, or measure inter-RAT layers of equal or lower priority.

•
the UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in section 4.2.2. 

If the SServingCellof the E-UTRA serving cell is less than or equal to Snonintrasearch, then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.
[TS 36.133, clause 4.2.2.5]
If the SServingCellof the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Snonintrasearch, then 

•
the UE may not search for, or measure inter-RAT layers of equal or lower priority.

•
the UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in section 4.2.2. 

If the SServingCellof the E-UTRA serving cell is less than or equal to Snonintrasearch, then the UE shall search for and measure inter-RAT layers of higher, equal or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure such layers is not reduced and shall be the same as that defined below for lower priority RATs.
[TS 36.133, clause 4.2.2.5.5]
In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure Pilot Ec/Io of the CDMA2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000_1X. In case cdma2000 1X is of higher priority than the currently selected E-UTRAN frequency layer, the UE shall measure cdma2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)* Thigher_proirty_search. The parameter Thigher_proirty_search is defined in section 4.2.2.
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in [1] within TevaluateCDMA2000_1X.. 

Table 4.2.2.5.5-1 gives values of TmeasureCDMA2000_1X and TevaluateCDMA2000_1X.
Table 4.2.2.5.5-1: TmeasureCDMA2000 1X and TevaluateCDMA2000 1X

	DRX cycle length [s]
	TmeasureCDMA2000_1X  [s] (number of DRX cycles)
	TevaluateCDMA2000_1X  [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 


6.2.3.10.3
Test description

6.2.3.10.3.1
Pre-test conditions

System Simulator:

· Cell 1 for E-UTRAN 
· Cell 19 for CDMA2000 1xRTT with lower reselection priority than Cell 1
UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].
6.2.3.10.3.2
Test procedure sequence
Table 6.2.3.10.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 6.2.3.10.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm
	-60
	-
	SrxlevCell 1 >0 and Cell 19 is off such that camping on Cell 1 is guaranteed

	
	Srxlev*
	dB
	50
	
	

	T1
	FLOOR(-2 x 10 x log10 Ec/Io)
	dB
	-
	[FFS] <= Thresh1xRTT, low
	Cell 19 is on

	
	Cell-specific RS EPRE
	dBm
	[FFS]
	-
	SServingCellof the E-UTRA <= Snonintrasearch

	
	Srxlev*
	dB
	[FFS]
	
	

	T2
	FLOOR(-2 x 10 x log10 Ec/Io)
	dB
	-
	[FFS] > Thresh1xRTT, low
	Increase pilot power of CDMA2000 1xRTT cell such that SnonServingCell,1xRTTof Cell 19 > Threshx, low


Table 6.2.3.10.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS adjust the serving cell signal level to make sure UE is camping on Cell 1, according to “T0” in 6.2.3.10.3.2
	-
	-
	-
	-

	2
	Cell 19 is on and it has lowerer reselection priority than Cell 1, according to “T1” in 6.2.3.10.3.2
	-
	-
	-
	-

	3
	SS adjust the serving cell signal level so that SServingCellof the E-UTRA <= Snonintrasearch 
	-
	-
	
	

	4
	UE performs measurement for Cell 19 at every TmeasureCDMA2000_1X
	-
	-
	
	

	5
	Check: Does the UE transmit an Access Probe on Cell 19 within the next [60s]?
	-->
	Access Probe
	1
	F

	6
	SS adjust CDMA2000 1xRTT cell signal level to make sure SnonServingCell,1xRTT of Cell 19 > Thresh1xRTT, low 
	
	
	
	

	7
	Check: Does the UE transmit an Access Probe on Cell 19?
	-->
	Access Probe
	1
	P


6.2.3.10.3.3
Specific message contents

Table 6.2.3.10.3.3-1 SystemInformationBlockType1 to Cell 1 (Preamble and all steps, table 6.2.3.10.3.2-1)
	Derivation path: 36.508 table 4.4.3.2

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-Rxlevmin
	-55 (-110 dBm)
	
	

	    q-Rxlevminoffset
	Not present
	
	

	  }
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 6 in TS 36.508 section 4.4.3.1.1
	
	

	}
	
	
	


Table 6.2.3.10.3.3-2 SystemInformationBlockType8 to Cell 1 (Preamble and all steps, table 6.2.3.10.3.2-1)
	Derivation Path: 36.508 clause 4.4.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType8 ::= SEQUENCE {
	
	
	

	  cdma2000-SystemTimeInfo SEQUENCE {
	
	
	

	    cdma-EUTRA-Synchronisation
	TRUE
	
	

	    cdma-SystemTime CHOICE {
	
	
	

	      cdma-SynchronousSystemTime
	A valid value as per TS 36.331 and calculated by the SS
	
	

	    }
	
	
	

	  }
	
	
	

	  searchWindowSize
	5
	
	

	  oneXRTT-Parameters SEQUENCE {
	
	
	1XRTT

	    oneXRTT-CSFB-RegistrationInfo SEQUENCE {
	
	
	

	      oneXRTT-CSFB-RegistrationAllowed
	FFS
	BOOLEAN
	

	      oneXRTT-RegistrationParameters SEQUENCE {}
	FFS
	
	

	    }
	
	
	

	    oneXRTT-LongCodeState
	FFS
	BIT STRING (SIZE (42)) OPTIONAL
	

	    oneXRTT-CellReselectionParameters SEQUENCE {
	
	
	

	      oneXRTT-BandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	The same number of entries as the configured 1xRTT carriers
	
	

	        oneXRTT-BandClass
	FFS
	ENUMERATED { bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	        oneXRTT-CellReselectionPriority
	3
	[3 is applicable when HRPD is lower priority than E-UTRA. 5 is applicable when HRPD is higher priority than E-UTRA]
	

	        threshX-High
	FFS
	INTEGER (0..63)
	

	        threshX-Low
	FFS
	INTEGER (0..63)
	

	      }
	
	
	

	      oneXRTT-NeighborCellList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	The same number of entries as the configured 1xRTT neighbor cells
	
	

	        
	
	
	

	          
	
	
	

	            bandClass
	FFS
	ENUMERATED { bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	            frequencyList SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	FFS
	INTEGER (0..2047)
	

	                    frequency
	FFS
	
	

	                    cellIdList SEQUENCE (SIZE (1..16)) OF {INTEGER (0..maxPNOffset)  }
	FFS
	INTEGER (0..maxPNOffset)
	

	          }
	
	
	

	       
	
	
	

	       
	
	
	

	      }
	
	
	

	      t-ReselectionCDMA-OneXRTT
	7
	INTEGER (0..7),
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
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