Page 1



3GPP TSG-RAN WG5 Meeting #43bis
(
R5-093348
Beijing, China, 23 – 26 June 09
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.521-2
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction CR to 36.521-2: Applicability changes to introduce additional RRM tests

	
	

	Source to WG:
(

	Qualcomm Japan

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	16/06/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	At RAN4#51 new RRM test case were agreed and the applicability for the new RRM test case is not currently implemented in TS 36.521-2. Several clauses in TS 36.521-3 were updated to be in alignment with RAN4 core specification.

	
	

	Summary of change:
(

	Updated the numbering for the test cases 4.5.1.to 4.5.1.1 and 4.6.1 to 4.6.1.1. to align with the corresponding changes to the test cases in 36.521-1

	
	

	Consequences if 
(

not approved:
	clause numbering would remain incorrect in TS 36.521-2.

	
	

	Clauses affected:
(

	4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD – FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	4.2.2
	E-UTRAN TDD – TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	4.2.3
	E-UTRAN FDD – FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	4.2.4
	E-UTRAN FDD – TDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.5
	E-UTRAN TDD – FDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.6
	E-UTRAN TDD – TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	4.3.1.1
	E-UTRA FDD – UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	4.3.1.2
	E-UTRA FDD – UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	4.3.2
	E-UTRAN FDD – UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD
	

	4.3.3
	E-UTRAN TDD – UTRAN FDD cell re-selection
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	

	4.3.4.1
	E-UTRA TDD – UTRAN TDD cell re-selection
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	4.3.4.2
	E-UTRAN TDD – UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	4.4.1
	E-UTRAN FDD – GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM
	

	4.4.2
	E-UTRAN TDD – GSM cell re-selection
	Rel-8
	C09
	UE supporting E-UTRA TDD and GSM
	

	4.5.1.1
	E-UTRAN FDD – HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	

	4.6.1.1
	E-UTRAN FDD – cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT
	

	E-UTRAN RRC_CONNECTED State Mobility

	5.1.1
	E-UTRAN FDD-FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	5.1.2
	E-UTRAN TDD-TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	5.1.3
	E-UTRAN FDD-FDD Handover inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	5.1.4
	E-UTRAN TDD-TDD Handover inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	5.2.1
	E-UTRAN FDD – UTRAN FDD handover
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	5.2.2
	E-UTRAN TDD – UTRAN FDD handover
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	

	5.2.3
	E-UTRAN FDD – GSM handover
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM
	

	5.2.4
	E-UTRAN TDD – UTRAN TDD handover
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	5.3.1
	E-UTRAN FDD – HRPD Handover
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	

	5.3.2
	E-UTRAN FDD – cdma2000 1xRTT Handover
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT
	

	RRC Connection Mobility Control

	6.1.1
	RRC Re-establishment to E-UTRAN
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	6.2.1
	E-UTRAN FDD – Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	6.2.2
	E-UTRAN FDD – Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	Timing and Signalling Characteristics

	7.1.1
	E-UTRAN FDD – UE Transmit Timing Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.1.2
	E-UTRAN TDD – UE Transmit Timing Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.2.1
	E-UTRAN FDD – UE Timing Advance Adjustment Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.2.2
	E-UTRAN TDD – UE Timing Advance Adjustment Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.2
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.3
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.4
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
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