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	Reason for change:
(

	Corrections were made to the minimum conformance requirements to correct the interruption time definition. Corrections were also made to the general test parameters for correct reporting of GSM neighbours in AWGN propagation conditions to set time period T2 longer than the GSM cell search time. The current time period T2 is set to be shorter than the E-UTRA FDD to GSM cell search delay. As well as parameters Tidentify, gsm and Treconfirm, gsm being removed from the general test parameters table because they are not settable parameters rather requirements. In the test requirements the cell specific parameters for handover E-UTRAN to GSM cell (Cell 1) parameter 
[image: image1.wmf]oc

s

N

Ê

  and notes to 
[image: image2.wmf]oc

N

 and RSRP are added in the table to distinguish between the parameters which are settable by the system simulator and those which are provided for information purpose. Also, editorial corrections where implemented in this test. 

	
	

	Summary of change:
(

	The changes to E-UTRAN FDD – GSM handover are as such:

· The HO delay for inter-RAT handover (e.g. E-UTRAN to GSM) is an arithmetic sum of 

· RRC procedure delay and interruption time

· In E-UTRAN the UE receives handover command via PDSCH. Then until the processing of handover command (i.e. over duration – RRC procedure delay) the UE is in E-UTRAN mode. The interruption time should therefore start after the completion of the processing of the handover command 

· Therefore the interruption time definition is corrected as follows: “The interruption time is the time between the end of the last TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission on the uplink channel in GSM, excluding the RRC procedure delay. The interruption time depends on whether the UE has synchronized to the target GSM cell or not and shall be less than the value specified in TS 36.133 [4] clause 5.3.3.2.2 and shown in table 5.2.3.3-1.”

· Time period T2 was changed from “5 s” to “7 s”

· Parameters Tidentify, gsm and Treconfirm, gsm were removed from the general test parameters table

· In the test requirements the cell specific parameters for handover E-UTRAN to GSM cell (Cell 1) parameter 
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 and RSRP are added in the table
· Editorial correction in initial conditions to remove end bracket as such: “Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1]”

· Editorial correction in test procedure step 6) to remove brackets as such:  “UE shall transmit a MeasurementReport message triggered by [Event B1]”

· The editor’s note  was updated to include the following: “It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure”
The message contents exceptions derivation path was updated to reference TS 36.508 for the following messages:

· ReportConfigInterRAT-B1-GERAN 
· MeasConfig-DEFAULT
This aligns the test specification to core specification TS 36.133 and is based on document R4-091825 and R4-091915.
Changes in R5-093434 include the following:

· Editorial corrections
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5.2.3
E-UTRAN FDD – GSM handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· It has not been decided how to handle the scenario that any timing information of Cell 2 should be deleted in the UE in the test procedure
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
5.2.3.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

5.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM UE.

5.2.3.3
Minimum conformance requirements

The handover delay THandover delay shall be less than handover delay + Toffset + TUL in RRC_CONNECTED state.

The handover delay given in table 5.2.3.3-1 and interruption time given in table 5.2.3.3-2 requirements for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in TS 36.331 [5].

When the UE receives a RRC MOBILITY FROM E-UTRA command with the activation time "now" or earlier than RRC procedure delay (see below) from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT within the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.3.3-1 from the end of the last TTI containing the RRC command. 

If the access is delayed to an indicated activation time later than RRC procedure delay from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT at the designated activation time + interruption time.

The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. If the activation time is used, it corresponds to the CFN of the E-UTRAN channel.

Table 5.2.3.3-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before RRC the MOBILITY FROM E-UTRA COMMAND is received
	190


 The interruption time is the time between the end of the TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission on the uplink channel in GSM, excluding the RRC procedure delay. The interruption time depends on whether the UE has synchronized to the target GSM cell or not and shall be less than the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.3.3-2.
Table 5.2.3.3-2: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140


The normative reference for this requirement is TS 36.133 [4] clause 5.3.3 and A.5.2.3.

5.2.3.4
Test description

5.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14.

2. The general test parameter settings are set up according to Table 5.2.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 5.2.3.4.3.

5. There is one E-UTRA FDD serving cell and one GSM cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.2.3.4.1-1: General Test Parameters for E-UTRAN FDD – GSM handover test case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	Gap Pattern Id
	
	1
	As specified in TS 36.133 [4] section 8.1.2.1.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event B1.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	T1
	s
	20
	

	T2
	s
	7
	

	T3
	s
	1
	


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.2.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. The RRC message implying handover to Cell 2 shall be sent to the UE during T2, after the UE has reported Event B1. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover. The requirements are also applicable for a UE not requiring measurement gap, in which case no measurement gap pattern is sent.
1. Ensure the UE is in State 3 according to TS 36.508 [7] clause 4.5.3.

2. Set the parameters according to T1 in Table’s 5.2.3.5-1 and 5.2.3.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.3.5-1 and 5.2.3.5-2. 

6. UE shall transmit a MeasurementReport message triggered by Event B1.

7. SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.
8. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.3.5-2.

9. If the UE sends access bursts on the new DCCH to Cell 2 less than 100 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10. When T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

11. Repeat step 1-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
5.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.3.4.3-1: Common Exception messages for E-UTRAN FDD – GSM handover
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.3-2

Table H.3.3-3


Table 5.2.3.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN FDD – GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigInterRAT-B1-GERAN
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.2.3.4.3-3: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD – GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 – 110 dBm)
	


Table 5.2.3.4.3-4: MeasuredResults: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed 
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test  
	

	     rsrqResult
	 
	Set according to specific test  
	

	   }  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.2.3.4.3-5: MeasResultListGERAN: Additional E-UTRAN FDD – GSM handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity SEQUENCE {
	 
	
	

	    Geran-CarrierFreq
	GERAN-CarrierFreq
	Contains the carrier frequency of the target GERAN cell
	

	    Geran-CellIdentity
	GERAN-CellIdentity
	Contains the Base Station Identity Code (BSIC) and is used %%
	

	  }  
	  
	 
	

	  globalCellIdentity SEQUENCE {
	
	
	

	   globalcellID-GERAN
	GlobalCellId-GERAN
	
	

	   rac-Id
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    Rssi
	
	Set according to specific test 
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


5.2.3.5
Test requirement

Tables 5.2.3.4.1-1, 5.2.3.5-1 and 5.2.3.5-2 defines the primary level settings including test tolerances for E-UTRAN FDD to GSM handover test case.

Table 5.2.3.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN FDD cell
	Parameter
	Unit
	Cell 1

	
	
	T1, T2
	T3

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_ RB 
	dB
	

	PSS_ RA
	dB
	

	SSS_ RA
	dB
	

	PCFICH_ RB
	dB
	

	PHICH_ RA
	dB
	

	PHICH_ RB
	dB
	

	PDCCH_ RA
	dB
	

	PDCCH_ RB
	dB
	

	PDSCH_ RA
	dB
	

	PDSCH_ RB
	dB
	

	OCNG_ RA Note1
	dB
	

	OCNG_ RB Note1
	dB
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	dB
	4 + TT
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 Note 2
	dBm/15 kHz
	-98 (AWGN)
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	dB
	4 + TT

	RSRP Note 3
	dBm/15kHz
	-94 + TT

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:     Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:     RSRP levels have been derived from other paramete'rs for information purposes. They are not settable parameters themselves.


	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	


Table 5.2.3.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2, T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85 + TT
	-75 + TT


	
	
	

	
	
	
	

	
	
	

	
	
	
	


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to send access bursts on the new DCCH to Cell 2.

The handover delay THandover delay test requirement in this case is expressed as:

Handover delay THandover delay = handover delay + Toffset + TUL
Handover delay = 90 ms; this is based on handover delay value as defined in Table 5.2.3.3.-1

Toffset = 4.65 ms; GSM timing uncertainty between the time from when the UE is ready to transmit until the start of the next timeslot in GSM 26 multiframe structure

TUL = 4.65 ms; the time the UE has to wait in case the next timeslot is an idle frame or a SACCH frame

The handover delay THandover delay shall be less than a total of 100 ms in this test case (note: this gives a total of 99.29 ms but the test allows 100 ms).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1283632910.unknown

_1294578582.unknown

_1279611252.unknown

