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6.2
E-UTRAN ASP Definitions
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Figure 6.2-1: E-UTRAN ASP Test Model

6.2.1
Configuration Primitives
The Annex D contains the ASP definitions for configurations.


	

	
	

	
	

	
	
	

	
	

	
	

	
	

	
	




	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	




	

	
	

	
	

	
	
	

	
	

	
	

	
	


	
	

	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	
	

	
	

	
	

	
	


	
	

	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	




	

	
	

	
	

	
	

	
	



	
	
	

	
	
	

	
	
	

	
	

	
	

	
	

	
	
	

	
	

	
	

	
	

	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	
	

	
	

	
	

	
	
	

	
	

	
	


	
	


	
	


	
	
	

	
	

	
	
	

	
	

	
	
	

	
	

	
	

	
	

	
	

	
	
	

	
	


	
	

	
	


	
	


	
	
	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	
	

	
	

	
	

	
	
	

	
	


	
	


	
	
	

	
	
	

	
	
	

	
	


	
	



	
	
	

	
	
	

	
	
	

	
	


	
	


	
	

	
	

	
	

	
	
	

	
	

	
	

	
	

	
	

	
	
	

	
	


	
	





	

	
	

	
	

	
	




	

	
	

	
	

	
	
	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	

	
	



	

	
	

	
	

	
	

	
	


6.2.2
Signalling Primitives

NOTE:
ASP definition may be used when there is one TTCN-3 port for all SRBs as well as when there is one port per SRB.
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