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<Start of change>
7.3.5.4.3.2
Test procedure sequence

Table 7.3.5.4.3.2: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS creates 4 PDCP Data PDUs and the Next_PDCP_TX_SN is set to "0".
	
	-
	-
	-

	
	
	
	
	
	

	2
	The SS sends the PDCP Data PDU #0 via RLC-AM RB with the following content to the UE:

D/C field = 1 (PDCP Data PDU) and PDCP SN =0.
After having sent a PDU, the SS set Next_PDCP_TX_SN = 1.
	<--
	PDCP DATA PDU ＃0 


	-
	-

	3
	The UE sends a PDCP Data PDU #0 via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU) and PDCP SN = 0
data: previously received packet.
	-->
	PDCP DATA PDU＃0

	-
	-

	4
	The SS sends RLC ACK to the UE    
	
	
	
	

	5
	The SS is configured on Cell 1 to no RLC ACK to the UE
	
	
	
	

	6
	The SS sends the PDCP Data PDU #1 via RLC-AM RB with the following content to the UE:

D/C field = 1 (PDCP Data PDU) and PDCP SN =1.
After having sent a PDU, the SS set Next_PDCP_TX_SN = 2.
	<--
	PDCP DATA PDU＃1 


	
	

	7
	The UE sends a PDCP Data PDU #1 via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU) and PDCP SN = 1
data: previously received packet.
	-->
	PDCP DATA PDU＃1 


	
	

	8
	The SS requests UE to make a handover to Cell2 with the RRCConnectionReconfiguration message sent on Cell1.
	<--
	RRCConnectionReconfiguration message.
	-
	-

	 9
	The UE transmits a RRCConnectionReconfigurationComplete message on Cell2.
	-->
	RRCConnectionReconfigurationComplete message.
	-
	-

	 10
	Check:Does The UE sends PDCP Control PDUs via RLC-AM RB with the following content to the SS: D/C field  = 0 (PDCP control PDU) and PDU Type =000, FMS field = 2.
	-->
	PDCP status report
	1
	P

	11
	The SS generates a PDCP status report message and sends it to UE: D/C field = 0 (PDCP control PDU) and PDU Type =000, FMS field = 2.
	<--
	PDCP status report
	-
	-

	 12
	Configure SS to not allocate UL grant to the UE in Cell 2. 
	
	
	-
	-

	
	EXCEPTION: Step 13 shall be repeated for k=2 to 3 (increment=1).
	
	
	
	

	 13
	The SS sends the PDCP Data PDU #k via RLC-AM RB with the following content to the UE:

D/C field = 1 (PDCP Data PDU) and PDCP SN = k.

After having sent a PDU, the SS set Next_PDCP_TX_SN = k + 1.
	<--
	PDCP DATA PDU ＃k
	-
	-

	
	
	
	
	
	

	 14
	Configure SS to allocate UL grant to the UE in Cell 2. 
	
	
	-
	-

	
	


	
	
	
	

	 15
	Check:Does the UE sends a PDCP Data PDU#2 via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU) and PDCP SN =  2
data: previously received packet.
	-->
	PDCP DATA PDU ＃ 2
	2
	P

	 16
	Check:Does the UE sends a PDCP Data PDU#3 via RLC-AM RB with the following content back to the SS:

D/C field  = 1 (PDCP Data PDU) and PDCP SN =  3
data: previously received packet.
	-->
	PDCP DATA PDU ＃ 3
	2
	P


<End of change>
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