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9.3.2.2 
Paging for CS fallback / Idle mode
9.3.2.2.1
Test Purpose (TP)
(1)

with { UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {
  when { UE received Paging for mobile termination CS fallback from NW }

   then { UE establishes the RRC connection with the RRC establishmentCause set to ‘mt-Access’ and sends EXTENDED SERVICE REQUEST message }

             }
9.3.2.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.3.1.1, 5.6.1.1, 5.6.2.3 and Annex D and TS 36.331 clause 5.3.3.3. 
[TS 24.301 clause 5.3.1.1]

When the UE is in EMM-IDLE mode and needs to transmit an initial NAS message, the UE shall request the lower layer to establish a NAS signalling connection. In this request to the lower layer the NAS shall provide to the lower layer the RRC establishment cause and the call type as specified in annex D of this specification.

 [TS24.301 clause5.6.1.1]

The purpose of the service request procedure is to transfer the EMM mode from EMM-IDLE to EMM-CONNECTED mode and establish the radio and S1 bearers when uplink user data or signalling is to be sent. Another purpose of this procedure is to invoke MO/MT CS fallback procedures.
This procedure is used when:

…

-
the UE in EMM-IDLE or EMM-CONNECTED mode has requested to perform mobile originating/terminating CS fallback; or

…

The service request procedure is initiated by the UE, however, for the downlink transfer of signalling or user data in EMM-IDLE mode, the trigger is given by the network by means of the paging procedure (see subclause 5.6.2).

The UE shall invoke the service request procedure when:

…

e)
the UE, in EMM-IDLE or EMM-CONNECTED mode, has a CS fallback response to be sent to the network; or

…

[TS24.301 clause5.6.2.3]

The network may initiate the paging procedure for non-EPS services when the UE is IMSI attached for non-EPS services.

To initiate the procedure when no NAS signalling connection exists, the EMM entity in the network requests the lower layer to start paging (see 3GPP TS 36.300 [2012], 3GPP TS 36.413 [2315]) and starts the timer T3413 for this paging procedure. The paging message includes a CN domain indicator set to ''CS'' in order to indicate that this is paging for CS fallback. Upon reception of a paging indication, the UE may respond to the paging immediately or may request upper layers input i.e. to accept or reject CS fallback. The response is indicated in the CSFB response information element in the EXTENDED SERVICE REQUEST message in both EMM-IDLE and EMM-CONNECTED modes.
The network shall stop the timer T3413 for the paging procedure when a response is received from the UE.
To notify the UE about an incoming mobile terminating CS service when a NAS signalling connection exists, the EMM entity in the network shall send a CS SERVICE NOTIFICATION message.

[TS 24.301, Annex D]

...

Table D.1.1: Mapping of NAS procedure to establishment cause and call type

	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	...
	
	

	Service Request
	If a EXTENDED SERVICE REQUEST has service type set to "mobile terminating CS fallback", the RRC establishment cause shall be set to MT access. (See Note1).
	"terminating calls"



	...
	
	

	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose the home country is defined as the country of the MCC part of the IMSI, see 3GPP TS 22.011 [1A].
For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN or EHPLMN, the RRC establishment cause will be set to "High priority access AC 11 – 15".




[TS 36.331, clause 5.3.3.3]

...

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:
2>
if upper layers provide an S-TMSI:
3>
set the ue-Identity to the value received from upper layers;
2>
else

3>
draw a random value and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.
1>
Set the establishmentCause in accordance with the information received from upper layers;
9.3.2.2.3
Test description

9.3.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18]. 

-
Cell A belongs TAI-1.

-
Cell A is set to the ''Serving cell''.
UE:

-
The UE has a valid GUTI (GUTI-1)

-
The UE is registered on TAI-1.

-
The UE is IMSI attached for non-EPS services.

Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.3.2.2.3.2
Test procedure sequence
Table 9.3.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sends a paging message which CN domain indicates ''CS'' domain to the UE.
	-
	
	-
	-

	2
	The UE accepts CS fallback
	-
	
	-
	-

	3
	Check: Does the UE transmit an RRCConnectionRequest message with establishmentCause set to ‘mt-Access’ followed by EXTENDED SERVICE REQUEST message?
	-->
	EXTENDED SERVICE REQUEST
	1
	P

	4
	The SS sends SERVICE REJECT message in order that the UE enters EMM-REGISTERED.NORMAL-SERVICE. 
	<--
	SERVICE REJECT
	-
	-


9.3.2.2.3.3
Specific message contents
Table 9.3.2.2.3.3-1: Message EXTENDED SERVICE REQUEST (step 3, Table 9.3.2.2.3.2-1)
	Derivation Path: 36.508 clause 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	'0001'B
	''mobile terminating CS fallback''
	

	M-TMSI
	M-TMSI1
	
	

	CSFB response
	'001'B
	''CS fallback accepted by the UE''
	


Table 9.3.2.2.3.3-2: Message  SERVICE REJECT (step 4, Table 9.3.2.2.3.2-1)
	Derivation Path: 36.508 clause 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0010 0110'B
	''CS fallback call establishment not allowed''
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