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Recommended Test Case Applicability
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NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	<skipped>
	
	
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	

	
	<skipped>
	
	
	
	
	

	8.2.1.1
	RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_Idle to RRC_CONNECTED: Success (Default bearer, early bearer establishment)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.2
	RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_IDLE to RRC_CONNECTED: Failure (Default bearer
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.3
	RRC Connection Reconfiguration / Radio Bearer Establishment: Success (Dedicated bearer)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.4
	RRC Connection Reconfiguration / Radio Bearer Establishment: Failure (Dedicated bearer)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.7
	RRC Connection Reconfiguration / Radio Bearer Establishment: Success (SRB2)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.1
	RRC Connection Reconfiguration / Radio Resource Reconfiguration: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.2
	RRC Connection Reconfiguration / SRB/DRB Reconfiguration: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.3.1
	RRC Connection Reconfiguration / Radio Bearer Release: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.1
	RRC Connection Reconfiguration / Handover: Success (Dedicated preamble)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.2
	RRC Connection Reconfiguration / Handover: Success (Common preamble)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.3
	RRC Connection Reconfiguration / Handover: success (intra-cell, security reconfiguration)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.5
	RRC Connection Reconfiguration / Handover (full configuration)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.6
	RRC Connection Reconfiguration / Handover (inter-frequency)
	Rel-8
	Cxy
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.7
	RRC Connection Reconfiguration / Handover: Failure (Re-establishment successful)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.9
	RRC Connection Reconfiguration / Handover (Inter-band blind handover): Success
	Rel-8
	Cxy
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	<skipped>
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Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/2 THEN R ELSE N/A

	C02
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/4) AND [8]A.3/1 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF (NOT A.4.2.1.1-1/1) THEN R ELSE N/A

	C05
IF [8]A.1/4 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF 
A.4.5-1/5 THEN R ELSE N/A

	C09
IF A.4.5-1/16 THEN R ELSE N/A

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
IF A.4.5-1/13 AND A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C13
IF [8]A.1/1 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17     IF [8]A.1/1 AND [8]A.1/4 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18    IF A.4.5-1/3 THEN R ELSE N/A

	C19    IF A.4.5-1/6 THEN R ELSE N/A

	Cxy
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A


<skipped>
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