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<BEGIN OF MODIFIED SECTION>
6.3        HNB Environment
6.3.1
CSG Selection
6.3.1.2
UE in automatic network selection mode to select a suitable CSG cell
6.3.1.2.1
Definition
6.3.1.2.2
Conformance requirements

For an eCall only mobile station, Timers T3242 and T3243 are considered to have expired at power-on. When mobility management is activated after power-on, the service state is 19.7 PLMN SEARCH. The detailed processing in this state is described in detail in 3GPP TS 23.122 , 3GPP TS 43.022, 3GPP TS 45.008  and 3GPP TS 25.304, where procedures for power on and selection of PLMN is described in detail. If the "Location update status" stored on the SIM/USIM is different from "updated", then the mobile shall act as if the "Location update status" stored on the SIM/USIM is "not updated".

· If the mobile station is in automatic network selection mode and the selected cell is in a forbidden PLMN, is in a forbidden LA, or is a CSG cell whose CSG ID is not in the allowed CSG ID list stored in the MS, then the mobile station enters the LIMITED SERVICE state.

Reference

TS 24.008 clause 4.2.1.1

6.3.1.2.3
 Test purpose
Selection of the Service State after Power On: If the mobile station is in automatic network selection mode and the selected cell is a CSG cell whose CSG ID is not in the allowed CSG ID list stored in the MS, then the mobile station enters the LIMITED SERVICE state.
6.3.1.2.4
Method of test
Initial conditions

1.
There exists 2 cells which belong to 2 different CSG IDs respectively- CSG1(cell1), CSG2(cell2). Cell levels are from the table below.
	Cell
	CPICH_Ec [dBm/3.84 MHz]
	CSG ID

	Cell 1
	-60
	CSG 1

	Cell 2
	-65
	CSG2


2.
There exists a UE whose Allowed CSG List does not contain CSG 1 but contains CSG 2.
The UE is equipped with a USIM containing default values except for those listed below.
	USIM field
	PLMN
	CSG ID

	EFLOCI
	PLMN 1
	

	EFACSGL
	PLMN 1
	CSG 2


3. 
UE is registered on Cell 2.
4.
UE is in “automatic network selection mode” and is switched off.
5.
Cell 1 and Cell 2 are both switched off.
Test Procedure

a)  The SS activates Cell 1. 
b)  UE is switched on.
c)
The SS waits to see if there are any random access requests from the UE.
d)   Cell 1 is switched off.
e)   The SS activates Cell 2.

f)   The SS waits to see if there are any random access requests from the UE.
6.3.1.2.5 Test Requirements 
1) In step c)  the UE shall inform that no service or no network is available.
2) In step f)  the response from the UE shall be on Cell 2. 
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