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7.3.4
Test description

7.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3.4.1-1. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK 
	50
	50
	QPSK 
	50
	50

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	25
	N/A

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	20
	N/A

	15MHz
	QPSK 
	75
	75
	QPSK 
	75
	75

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	50
	N/A

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	25
	N/A

	20MHz
	QPSK 
	100
	100
	QPSK 
	100
	100

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	75
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	50
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	25
	N/A

	Note 1:Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.3.4.3.

7.3.4.2
Test procedure
1.
SS transmits PDSCH for each UL HARQ process  via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information for each UL HARQ process  via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits PUMAX level..

4.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.5-1.

5.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.3.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.
{Unchanged sections clipped here}
7.4
Maximum input level

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

· The acceptable window for the UE Tx power is not confirmed

· The power control method and message IEs for setting the UE output power to a constant level are undefined

· The Message contents are undefined

· Test case is not complete for FDD

TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· Test case in this clause has been verified to apply for both TDD and FDD.

7.4.1
Test purpose

Maximum input level tests the UE’s ability to receive data with a given average throughput for a specified reference measurement channel, under conditions of high signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area near to an e-NodeB.

7.4.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.4.3
Minimum conformance requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.4.3-1.

Table 7.4.3-1: Maximum input level

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 


	3    MHz


	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	-25

	NOTE: The transmitter shall be set to 4dB below the supported maximum output power.

Reference measurement channel is Annex A.3.2 64QAM R=3/4 variant.


The normative reference for this requirement is TS 36.101 [2] clause 7.4.1.

7.4.4
Test description

7.4.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.4.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively.Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	64-QAM 
	Full
	Full
	QPSK 
	5
	5

	3MHz
	64-QAM 
	Full
	Full
	QPSK 
	4
	4

	5MHz
	64-QAM 
	Full
	Full
	QPSK 
	8
	8

	10MHz
	64-QAM 
	Full
	Full
	QPSK 
	12
	12

	15MHz
	64-QAM 
	Full
	Full
	QPSK 
	16
	16

	20MHz
	64-QAM 
	Full
	Full
	QPSK 
	18
	18

	Note 1:Test Channel Bandwidths are checked separately for each E-UTRA band. The applicable channel bandwidths are specified in Table 7.3.3-2.


1. Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Figure A.3.

2. The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3. Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.4.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.4.4.3. 

7.4.4.2
Test procedure
1. SS transmits PDSCH for each UL HARQ process via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.4.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.4.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +/- 1.7 dB of the  target level in Table 7.4.5-1 for at least the duration of the Throughput measurement.

4. Set the Downlink signal level to the value defined in Table 7.4.5-1.

5. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.4.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the following exception.
Table 7.4.4.3-1: UplinkPowerControlDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


7.4.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.4.5-1.

Table 7.4.5-1: Maximum input level

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 


	3    MHz


	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	-25.7

	NOTE: The transmitter shall be set to 4dB below the supported maximum output power. Reference measurement channel is Annex A.3.2 64QAM R=3/4variant.


7.5
Adjacent Channel Selectivity (ACS)

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

· The acceptable window for the UE Tx power is not confirmed

· The power control method and message IEs for setting the UE output power to a constant level are undefined

· 
· The Message contents are undefined

· Test case is not complete for FDD

TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· Test case in this clause has been verified to apply for both TDD and FDD.

7.5.1
Test purpose

Adjacent channel selectivity tests the UE’s ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel, under conditions of  ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when other e-NodeB transmitters exist in the adjacent channel.

7.5.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.5.3
Minimum conformance requirements

Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive a E-UTRA signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

The UE shall fulfil the minimum requirement specified in Table 7.5.3-1 for all values of an adjacent channel interferer up to –25 dBm. However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5.3-2 and Table 7.5.3-3 where the throughput Rav shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2.

Table 7.5.3-1: Adjacent channel selectivity

	
	
	Channel bandwidth

	Rx Parameter
	Units
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	ACS 
	dB
	33.0
	33.0
	33.0
	33.0
	30
	27


Table 7.5.3-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS + 14 dB

	PInterferer
	dBm
	REFSENS +45.5dB
	REFSENS +45.5dB
	REFSENS +45.5dB*
	REFSENS +45.5dB
	REFSENS +42.5dB
	REFSENS +39.5dB

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025
	3+0.0075
	5+0.0025
	7.5+0.0075
	10+0.0125
	12.5+0.0025

	NOTE 1: The transmitter shall be set to 4dB below the supported maximum output power.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1.


Table 7.5.3-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	-56.5
	-56.5
	-56.5
	-56.5
	-53.5
	-50.5

	PInterferer
	dBm
	-25

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025
	 3+0.0075
	5+0.0025
	7.5+0.0075
	10+0.0125
	12.5+0.0025

	NOTE 1: The transmitter shall be set to 24dB below the supported maximum output power.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1.


The normative reference for this requirement is TS 36.101 [2] clause 7.5.1.

7.5.4
Test description

7.5.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	Full
	Full
	QPSK
	5
	5

	3MHz
	QPSK 
	Full
	Full
	QPSK 
	4
	4

	5MHz
	QPSK 
	Full
	Full
	QPSK 
	8
	8

	10MHz
	QPSK 
	Full
	Full
	QPSK 
	12
	12

	15MHz
	QPSK 
	Full
	Full
	QPSK 
	16
	16

	20MHz
	QPSK 
	Full
	Full
	QPSK 
	18
	18

	Note 1:Test Channel Bandwidths are checked separately for each E-UTRA band. The applicable channel bandwidths are specified in Table 7.3.3-2.


1. Connect the SS and interfering source to the UE antenna connectors as shown in TS 36.508 [7] Figure A.4.

2. The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3. Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4. The UL and DL Reference Measurement channels are set according to Table 7.5.4.1-1.

5. Propagation conditions are set according to Annex B.0.

6. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.5.4.3.

7.5.4.2
Test procedure
1. SS transmits PDSCH for each UL HARQ process via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.5.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.5.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Send Uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +/- 1.7 dB of the target level in Table 7.5.5-2 (Case 1) for at least the duration of the Throughput measurement.

4. Set the Downlink signal level to the value as defined in Table 7.5.5-2 (Case 1).

5. Set the Interferer signal level to the value as defined in Table 7.5.5-2 (Case 1), using a modulated interferer bandwidth as defined in Annex D of the present document.

6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7. Send Uplink power control commands to the UE, to ensure that the UE output power is within [+0dB, -5dB] of the target level in Table 7.5.5-3 (Case 2) for at least the duration of the Throughput measurement.

8. Set the Downlink signal level to the value as defined in Table 7.5.5-3 (Case 2).

9. Set the Interferer signal level to the value as defined in Table 7.5.5-3 (Case 2), using a modulated interferer bandwidth as defined in Annex D of the present document.

10. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

11. Repeat for applicable channel bandwidths and operating band combinations in both Case 1 and Case 2.

7.5.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the following exception
Table 7.5.4.3-1: UplinkPowerControlDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


.
7.5.5
Test requirement

The throughput Rav shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 under the conditions specified in table 7.5.5-2, and also under the conditions specified in table 7.5.5-3.
Table 7.5.5-1: Adjacent channel selectivity

	
	
	Channel bandwidth

	Rx Parameter
	Units
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	ACS 
	dB
	33.0
	33.0
	33.0
	33.0
	30
	27


Table 7.5.5-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS + 14 dB

	PInterferer
	dBm
	REFSENS +45.5dB
	REFSENS +45.5dB
	REFSENS +45.5dB*
	REFSENS +45.5dB
	REFSENS +42.5dB
	REFSENS +39.5dB

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025
	3+0.0075
	5+0.0025
	7.5+0.0075
	10+0.0125
	12.5+0.0025

	NOTE 1: The transmitter shall be set to 4dB below the supported maximum output power.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1.


Table 7.5.5-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	-56.5
	-56.5
	-56.5
	-56.5
	-53.5
	-50.5

	PInterferer
	dBm
	-25

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025
	3+0.0075
	5+0.0025
	7.5+0.0075
	10+0.0125
	12.5+0.0025

	NOTE 1: The transmitter shall be set to 24dB below the supported maximum output power.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1.


{Unchanged sections clipped here}
7.8.1
Wide band Intermodulation

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

· Some of the channel bandwidth specific dB values are not yet finalised

· The acceptable window for the UE Tx power is not confirmed

· The power control method and message IEs for setting the UE output power to a constant level are undefined

· In the Core requirements it is unclear whether the formal reference to the interfering signal as defined in 36.101 Annex D applies to channel bandwidths of less than 5MHz.  In this test specification the modulated interferer definition .has been assumed to be that in the Core spec Annex D for all channel bandwidths.

· The Message contents are undefined

· Test case is not complete for FDD

TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· Test description section needs to be verified or modified (if necessary) for TDD applicability 

7.8.1.1
Test purpose

Intermodulation response tests the UE’s ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal, under conditions of  ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when two or more interfering signals exist which have a specific frequency relationship to the wanted signal.

7.8.1.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.8.1.3
Minimum conformance requirements

Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2  with parameters specified in Table 7.8.1.3-1 for the specified wanted signal mean power in the presence of two interfering signals.

Table 7.8.1.3-1: Wide band intermodulation

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS +   channel bandwidth specific value below

	
	
	[12]
	[8]
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2  – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1: The transmitter shall be set to 4dB below the supported maximum output power.

NOTE 2: The reference measurement channel is specified in Annex A.3.2

NOTE 3: The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1.The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz


The normative reference for this requirement is TS 36.101 [2] clause 7.8.1 and TS 36.101 [2] Annexes A and D.

[FFS: Although it is not explicitly stated in TS 36.101 [2] whether the modulated interferer defined in 36.101 Annex D applies to wanted channel bandwidths of less than 5MHz, this test specification has assumed that the modulated interferer definition applies to all channel bandwidths. The content of TS 36.101 [2] Annex D.2 has been copied into Annex FFS of the present document]

7.8.1.4
Test description

7.8.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.8.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.8.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK
	50
	50
	QPSK
	50
	50

	10MHz
	QPSK
	50
	N/A
	QPSK
	25
	N/A

	10MHz
	QPSK
	50
	N/A
	QPSK
	20
	N/A

	15MHz
	QPSK
	75
	75
	QPSK
	75
	75

	15MHz
	QPSK
	75
	N/A
	QPSK
	50
	N/A

	15MHz
	QPSK
	75
	N/A
	QPSK
	25
	N/A

	20MHz
	QPSK
	100
	100
	QPSK
	100
	100

	20MHz
	QPSK
	100
	N/A
	QPSK
	75
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	50
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	25
	N/A

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth.


1. Connect the SS and interfering sources to the UE antenna connectors as shown in TS 36.508 [7] Figure A.6.

2. The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3. Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4. The UL and DL Reference Measurement channels are set according to Table 7.8.4.1-1.

5. Propagation conditions are set according to Annex B.0.

6. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.8.1.4.3.

7.8.1.4.2
Test procedure

1. SS transmits PDSCH for each UL HARQ process via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.8.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.8.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Send Uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +/- 1.7 dB of the target level in Table 7.8.1.5-1 for at least the duration of the Throughput measurement.

4. Set the Downlink signal level to the value as defined in Table 7.8.1.5-1.

5. Set the Interfering signal levels to the values as defined in Table 7.8.1.5-1, using a modulated interferer bandwidth as defined in Annex D of the present document.

6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

{Unchanged sections clipped here}
A.5.1.4
OCNG FDD pattern 4: 49 RB OCNG allocation with MBSFN in 10 MHz

Table A.5.1.4-1: OP.4 FDD: OCNG FDD Pattern 4
	Allocation


[image: image1.wmf]PRB

n


	CP length
	Relative power level 
[image: image2.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	
	Subframe
	
	

	
	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	
	
	Control region OFDM symbolsNote 2
	
	

	
	
	1
	2
	1
	2
	1
	2
	1
	2
	
	

	1 – 49
	N
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 49
	N
	N/A
	N/A
	N/A
	0
	N/A
	Note 3

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs  
with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall  
be uncorrelated pseudo random data, which is QPSK modulated.
Note 2: 
The control region consists of PCFICH, PHICH and PDCCH. Number of OFDM  
symbols belonging to the control region may vary between subframes.

Note 3: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in  
each PRB shall be uncorrelated with data in other PRBs over the period of any  
measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall  
contain cell-specific Reference Signals only in the first symbol of the first time slot. 
The parameter
[image: image3.wmf]PRB

g

is used to scale the power of PMCH.

Note 4: 
If two or more transmit antennas are used in the test, the OCNG shall be transmitted  
to the virtual users by all the transmit antennas according to transmission mode 2. 
The transmit power shall be equally split between all the transmit antennas used in  
the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS  
36.213 [10].

N: Normal

N/A: Not Applicable


A.5.1.5
OCNG FDD patterns 5-9 for Maximum input level 

Table A.5.1.5-1: OP.5-9 FDD: OCNG FDD Patterns 5-9 for Maximum input level

	Allocation


[image: image4.wmf]PRB

n


	CP length
	Relative power level 
[image: image5.wmf]PRB

g

 [dB]
	PDSCH Data

	
	
	Subframe
	

	
	
	0
	5
	1 – 4, 6 – 9
	

	
	
	Control region OFDM symbolsNote 2
	

	
	
	1
	2
	3
	1
	2
	3
	1
	2
	3
	

	Table 
A.5.1.x-2
	N


	0
	N/A
	0
	Note 1

	Note 1:  These physical resource blocks are assigned to an arbitrary number of virtual UEs 
             with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall 
             be uncorrelated pseudo random data, which is QPSK modulated.

Note 2: The control region consists of PCFICH, PHICH and PDCCH. Number of OFDM 
             symbols belonging to the control region may vary between subframes.

N: Normal


Table A.5.1.5-2: OP.5-9 FDD: Allocation parameters for OCNG FDD Patterns 5-9 
for Maximum input level
	OCNG FDD Pattern
	Fixed Reference Channel 
for Maximum input level for:
	Allocation 
[image: image6.wmf]PRB

n



	OP.5 FDD
	UE Category 1 (FDD), Channel BW 5 MHz
	16-24

	OP.6 FDD
	UE Category 1 (FDD), Channel BW 10 MHz
	16-49

	OP.7 FDD
	UE Category 1 (FDD), Channel BW 15 MHz
	16-74

	OP.8 FDD
	UE Category 1 (FDD), Channel BW 20 MHz
	16-99

	OP.9 FDD
	UE Category 2 (FDD), Channel BW 20 MHz
	80-99
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