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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	<< many rows skipped here >>
	
	
	
	
	

	8.3.1.1
	Measurement configuration control and reporting/ intra E-UTRAN measurements: event A1
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.2
	Measurement configuration control and reporting/ intra E-UTRAN measurements: event A2
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.3


	Measurement configuration control and reporting / intra E-UTRAN measurements: 2 simultaneous events A3 (intra and inter frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.4
	Measurement configuration control and reporting / intra E-UTRAN measurements: Periodic reporting (intra and inter frequency measurements)
	Rel-8
	C11
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.5
	Measurement configuration control and reporting / intra E-UTRAN measurements: 2 simultaneous event A3 (intra frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.6
	Measurement configuration control and reporting / intra E-UTRAN measurements: 2 simultaneous events A2 and A3 (Inter frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.7
	Measurement configuration control and reporting/ intra E-UTRAN measurements: blacklisting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.8
	Measurement configuration control and reporting / intra E-UTRAN measurements: handover (IE measurement configuration present)
	Rel-8
	C09
	UEs supporting E-UTRA and Feature Group Indicator 16
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.9
	Measurement configuration control and reporting / intra E-UTRAN measurements: intra-frequency handover (IE measurement configuration not present)
	Rel-8
	C11
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.10
	Measurement configuration control and reporting / intra E-UTRAN measurements: inter-frequency handover (IE measurement configuration not present)
	Rel-8
	C12
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 16 and Feature Group Indicator 25 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.11
	Measurement configuration control and reporting / intra E-UTRAN measurements: continuation of the measurements after RRC Connection Re-establishment
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.1
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of GERAN cells)
	Rel-8
	C20
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 16 and Feature Group Indicator 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.3
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of UTRAN cells)
	Rel-8
	C13
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 16 and Feature Group Indicator 22 
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.4
	Measurement configuration control and reporting / inter RAT measurements: Periodic reporting (measurement of UTRAN cells)
	Rel-8
	C13
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 16 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.6
	Measurement configuration control and reporting / inter RAT measurements: Simultaneous A2 and two B2 (measurements of E-UTRAN, UTRAN and GERAN cells)
	 Rel-8
	C17
	UEs supporting E-UTRA, UTRAN, GERAN and Feature Group Indicators 22 and 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.7
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of HRPD cells)
	Rel-8
	C24
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 16 and Feature Group Indicator 26
	pc_eFDD
	

	
	
	
	
	
	pc_eFDD
	

	8.3.2.8
	Measurement configuration control and reporting / inter RAT measurements: periodic reporting (measurement of HRPD cells)
	Rel-8
	C24
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 16 and Feature Group Indicator 26
	pc_eFDD
	

	
	
	
	
	
	pc_eFDD
	

	8.3.2.9
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of 1xRTT cells)
	Rel-8
	C25
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 16 and Feature Group Indicator 24
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.1
	Measurement configuration control and reporting / SON / ANR: CGI reporting of E-UTRAN cell
	Rel-8
	C14
	UEs supporting E-UTRA and Feature Group Indicator 5 and Feature Group Indicator 17
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.2
	Measurement configuration control and reporting / SON / ANR: CGI reporting of UTRAN cell
	Rel-8
	C28
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.3
	Measurement configuration control and reporting / SON / ANR: CGI reporting of GERAN cell
	Rel-8
	C29
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group 23
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.1.8
	CS fallback caused by addition of CS service / from E-UTRA(Data) to UTRA(PS+CS)
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.1
	RRC Connection Re-establishment: Success (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.2
	RRC Connection Re-establishment: End of procedure after T301 expiry (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.3
	RRC Connection Re-establisment: Failure: T311 Expiry (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.4
	RRC Connection Re-establisment: Failure: Reject (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.5
	Radio Link Recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/2 THEN R ELSE N/A

	C02
IF A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C05
IF [8]A.1/4 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF 
A.4.5-1/5 THEN R ELSE N/A

	C09
IF A.4.5-1/16 THEN R ELSE N/A

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
IF A.4.5-1/13 AND A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C13
IF [8]A.1/1 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17

IF [8]A.1/1 AND [8]A.1/4 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18

IF A.4.5-1/3 THEN R ELSE N/A

	C19

IF A.4.5-1/6 THEN R ELSE N/A

	C20
IF [8]A.1/4 AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21

IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22

IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) AND A.4.4-1/3 THEN R ELSE N/A

	C23

IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) AND A.4.4-1/4 THEN R ELSE N/A

	C24

IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25

IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/2 OR A.4.2.1.1-1/3 THEN R ELSE N/A

	C27

IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/4) AND A.4.4-1/5 THEN R ELSE N/A

	C28           IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C29           IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A
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