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9.3.1
Service request procedure

[Text skipped here]

9.3.1.7a.3.3
Specific message contents
Table 9.3.1.7a.3.3-1: SERVICE REJECT (step 3, Table 9.3.1.7a.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1010'B
	Implicitly detached
	


Table 9.3.1.7a.3.3-2: ATTACH REQUEST (step 4, Table 9.3.1.7a.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	  NAS key set identifier
	NAS key set identifier allocated to UE during authentication in test preamble
	
	

	  TSC
	‘0’B
	Native security context
	

	Old GUTI or IMSI
	GUTI allocated to UE during previous attach on Cell A.
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	Not present
	
	

	TMSI status
	Not present
	
	

	
	'0'B
	no valid TMSI available
	pc_CS_fallback


9.3.1.14
Service request / Abnormal case / T3417 expired
9.3.1.14.1
Test Purpose (TP)

(1)

with { UE having sent a SERVICE REQUEST message }

ensure that {
  when { UE timer T3417 expired expires }

    then { UE enters state EMM-REGISTERED, aborts the procedure and release locally any resources allocated for the service request procedure }

            }
9.3.1.14.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.6.1.2 and 5.6.1.6.
[TS 24.301, clause 5.6.1.2]
If the UE has pending uplink data or uplink signalling in EMM-IDLE mode to be transmitted or it responds to paging with CN domain indicator set to "PS", the UE initiates the service request procedure by sending a SERVICE REQUEST message to the MME, starts the timer T3417, and enters the state EMM-SERVICE-REQUEST-INITIATED.
[TS 24.301, clause 5.6.1.6]
The following abnormal cases can be identified:
...
c)
T3417 expired


The UE shall enter state EMM-REGISTERED.


The UE shall abort the procedure and release locally any resources allocated for the service request procedure.

9.3.1.14.3
Test description

9.3.1.14.3.1
Pre-test conditions

System Simulator:
-
Cell A

UE:
None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].
9.3.1.14.3.2
Test procedure sequence
Table 9.3.1.14.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS waits until UE T3417 expires.
	-
	-
	-
	-

	4
	The SS transmits a SERVICE ACCEPT message.
	<--
	SERVICE ACCEPT
	-
	-

	5
	Check: Does the UE transmit a EMM STATUS message with with cause #98 "message type not compatible with protocol state"?
	-->
	EMM STATUS
	1
	P


9.3.1.14.3.3
Specific message contents
Table 9.3.1.14.3.3-1: Message EMM STATUS (step 5, Table 9.3.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-14

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'0110 0010'B
	Message type not compatible with protocol state
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