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9.2.3.2
Combined tracking area updating

9.2.3.2.1
Combined tracking area update / Successful
9.2.3.2.1.1
Test Purpose (TP)

(1)

with { a combined EPS/IMSI attached UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {

  when { UE enters a tracking area included in the TAI list }

   then { UE does not transmit a TRACKING AREA UPDATE REQUEST message }

             }
(2)

with { a combined EPS/IMSI attached UE in state EMM-REGISTERED and EMM-IDLE mode}

ensure that {

  when { UE enters a tracking area not included in the TAI list }

   then { UE transmits a TRACKING AREA UPDATE REQUEST message with "EPS update type = combined TA/LA updating" }

             }

(3)

with { UE has sent a combined TRACKING AREA UPDATE REQUEST message }

ensure that {

  when { UE receives a TRACKING AREA UPDATE ACCEPT message containing a GUTI and/or a mobile identity }

   then { UE transmits a TRACKING AREA UPDATE COMPLETE message and enters EMM-REGISTERED state }

             }

9.2.3.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.3.1, 5.5.3.2.2, 5.5.3.2.4, 5.5.3.3.1, 5.5.3.3.2, 5.5.3.3.4.1 and 5.5.3.3.4.2.

[TS24.301 clause 5.5.3.1]

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

...-
combined tracking area updating to update the registration of the actual tracking area for a UE in CS/PS mode 1 or CS/PS mode 2 of operation;

...

[TS24.301 clause 5.5.3.2.2]

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

a)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

...

After sending the TRACKING AREA UPDATE REQUEST message to the MME, the UE shall start timer T3430 and enter state EMM-TRACKING-AREA-UPDATING-INITIATED (see example in figure 5.5.3.2.2). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. If timer T3442 is currently running, the UE shall stop timer T3442.
...

If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI IE as follows:

...

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
...

If a UE has uplink user data pending when it initiates the tracking area updating procedure, or uplink signalling not related to the tracking area updating procedure, it may also set an "active" flag in the TRACKING AREA UPDATE REQUEST message to indicate the request to establish the user plane to the network and to keep the NAS signalling connection after the completion of the tracking area updating procedure.

If the UE has a current EPS security context, the UE shall include the eKSI (either KSIASME or KSISGSN) in the NAS Key Set Identifier IE in the TRACKING AREA UPDATE REQUEST message. Otherwise, the UE shall set the NAS Key Set Identifier IE to the value "no key is available". If the UE has a current EPS security context, the UE shall integrity protect the TRACKING AREA UPDATE REQUEST message with the current EPS security context. Otherwise the UE shall not integrity protect the TRACKING AREA UPDATE REQUEST message.

...

When the tracking area updating procedure is initiated in EMM-IDLE mode, the UE may also include an EPS bearer context status IE in the TRACKING AREA UPDATE REQUEST message, indicating which EPS bearer contexts are active in the UE.
...
[TS24.301 clause 5.5.3.2.4]

...

Upon receiving a TRACKING AREA UPDATE ACCEPT message, the UE shall stop timer T3430, reset the routing area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED. If the message contains a GUTI, the UE shall use this GUTI as new temporary identity for EPS services and shall store the new GUTI. If no GUTI was included by the MME in the TRACKING AREA UPDATE ACCEPT message, the old GUTI shall be used. If the UE receives a new TAI list in the TRACKING AREA UPDATE ACCEPT message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

...

If the TRACKING AREA UPDATE ACCEPT message contained a GUTI, the UE shall return a TRACKING AREA UPDATE COMPLETE message to the MME to acknowledge the received GUTI.
...
[TS24.301 clause 5.5.3.3.1]

Within a combined tracking area updating procedure the messages TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE COMPLETE carry information for the tracking area updating and the location area updating.

The combined attach procedure basically follows the normal tracking area updating procedure described in subclause 5.5.3.2.

[TS24.301 clause 5.5.3.3.2]

...

To initiate a combined tracking area updating procedure the UE sends the message TRACKING AREA UPDATE REQUEST to the network, starts timer T3430 and changes to state EMM-TRACKING-AREA-UPDATING-INITIATED. The value of the EPS update type IE in the message shall indicate "combined TA/LA updating" unless explicitly specified otherwise.

The UE shall include the TMSI status IE if no valid TMSI is available. Furthermore, if the UE has stored a valid location area identification, the UE shall include it in the Old location area identification IE in the TRACKING AREA UPDATE REQUEST message.

[TS24.301 clause 5.5.3.3.4.1]

Depending on the value of the EPS update result IE received in the TRACKING AREA UPDATE ACCEPT message, two different cases can be distinguished:

1)
The EPS update result IE value indicates "combined TA/LA updated": Tracking and location area updating is successful;

...
A TRACKING AREA UPDATE COMPLETE message shall be returned to the network if the TRACKING AREA UPDATE ACCEPT message contains a GUTI and/or a mobile identity.

[TS24.301 clause 5.5.3.3.4.2]

The description for normal tracking area update as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location area updating applies.

The TMSI reallocation may be part of the combined tracking area updating procedure. The TMSI allocated is then included in the TRACKING AREA UPDATE ACCEPT message together with the location area identification (LAI). In this case the MME shall change to state EMM-COMMON-PROCEDURE-INITIATED and shall start the timer T3450 as described in subclause 5.4.1. The LAI may be included in the TRACKING AREA UPDATE ACCEPT message without TMSI.

The UE, receiving a TRACKING AREA UPDATE ACCEPT message, stores the received location area identification, resets the location update attempt counter, sets the update status to U1 UPDATED and enters MM state MM IDLE.

...

How to handle the old TMSI stored in the UE depends on the mobile identity included in the TRACKING AREA UPDATE ACCEPT message.

-
If the TRACKING AREA UPDATE ACCEPT message contains an IMSI, the UE is not allocated any TMSI, and shall delete any old TMSI accordingly.

-
If the TRACKING AREA UPDATE ACCEPT message contains a TMSI, the UE shall use this TMSI as new temporary identity. The UE shall delete its old TMSI and shall store the new TMSI. In this case, a TRACKING AREA UPDATE COMPLETE message is returned to the network to confirm the received TMSI. 

-
If neither a TMSI nor an IMSI has been included by the network in the TRACKING AREA UPDATE ACCEPT message, the old TMSI, if any is available, shall be kept.

...

9.2.3.2.1.3
Test description

9.2.3.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell C and Cell D (HPLMN, different TAs)

-
 At most 2 cells are active simultaneously.
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.
Preamble:

-
The UE is in state Registered, Idle Mode (state 2) on cell A according to [18].

9.2.3.2.1.3.2
Test procedure sequence

Table 9.2.3.2.1.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	The following messages are sent and shall be received on cell C.
	-
	-
	-
	-

	1-13
	Void
	-
	-
	-
	-

	14
	Set the cell type of cell A to the " non-Suitable neighbour cell ". Set the cell type of cell C to the " Serving cell"
	-
	-
	-
	-

	15
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message as specified?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	16
	The SS sends TRACKING AREA UPDATE ACCEPT message including GUTI, TMSI and LAI. The TAI list includes TAI for cell C and cell D.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	17
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	2,3
	P

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Check: Does the test results of generic procedure in TS 36.508 [18] subclause 6.4.2.4 indicate that the UE is in E-UTRA EMM-REGISTERED state on cell C with PagingUE-Identity = S-TMSI2?
	-
	-
	2
	-

	
	The following messages are sent and shall be received on cell 1.
	-
	-
	-
	-

	20
	Set the cell type of cell A to the " non-Suitable off cell ". Set the cell type of cell C to the "Suitable neighbour cell". Set the cell type of cell D1 to the " Serving cell"
	-
	-
	-
	-

	20A
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message in the next 30 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	F

	20B
	Check: Does the test results of generic procedure in TS 36.508 [18] subclause 6.4.2.4 indicate that the UE is in E-UTRA EMM-REGISTERED state on cell D with PagingUE-Identity = S-TMSI2?
	-
	-
	1
	

	20C
	Set the cell type of cell A to the "Serving cell". Set the cell type of cell C to the "Non-suitable off cell". Set the cell type of cell D to the "Suitable neighbour cell".
	
	
	
	

	21
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	22
	The SS sends TRACKING AREA UPDATE ACCEPT message. Note: GUTI not present and MS identity  present
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	23
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	2,3
	P


NOTE 1:
It is assumed in the test procedure sequence that the UE initially has a valid GUTI. 

NOTE 2:
NAS security procedures are not checked in this TC.

9.2.3.2.1.3.3
Specific message contents

Table 9.2.3.2.1.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 15, Table 9.2.3.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-27 

	Information Element
	Value/Remark
	Comment
	Condition

	  NAS key set identifier
	KSI sent during the test case preamble in step 7.
	
	

	  TSC
	'0'B
	native security context (for KSIASME)
	

	Old GUTI
	GUTI-1
	GUTI-1 was allocated in cell A during the preamble
	

	Last visited registered TAI
	TAI-1
	TAI of cell A
	

	Old location area identification
	LAI-1
	LAI received in the ATTACH ACCEPT message in the preamble
	

	TMSI status
	0
	no valid TMSI available
	


Table 9.2.3.2.1.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 16, Table 9.2.3.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	8 octets
	

	    Type of lis't
	'B0''list of TACs belonging to one PLMN, with non-consecutive TAC values''0
	
	

	    Number of elements
	'000001'
	2 elements
	

	    Partial tracking area identity list 
	PLMN = MCC/MNC stored in EFIMSI
TAC 1 = 3

TAC 2 = 4
	TAI-3 and TAI-4
	


Table 9.2.3.2.1.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 21, Table 9.2.3.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-2
	
	

	Last visited registered TAI
	TAI-4
	
	

	Old location area identification
	LAI-2
	
	

	TMSI status
	Not present
	Valid TMSI available
	


Table 9.2.3.2.1.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 22, Table 9.2.3.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	Not present
	The SS doesn’t assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	  Partial tracking area identity list 
	PLMN = MCC/MNC stored in EFIMSI
TAC 1 = TAC-1
	TAI-1
	

	LAI
	Not present
	
	

	MS identity
	TMSI-3
	SS provides a new TMSI 
	


9.2.3.2.1a
Combined tracking area update / Successful / Check of last visited TAI and handling of TAI list, LAI and TMSI
9.2.3.2.1a.1
Test Purpose (TP)
(1)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) and a TMSI as the mobile identity }

   then { the UE shall delete its old TMSI and shall store the new TMSI and transmits a TRACKING AREA UPDATE COMPLETE message and enters EMM-REGISTERED state }

             }
(2)
with { UE in state EMM-REGISTERED, EMM-IDLE mode and ISR not activated }

ensure that {

  when { UE performs a cell reselection from E-UTRAN to UTRAN and enters a location area stored on the USIM }

   then { the UE does not perform location updating }

             }
(3)

with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to an unmatched TMSI i.e. other than the one allocated to the UE at the UE registration procedure }

   then { the UE doesn’t establishe an RRC connection to answer the paging }

             }
(4)
with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to the TMSI which was allocated to the UE }

   then { the UE establishes an RRC connection to answer the paging and the TMSI and the location area information(LAI) as Initial UE Identity are included in RRCConnectionRequest message }

             }
(5)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) (Neither a TMSI nor an IMSI as the mobile identity is included)  }

   then { the UE shall keep the old TMSI if any available and enters EMM-REGISTERED state }

             }
(6)

with { UE in state EMM-REGISTERED, EMM-IDLE mode and ISR not activated }

ensure that {

  when { UE performs a cell reselection from E-UTRAN to UTRAN and enters a location area stored on the USIM }

   then { the UE does not perform location updating }

             }
(7)

with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to the TMSI which was allocated to the UE }

   then { the UE establishes an RRC connection to answer the paging and the TMSI and the location area information(LAI) as Initial UE Identity are included in RRCConnectionRequest message }

             }
(8)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) and an IMSI as the mobile identity }

   then { the UE shall delete any old TMSI and enters EMM-REGISTERED state }

             }
(9)

with { UE in state EMM-REGISTERED, EMM-IDLE mode and ISR not activated }

ensure that {

  when { UE performs a cell reselection from E-UTRAN to UTRAN and enters a location area stored on the USIM }

   then { the UE does not perform location updating }

             }
(10)
with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to a TMSI }

   then { the UE doesn’t establishe an RRC connection to answer the paging }

             }
9.2.3.2.1a.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.3.3.1, 5.5.3.3.2 , 5.5.3.3.4.1 and 5.5.3.3.4.2.
[TS24.301 clause 5.5.3.3.1]

Within a combined tracking area updating procedure the messages TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE COMPLETE carry information for the tracking area updating and the location area updating.
The combined tracking area updating procedure follows the normal tracking area updating procedure described in subclause 5.5.3.2.

[TS24.301 clause 5.5.3.3.2]

The UE operating in CS/PS mode 1 or CS/PS mode 2, in state EMM-REGISTERED, shall initiate the combined tracking area updating procedure:

a)
when the UE that is attached for both EPS and non-EPS services detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

b)
when the UE that is attached for EPS services wants to perform an attach for non-EPS services. In this case the EPS update type IE shall be set to "Combined TA/LA updating with IMSI attach";

c)
when the UE performs an intersystem change from A/Gb mode to S1 mode and the EPS services were previously suspended in A/Gb mode;

d)
when the UE performs an intersystem change from A/Gb or Iu mode to S1 mode and the UE previously performed a location area update procedure in A/Gb or Iu mode, in order to re-establish the SGs association;

e)
when the UE enters EMM-REGISTERED.NORMAL-SERVICE and the UE's TIN indicates "P-TMSI";

f)
when the UE receives an indication from the lower layers that the RRC connection was released with cause "load balancing TAU required";

g)
when the UE deactivated EPS bearer context(s) locally while in EMM-REGISTERED.NO-CELL-AVAILABLE, and then returns to EMM-REGISTERED.NORMAL-SERVICE;

h)
when the UE changes the UE core network capability information or the UE specific DRX parameter or both;

i)
when the UE receives an indication of "RRC Connection failure" from the lower layers and has no user uplink data pending; or

j)
when the UE has selected a CSG cell whose CSG identity is not included in the UE's Allowed CSG list.
To initiate a combined tracking area updating procedure the UE sends the message TRACKING AREA UPDATE REQUEST to the network, starts timer T3430 and changes to state EMM-TRACKING-AREA-UPDATING-INITIATED. The value of the EPS update type IE in the message shall indicate "combined TA/LA updating" unless explicitly specified otherwise.
The UE shall include the TMSI status IE if no valid TMSI is available. Furthermore, if the UE has stored a valid location area identification, the UE shall include it in the Old location area identification IE in the TRACKING AREA UPDATE REQUEST message.

[TS24.301 clause 5.5.3.3.4.1]
Depending on the value of the EPS update result IE received in the TRACKING AREA UPDATE ACCEPT message, two different cases can be distinguished:

1)
The EPS update result IE value indicates "combined TA/LA updated": Tracking and location area updating is successful;

2)
The EPS update result IE value indicates "TA updated": Tracking area updating is successful, but location area updating is not successful.

A TRACKING AREA UPDATE COMPLETE message shall be returned to the network if the TRACKING AREA UPDATE ACCEPT message contains a GUTI or a mobile identity or both.
[TS24.301 clause 5.5.3.3.4.2]

The description for normal tracking area update as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location area updating applies.
The TMSI reallocation may be part of the combined tracking area updating procedure. The TMSI allocated is then included in the TRACKING AREA UPDATE ACCEPT message together with the location area identification (LAI). In this case the MME shall change to state EMM-COMMON-PROCEDURE-INITIATED and shall start the timer T3450 as described in subclause 5.4.1. The LAI may be included in the TRACKING AREA UPDATE ACCEPT message without TMSI.

The UE, receiving a TRACKING AREA UPDATE ACCEPT message, stores the received location area identification, resets the location update attempt counter, sets the update status to U1 UPDATED and enters MM state MM IDLE.
How to handle the old TMSI stored in the UE depends on the mobile identity included in the TRACKING AREA UPDATE ACCEPT message.

-
If the TRACKING AREA UPDATE ACCEPT message contains an IMSI, the UE is not allocated any TMSI, and shall delete any old TMSI accordingly.
-
If the TRACKING AREA UPDATE ACCEPT message contains a TMSI, the UE shall use this TMSI as new temporary identity. The UE shall delete its old TMSI and shall store the new TMSI. In this case, a TRACKING AREA UPDATE COMPLETE message is returned to the network to confirm the received TMSI. 
-
If neither a TMSI nor an IMSI has been included by the network in the TRACKING AREA UPDATE ACCEPT message, the old TMSI, if any is available, shall be kept.
The network receiving a TRACKING AREA UPDATE COMPLETE message stops timer T3450, changes to state EMM-REGISTERED and considers the new TMSI as valid.
9.2.3.2.1a.3
Test description

9.2.3.2.1a.3.1
Pre-test conditions

System Simulator:
-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1 and is set to ''Serving cell''
-
Cell B belongs to TAI-2 and is set to ''Non-Suitable cell''
-
Cell 5 and Cell X are configured according to Table 4.4.4-2 in [18].

-
If pc_UTRAN supported by UE, 
-
Cell 5 (UTRA FDD or UTRA TDD) belongs to LAI-1 and is set to ''Non-Suitable cell''.

-
Cell X (UTRA FDD or UTRA TDD) belongs to LAI-2 and is set to ''Non-Suitable cell''.

-
UTRAN is NOT using Gs interface. (NMO in System Information Block 1 indicates “NMOII”).

Editor’s note: Cell X belongs to LAI other than LAI-1 need to be defined in Table 4.4.4-2 in [18].
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:

-
The UE is in state Registered, Idle mode (state 2) with condition CombinedAttach on Cell A according to [18].
     (ATTACH ACCEPT message includes GUTI-1 as GUTI, TMSI-1 as MS identity and LAI-1 as Location area indication(LAI).)

9.2.3.2.1a.3.2
Test procedure sequence
Table 9.2.3.2.1a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	1
	Set cell type of Cell A to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell". 
	
	
	
	

	2
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	The SS sends TRACKING AREA UPDATE ACCEPT message including with LAI set to LAI-2, including a new TMSI(TMSI-2) as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell X.
	-
	-
	-
	-

	6
	Set cell type of Cell B to the "non-Suitable cell" Set cell type of Cell X to the "Serving cell".
	-
	-
	-
	-

	7
	The UE performs Cell Reselection from Cell B(E-UTRAN cell) to Cell X(UTRAN cell).
	-
	-
	-
	-

	8
	Check: Does UE perform Location updating procedure?
	-->
	LOCATION UPDATING REQUEST
	2
	F

	9
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	10
	The SS send Paging message including an unmatched identity.
	<--
	Paging
	-
	-

	11
	Check: Does the UE transmit RRCConnectionRequest to answer the Paging ?
	-->
	RRCConnectionRequest
	3
	F

	12
	The SS send Paging message including a matched identity(UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	13
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-2 to answers on Paging message  ?
	-
	-
	4
	P

	14
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	15
	Set cell type of Cell X to the "non-Suitable cell" Set cell type of Cell A to the "Serving cell".
	-
	-
	-
	-

	16
	The UE performs Cell Reselection from Cell X(UTRAN cell) to Cell A(E-UTRAN cell) .
	
	
	
	

	17
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-2?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	18
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-1, not including MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	19
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 5.
	-
	-
	-
	-

	20
	Set cell type of Cell A to the "non-Suitable cell" Set cell type of Cell 5 to the "Serving cell".
	-
	-
	-
	-

	21
	The UE performs Cell Reselection from Cell A(E-UTRAN cell) to Cell 5(UTRAN cell).
	-
	-
	-
	-

	22
	Check: Does UE perform Location updating?
	-->
	LOCATION UPDATING REQUEST
	6
	F

	23
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	24
	The SS send Paging message including a matched identity(UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	25
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-1 to answers on Paging message ?
	-
	-
	7
	P

	26
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	27
	Set cell type of Cell 5 to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	28
	The UE performs Cell Reselection from Cell 5(UTRAN cell) to Cell B(E-UTRAN cell) .
	-
	-
	-
	-

	29
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	8
	P

	30
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-2, including the IMSI as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	31
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell X.
	-
	-
	-
	-

	32
	Set cell type of Cell B to the "non-Suitable cell" Set cell type of Cell X to the "Serving cell".
	-
	-
	-
	-

	33
	The UE performs Cell Reselection from Cell B(E-UTRAN cell) to Cell X(UTRAN cell).
	-
	-
	-
	-

	34
	Check: Does UE perform Location updating?
	-->
	LOCATION UPDATING REQUEST
	9
	F

	35
	Check: Does UE perform Routing area updating procedure?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	36
	The SS send Paging message including a TMSI.
	<--
	Paging
	-
	-

	37
	Check: Deoe UE transmit RRCConnectionRequest to answer the Paging ?
	-->
	RRCConnectionRequest
	10
	F


9.2.3.2.1a.3.3
Specific message contents

Table 9.2.3.2.1a.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	

	

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-1
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	Not present
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.1a.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 3, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC
    TAC 1
	TAI-2
	
	

	LAC
	2 (LAI-2)
	
	

	MS identity
	TMSI-2
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-3: Message PAGING TYPE 1 (step 10, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI other than TMSI-2
	
	


Table 9.2.3.2.1a.3.3-4: Message PAGING TYPE 1 (step 12, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI-2
	
	


Table 9.2.3.2.1a.3.3-5: Message RRCConnectionRequest (step 13, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	Initial UE identity
	
	
	

	  TMSI(GSM-MAP)

  LAI   (GSM-MAP)
	TMSI-2

LAI-2
	
	

	Establishment cause
	Terminating Conversational Call
	
	


Table 9.2.3.2.1a.3.3-6 Message TRACKING AREA UPDATE REQUEST (step 17, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	

	

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-2
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	LAI-2
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.1a.3.3-7: Message TRACKING AREA UPDATE ACCEPT (step 18, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC
    TAC 1
	TAI-1
	
	

	LAC
	1 (LAI-1)
	
	

	MS identity
	Not present
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-8: Message PAGING TYPE 1 (step 24, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI-2
	
	


Table 9.2.3.2.1a.3.3-9: Message RRCConnectionRequest (step 25, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	Initial UE identity
	
	
	

	  TMSI(GSM-MAP)

  LAI   (GSM-MAP)
	TMSI-2

LAI-1
	
	

	Establishment cause
	Terminating Conversational Call
	
	


Table 9.2.3.2.1a.3.3-10: Message TRACKING AREA UPDATE REQUEST (step 29, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	

	

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-1
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	LAI-1
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.1a.3.3-11: Message TRACKING AREA UPDATE ACCEPT (step 30, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update result
	001
	"combined TA/LA"
	

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC

    TAC 1
	TAI-2
	
	

	LAC
	2(LAI-2)
	
	

	MS identity
	IMSI
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-12: Message PAGING TYPE 1 (step 36, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI (any value)
	
	


9.2.3.2.3
Combined tracking area update / Successful for EPS services only / MSC temporarily not reachable

9.2.3.2.3.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' or 'Combined TA/LA updating with IMSI attach' and having the tracking area updating attempt counter set to the value less than four }

ensure that {
  when { UE receives a TRACKING AREA UPDATE ACCEPT message with the EPS update result set to 'TA updated' and the EMM cause set to 'MSC temporarily not reachable', 'Network failure' or 'Congestion' }

    then { UE sends TRACKING AREA UPDATE REQUEST message after T3411 expiry }
            }
(2)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating with IMSI attach', having the tracking area updating attempt counter set to four and operating in CS/PS mode 2 of operation }

ensure that {
  when { UE receives a TRACKING AREA UPDATE ACCEPT message with the EPS update result set to 'TA updated' and the EMM cause set to 'MSC temporarily not reachable', 'Network failure' or 'Congestion' }

    then { UE sends TRACKING AREA UPDATE REQUEST message after T3402 expiry }

            }

(3)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating with IMSI attach', having the tracking area updating attempt counter set to four and operating in CS/PS mode 1 of operation }

ensure that {
  when { UE receives a TRACKING AREA UPDATE ACCEPT message with the EPS update result set to 'TA updated' and the EMM cause set to 'MSC temporarily not reachable', 'Network failure' or 'Congestion' }
    then { UE attempts to select GERAN or UTRAN radio access technology }

            }

9.2.3.2.3.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.4.3.

[TS 24.301, clause 5.5.3.3.4.3]

Apart from the actions on the tracking area updating attempt counter, the description for tracking area for EPS services as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location updating for non-EPS services applies.

...

#16
(MSC temporarily not reachable);

#17
(Network failure); or

#22
(Congestion)


The UE shall stop timer T3430 if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5:

-
the UE shall start timer T3411, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3411 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again.


If the tracking area updating attempt counter is equal to 5:

-
a UE operating in CS/PS mode 2 of operation shall start timer T3402, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3402 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again;

-
a UE operating in CS/PS mode 1 of operation with "IMS voice not available" shall attempt to select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures. The UE shall disable the E-UTRA capability (see subclause 4.5). If the UE is in the EMM-CONNECTED mode, the UE shall locally release the established NAS signalling connection and enter the EMM-IDLE mode before selecting GERAN or UTRAN radio access technology.
...

9.2.3.2.3.3
Test description

9.2.3.2.3.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B.
-
If pc_UTRAN supported by UE, Cell 5.

-
Cell 5 belongs to LAI-1 and RAI-1(home PLMN)

-
If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

-
Cell 24 belongs to LAI-1 and RAI-1(home PLMN)
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:
-
The UE is in state Switched OFF (state 1) according to [18].

9.2.3.2.3.3.2
Test procedure sequence

The sequence is executed for execution counter k = 1, 2, 3.
Table 9.2.3.2.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell B to the "non-Suitable cell".
Set the cell type of Cell 5 or Cell 24 to the "non-Suitable cell".
	-
	-
	-
	-

	0A
	The UE is powered on or switched on.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	0B
	Generic test procedure in TS 36.508 subclause 4.5.2.3 is performed.

NOTE: The UE performs an ATTACH procedure and the RRC connection is released.
	-
	-
	-
	-

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	6
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	7
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: The step 8 to 13 shall be repeated 4 times.
	-
	-
	-
	-

	8
	Wait for 10s (T3411).
	-
	-
	-
	-

	9
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message at the time which T3411 expired?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	10
	Void
	-
	-
	-
	-

	11
	Void
	-
	-
	-
	-

	12
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	13
	The SS releases the RRC connection.
	-
	-
	-
	-

	14
	Void
	-
	-
	-
	-

	15
	Void
	-
	-
	-
	-

	16
	Void
	-
	-
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 20a1 to 20b6 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place according to UE mode of operation.
	-
	-
	-
	-

	20a1
	IF the UE is configured to operate in CS/PS mode 2 THEN the SS waits for 12 min (T3402).
	-
	-
	-
	-

	20a2
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	20a3
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	20a4
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	20a5
	The SS releases the RRC connection.
	-
	-
	-
	-

	20b1
	ELSE the SS configures:

- Cell B as a "Non-Suitable cell",
- Cell 5 or Cell 24 as the "Serving cell".
	-
	-
	-
	-

	20b2
	The following messages are sent and shall be received on Cell 5 or 24.
	-
	-
	-
	-

	20b3
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message?
	-->
	ROUTING AREA UPDATE REQUEST
	3
	P

	20b4
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	20b5
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	20b6
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	The UE is powered off or switched off.
	-
	-
	-
	-


9.2.3.2.3.3.3
Specific message contents

Table 9.2.3.2.3.3.3-1: TRACKING AREA UPDATE ACCEPT (step 5, Table 9.2.3.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	EMM cause
	'0001 0000'B for k=1 or

'0001 0001'B for k=2 or

'0001 0110'B for k=3
	MSC temporarily not reachable for k=1

Network failure for k=2

Congestion for k=3
	


Table 9.2.3.2.3.3.3-2: TRACKING AREA UPDATE REQUEST (step 9 and 20a2, Table 9.2.3.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type value
	'010'B
	Combined TA/LA updating with IMSI attach
	


Table 9.2.3.2.3.3.3-3: TRACKING AREA UPDATE ACCEPT (step 12, Table 9.2.3.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	

	EMM cause
	'0001 0000'B for k=1 or

'0001 0001'B for k=2 or

'0001 0110'B for k=3
	MSC temporarily not reachable for k=1

Network failure for k=2

Congestion for k=3
	


Table 9.2.3.2.3.3.3-4: TRACKING AREA UPDATE ACCEPT (step 20a3, Table 9.2.3.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	

	Location area identification
	LAI-1
	
	

	MS identity
	TMSI-1
	
	


9.2.3.2.6
Combined tracking area update / Rejected / Illegal ME

9.2.3.2.6.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal ME' }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

            }

9.2.3.2.6.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.

…

#6

(Illegal ME); or

…


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI Listand KSI. 


The UE shall consider the USIM as invalid for EPS and non-EPS services until switching off or the UICC containing the USIM is removed. Additionally, the UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status, TMSI, LAI and ciphering key sequence number, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with this cause value.
...

9.2.3.2.6.3
Test description

9.2.3.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell C.

-
If pc_UTRAN supported by UE, Cell 5.

-
Cell 5 belongs to RAI-1(home PLMN)

-
If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.
-
Cell 24 belongs to RAI-1(home PLMN)

-
Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

UE:

-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].

9.2.3.2.6.3.2
Test procedure sequence
Table 9.2.3.2.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal ME'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell C to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell C.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	-
	EXCEPTION:
Steps 7a1 to 7a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	7a1
	IF pc_UTRAN or pc_GERAN THEN the SS sets the cell type of the cell other than Cell 5 and Cell 24 to the "non-Suitable cell" and sets the cell type of Cell 5 or Cell 24 to the "Serving cell".
	-
	-
	-
	-

	7a2
	The following messages are sent and shall be received on Cell 5 or Cell 24.
	-
	-
	-
	-

	7a3
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	8
	Set the cell type of the cell other than Cell A to the "non-Suitable cell". Set the cell type of Cell A to the "Serving cell".
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F


9.2.3.2.6.3.3
Specific message contents

Table 9.2.3.2.6.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.6.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 0110'B
	Illegal ME
	


9.2.3.2.9
Combined tracking area update / Rejected / UE identity cannot be derived by the network

9.2.3.2.9.1
Test Purpose (TP)
(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'UE identity cannot be derived by the network' }
    then { UE deletes GUTI, last visited registered TAI, TAI list and KSI, enters the state EMM-DEREGISTERED, subsequently, automatically initiates the attach procedure and is still IMSI attached for non-EPS services }

            }

(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'UE identity cannot be derived by the network' }

    then { UE deletes P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number }

            }

9.2.3.2.9.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5 and TS 24.008, clause 4.7.5.2.4.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.

...

#9

(UE identity cannot be derived by the network);


The UE shall set the EPS update status to EU2 NOT UPDATED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI List and KSI. The UE shall delete the list of equivalent PLMNs and enter the state EMM-DEREGISTERED.


Subsequently, the UE shall automatically initiate the attach procedure.

If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with the GMM cause with the same value.

A UE in CS/PS mode 1 or CS/PS mode 2 of operation is still IMSI attached for non-EPS services.

...

[TS 24.008, clause 4.7.5.2.4]

...

The MS shall then take different actions depending on the received reject cause:

...

# 9


(MS identity cannot be derived by the network);


The MS shall set the GPRS update status to GU2 NOT UPDATED (and shall store it according to subclause 4.1.3.2), enter the state GMM-DEREGISTERED, and shall delete any P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number. Subsequently, the MS may automatically initiate the GPRS attach procedure.

...

9.2.3.2.9.3
Test description

9.2.3.2.9.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

-
Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non-Suitable cell''

-
If pc_UTRAN supported by UE, Cell 5 is configured.
-
Cell 5 belongs to RAI-1(home PLMN) and is set to ''Non-Suitable cell''

-
If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24 is configured.
-
Cell 24 belongs to RAI-1(home PLMN) and is set to ''Non-Suitable cell''

UE:

-
The UE is configured to initiate combined EPS/IMSI attach.

-
The UE has GUTI-1.

-
The UE is registered on TAI-1.
-
IF pc_GERAN or pc_UTRAN THEN the UE has TMSI-1, P-TMSI-1 and P-TMSI signature-1, and the UE is registered on LAI-1 and RAI-1.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].

9.2.3.2.9.3.2
Test procedure sequence

Table 9.2.3.2.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the ''Non-Suitable cell''. 

Set the cell type of Cell B to the ''Serving cell''.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause set to ''UE identity cannot be derived by the network''.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	P

	-
	EXCEPTION:
Steps 5a1 to 5a7 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	5a1
	IF pc_UTRAN or pc_GERAN THEN the SS sets the cell type of Cell B to the “non-Suitable cell" and sets the cell type of Cell 5 or Cell 24 to the "Serving cell".
	-
	-
	-
	-

	5a2
	The following messages are sent and shall be received on Cell 5 or Cell 24.
	-
	-
	-
	-

	5a3
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	5a4
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	5a5
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	5a6
	The SS transmits an ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	5a7
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-


9.2.3.2.9.3.3
Specific message contents

Table 9.2.3.2.9.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.2.9.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Old P-TMSI signature
	P-TMSI signature-1
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.9.3.3-2: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.9.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1001'B
	UE identity cannot be derived by the network
	


Table 9.2.3.2.9.3.3-3: Message ATTACH REQUEST (step 4, Table 9.2.3.2.9.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	  NAS key set identifier
	'111'B
	no key is available
	

	  TSC
	Any allowed value
	TSC does not apply for NAS key set identifier value "111".
	

	Old GUTI or IMSI
	IMSI
	
	

	Old P-TMSI signature
	Not present
	
	

	Last visited registered TAI
	Not present
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.9.3.3-4: Message ATTACH REQUEST (step 5a3, Table 9.2.3.2.9.3.2-1)

	Derivation Path: TS 24.008 , Table 9.4.1

	Information Element
	Value/remark
	Comment
	Condition

	MS network capability
	Any allowed value
	
	

	Attach type
	'011'B
	Combined GPRS/IMSI attach
	

	GPRS ciphering key sequence number
	'111'B
	No key is available (MS to network)
	

	DRX parameter
	Any allowed value
	
	

	P-TMSI or IMSI
	IMSI-1
	
	

	Old routing area identification
	All bits of octets 5 and 6 are set to 1, except bit 1 of octet 6 which is set to 0.

Other bits are not checked.
	
	

	MS Radio Access capability
	Any allowed value
	
	

	Old P-TMSI signature
	Not present
	
	

	Requested READY timer
value
	Not present or any allowed value
	
	

	TMSI status
	Not present
	
	

	PS LCS Capability
	Not present or any allowed value
	
	

	Mobile station classmark 2
	Not present or any allowed value
	
	

	Mobile station classmark 3
	Not present or any allowed value
	
	

	Supported Codecs
	Not present or any allowed value
	
	

	UE network capability
	Not present or any allowed value
	
	

	Additional mobile identity
	Not present
	
	

	Additional old routing area identification
	Not present
	
	


9.2.3.2.10
Combined tracking area update / Rejected / UE implicitly detached

9.2.3.2.10.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Implicitly detached' }
    then { UE sends an ATTACH REQUEST message }

            }

9.2.3.2.10.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.
...

#10
(Implicitly detached);


The UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.NORMAL-SERVICE. The UE shall then perform a new attach procedure.

...

9.2.3.2.10.3
Test description

9.2.3.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B

-
Cell A is set to the "Serving cell" and Cell B is set to the "non-Suitable cell".
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].

9.2.3.2.10.3.2
Test procedure sequence

Table 9.2.3.2.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1
	P

	5
	The SS transmits an IDENTITY REQUEST message requesting IMSI in the IE Identity type
	<--
	IDENTITY REQUEST
	-
	-

	6
	The UE transmits an IDENTITY RESPONSE message.
	-->
	IDENTITY RESPONSE
	-
	-

	7
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	8
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	9
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	10
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 10Aa1 to 10Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	10Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	10Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	11
	The SS transmits ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 12 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	12
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-


9.2.3.2.10.3.3
Specific message contents
Table 9.2.3.2.10.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.10.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1010'B
	Implicitly detached
	


9.2.3.2.12
Combined tracking area update / Rejected / Tracking area not allowed

9.2.3.2.12.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Tracking Area not allowed' }
    then { UE sets the EPS update status to EU3 ROAMING NOT ALLOWED, deletes any GUTI, last visited registered TAI, TAI List and KSI, enters the state EMM-DEREGISTERED.LIMITED-SERVICE and stores the current TAI in the list of "forbidden tracking areas for regional provision of service" }

            }

(2)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state having the list of "forbidden tracking areas for regional provision of service" }

ensure that {
  when { serving cell belongs to TAI where UE was rejected }

    then { UE does not attempt to attach }

            }

(3)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state having the list of "forbidden tracking areas for regional provision of service" }

ensure that {
  when { UE reselects a new cell which belongs to the TAI in the list of "forbidden tracking areas for regional provision of service" }

    then { UE does not attempt to attach }

            }

(4)

with { UE is powered off or switched off }

ensure that {
  when { UE is powered on or switched on in the cell belonging to the TAI which was in the list of "forbidden tracking areas for regional provision of service" before the UE was powered off or switched off }

    then { UE attempts to attach }

            }

9.2.3.2.12.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.

...
#12
(Tracking area not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI List and KSI. The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-DEREGISTERED.LIMITED-SERVICE.


The UE shall store the current TAI in the list of "forbidden tracking areas for regional provision of service".


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status, TMSI, LAI, ciphering key sequence number and the location update attempt counter, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with the GMM cause with the same value.

...
9.2.3.2.12.3
Test description

9.2.3.2.12.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell M.

-
Cell A is set to the "Serving cell", and Cell B and Cell M is set to the "non-Suitable cell".
UE:
-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].

9.2.3.2.12.3.2
Test procedure sequence

Table 9.2.3.2.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "Suitable neighbour cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Tracking Area not allowed'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell A or Cell B?
	-->
	ATTACH REQUEST
	1,2
	F

	6
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell M to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell M.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	3
	F

	8
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell M to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	3
	F

	10
	The UE is powered off or switched off.
	-
	-
	-
	-

	11
	The UE is powered on or switched on.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1,4
	P

	13
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	14
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	15
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	16
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 16Aa1 to 16Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	16Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	16Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	17
	The SS transmits ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 18 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	18
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-


9.2.3.2.12.3.3
Specific message contents
Table 9.2.3.2.12.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1100'B
	Tracking Area not allowed
	


Table 9.2.3.2.12.3.3-2: ATTACH REQUEST (step 12, Table 9.2.3.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	  NAS key set identifier
	'111'B
	no key is available
	

	  TSC
	Any allowed value
	TSC does not apply for NAS key set identifier value "111".
	

	Old GUTI or IMSI
	IMSI of the UE
	
	

	Last visited registered TAI
	Not present
	
	


9.2.3.2.15
Combined tracking area update / Rejected / No suitable cells in tracking area

9.2.3.2.15.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'No Suitable Cells In tracking area' }

    then { UE selects a suitable cell in another tracking area in the same PLMN and performs the tracking area updating procedure with EPS update type set to 'combined TA/LA updating with IMSI attach' }

            }

9.2.3.2.15.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]
If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.
...

#15
(No suitable cells in tracking area);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3). The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-REGISTERED.LIMITED-SERVICE.

The UE shall store the current TAI in the list of "forbidden tracking areas for roaming" and shall remove the current TAI from the stored TAI list if present.


The UE shall search for a suitable cell in another tracking area or in another location area in the same PLMN according to 3GPP TS 36.304 [21].


The UE shall indicate the Update type IE "combined TA/LA updating with IMSI attach" when performing the tracking area updating procedure.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status and the location update attempt counter, and the GMM parameters GMM state, GPRS update status and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with this cause value.
...

9.2.3.2.15.3
Test description

9.2.3.2.15.3.1
Pre-test conditions

System Simulator:

-
Cell A, Cell B and Cell C.

-
Cell A is set to the "Serving cell" and Cell B and Cell C is set to the "non-Suitable cell".
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.


Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].
9.2.3.2.15.3.2
Test procedure sequence
Table 9.2.3.2.15.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell". Set the cell type of Cell C to the "Suitable neighbour cell".
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'No Suitable Cells In tracking area'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell C.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'combined TA/LA updating with IMSI attach'?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	7
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	8
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	9
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


9.2.3.2.15.3.3
Specific message contents

Table 9.2.3.2.15.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.15.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1111'B
	No Suitable Cells In tracking area
	


Table 9.2.3.2.15.3.3-2: TRACKING AREA UPDATE REQUEST (step 5, Table 9.2.3.2.15.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type value
	'010'B
	Combined TA/LA updating with IMSI attach
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