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	Reason for change:
(

	1)Some descriptions in  test procedure for absolute and relative measurement performance tests are confusing:
According to Table 9.1.4.1.5-3 the SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.1.

The SS shall calculate the actual RSRP power of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.3.
The actual RSRP tables are already calculated and defined in the test requirement which don’t need the SS to calculate again.

2)This test step in relative measurement performance tests are confusing and not necessary:

7. The result from the power level difference of the calculated RSRP measurement values of cell Cell 1 and cell Cell 2 reported by the UE in Step 6) is compared to the actual power level difference of RSRP reported values for cell Cell 1 and cell Cell 2.
This step is basically the same meaning as in the previous test step:

The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.4.2.5-3.
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	Update the test procedures in the following test cases:
9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy

9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP

9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy

9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP

9.1.3.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy

9.1.3.2
FDD - FDD Inter Frequency Relative Accuracy of RSRP

9.1.4.1
TDD – TDD Inter Frequency Absolute RSRP Accuracy

9.1.4.2
TDD - TDD Inter Frequency Relative Accuracy of RSRP

9.2.1.1
FDD Intra Frequency Absolute RSRQ Accuracy

9.2.2.1
TDD Intra Frequency Absolute RSRQ Accuracy

9.2.3.1
FDD – FDD Inter Frequency Absolute RSRQ Accuracy

9.2.3.2
FDD – FDD Inter Frequency Relative Accuracy of RSRQ

9.2.4.1
TDD – TDD Inter Frequency Absolute RSRQ Accuracy

9.2.4.2
TDD – TDD Inter Frequency Relative Accuracy of RSRQ
Simply the test procedure for absolute measurement tests as:

The XXXX value of Cell 2 reported by the UE  is compared to the actual XXXX value  according to Table XXXX.
Simply the test procedure for relative measurement tests as:

The reported XXX value for Cell 2 is compared to the reported XXX value for Cell 1 for each MeasurementReport message according to Table XXXX
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9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy

[UNCHANGED TEXT SKIPPED]

9.1.1.1.4.2
Test procedure

1. Ensure that the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The RSRP value of Cell 2 reported by the UE  is compared to the actual RSRP value  according to Table 9.1.1.1.5-3. 

7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.1.1.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]
9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP
[UNCHANGED TEXT SKIPPED]
9.1.1.2.4.2
Test procedure

1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.1.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The reported RSRP value for Cell 2 is compared to the reported RSRP value for Cell 1 for each MeasurementReport message according to Table 9.1.1.2.5-3.


7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved. 

8. Repeat step 1-7 for each sub-test in Table 9.1.1.2.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]

9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy
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9.1.2.1.4.2
Test procedure

1. Ensure that the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.
2. Set the parameters according to Table 9.1.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell 1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The RSRP value of Cell 2 reported by the UE  is compared to actual RSRP value  according to Table 9.1.2.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.2.1.5-2 as appropriate.
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9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP

[UNCHANGED TEXT SKIPPED]

  9.1.2.2.4.2
Test procedure

1. Ensure that the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.2.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The reported RSRP measurement value for Cell 2 is compared to the reported RSRP measurement value for Cell 1 for each MeasurementReport message according to Table 9.1.2.2.5-3.


7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.2.2.5-2 as appropriate.
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9.1.3.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy
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9.1.3.1.4.2
Test procedure

1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The RSRP valueof Cell 2 reported by the UE  is compared to the actual RSRP according to Table 9.1.3.1.5-3.

7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.3.1.5-2 as appropriate.
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9.1.3.2
FDD - FDD Inter Frequency Relative Accuracy of RSRP
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9.1.3.2.4.2
Test procedure

1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The reported RSRP value for Cell 2 is compared to the reported RSRP value for Cell 1 for each MeasurementReport message according to Table 9.1.3.2.5-3.


7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.3.2.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]

9.1.4.1
TDD – TDD Inter Frequency Absolute RSRP Accuracy
[UNCHANGED TEXT SKIPPED]

9.1.4.1.4.2
Test procedure

1. Ensure that the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.1.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value in MeasurementReport messages. The RSRP value of Cell 2 reported by the UE is compared to the actual RSRP value according to Table 9.1.4.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.4.1.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]

9.1.4.2
TDD - TDD Inter Frequency Relative Accuracy of RSRP
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9.1.4.2.4.2
Test procedure

1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.
2. Set the parameters according to Table 9.1.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The reported RSRP value for Cell 2 is compared to the reported RSRP value for Cell 1 for each MeasurementReport message according to Table 9.1.4.2.5-3.


7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.4.2.5-2 as appropriate.
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9.2.1.1
FDD Intra Frequency Absolute RSRQ Accuracy
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9.2.1.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.2.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.1.1.5-3.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.1.1.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]

9.2.2.1
TDD Intra Frequency Absolute RSRQ Accuracy
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9.2.2.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2. Set the parameters according to Table 9.2.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ according to Table 9.2.2.1.5-3.
7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.2.1.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]

9.2.3.1
FDD – FDD Inter Frequency Absolute RSRQ Accuracy
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9.2.3.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. 
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.
2. Set the parameters according to Table 9.2.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual  RSRQ value according to Table 9.2.3.1.5-3. 

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each test interval in Table 9.2.3.1.5-2 as appropriate.

[UNCHANGED TEXT SKIPPED]
9.2.3.2
FDD – FDD Inter Frequency Relative Accuracy of RSRQ
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9.2.3.2.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. 
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.
2. Set the parameters according to Table 9.2.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message.


7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each test interval in Table 9.2.3.2.5-2 as appropriate.
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9.2.4.1
TDD – TDD Inter Frequency Absolute RSRQ Accuracy

9.2.4.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.
2. Set the parameters according to Table 9.2.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages.The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.4.1.5-3.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

Repeat step 1-7 for each test interval in Table 9.2.4.1.5-2 as appropriate.
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9.2.4.2
TDD – TDD Inter Frequency Relative Accuracy of RSRQ
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9.2.4.2.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A .
2. Set the parameters according to Table 9.2.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. The The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message according to Table 9.2.4.2.5-3.


7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each test interval in Table 9.2.4.1.5-2 as appropriate.
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