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A.4.3.3.4
TDD Radio Bearer Capabilities (7.68 Mcps option)

The applicability column in table A.18k specifies the minimum UE radio access capability for which radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1.

The following labels have been used in tables A.18q to A.18v to represent the various UE radio access capability parameters:

	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	UL Max TTI TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


Table A.18q: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on DPCH.

	Item
	7.68 Mcps TDD interoperability radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.11.6.4.1.1
	DL Max TB bits
	640
	pc_RAB_A_18q_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	1a
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
	34.108 6.11.6.4.1.1a
	DL Max TB bits
	640
	pc_RAB_A_18q_1a
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.2
	DL Max TB bits
	640
	pc_RAB_A_18q_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.108 6.11.6.4.1.3
	DL Max TB bits
	640
	pc_RAB_A_18q_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.4
	DL Max TB bits
	640
	pc_RAB_A_18q_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.4a 
	DL Max TB bits
	640
	pc_RAB_A_18q_4a
	

	
	 
	 
	DL Max CC TB bits
	640
	
	

	
	 
	 
	DL Max TC TB bits
	N/A
	
	

	
	 
	 
	DL Max TrCHs
	4
	
	

	
	 
	 
	DL Max CCTrCH
	1
	
	

	
	 
	 
	DL Max TTI TB
	4
	
	

	
	 
	 
	DL Max TFS
	16
	
	

	
	 
	 
	DL Max TF
	32
	
	

	
	 
	 
	DL TC
	N/A
	
	

	
	 
	 
	UL Max TB bits
	640
	
	

	
	 
	 
	UL Max CC TB bits
	640
	
	

	
	 
	 
	UL Max TC TB bits
	N/A
	
	

	
	 
	 
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	

	
	 
	 
	UL Max TFS
	16
	
	

	
	 
	 
	UL Max TF
	32
	
	

	
	 
	 
	UL TC
	N/A
	
	

	
	 
	 
	Other required UE radio access capability
	None
	
	

	5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.5
	Same as for item 4.
	 
	pc_RAB_A_18q_5
	 

	5a
	Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.5a
	Same as for item 4a.
	 
	pc_RAB_A_18q_5a
	 

	6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.6
	Same as for item 4.
	 
	pc_RAB_A_18q_6
	 

	7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.7
	Same as for item 4.
	 
	pc_RAB_A_18q_7
	 

	7a
	Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.7a
	Same as for item 4a.
	 
	pc_RAB_A_18q_7a
	 

	8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.8
	Same as for item 4.
	 
	pc_RAB_A_18q_8
	 

	9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.9
	Same as for item 4.
	 
	pc_RAB_A_18q_9
	 

	10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.10
	Same as for item 4.
	 
	pc_RAB_A_18q_10
	 

	11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.11
	Same as for item 4.
	 
	pc_RAB_A_18q_11
	 

	12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.12
	DL Max TB bits
	2560
	pc_RAB_A_18q_12
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.13
	DL Max TB bits
	2560
	pc_RAB_A_18q_13_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.6.4.1.13
	DL Max TB bits
	3840
	pc_RAB_A_18q_13_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.14
	DL Max TB bits
	1280
	pc_RAB_A_18q_14_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.6.4.1.14
	DL Max TB bits
	2560
	pc_RAB_A_18q_14_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.15
	DL Max TB bits
	1280
	pc_RAB_A_18q_15
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.16
	DL Max TB bits
	2560
	pc_RAB_A_18q_16
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.17
	DL Max TB bits
	2560
	pc_RAB_A_18q_17
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	18
	Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.18
	DL Max TB bits
	3840
	pc_RAB_A_18q_18
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.19
	DL Max TB bits
	1280
	pc_RAB_A_18q_19
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	20
	Void
	 
	 
	 
	
	 

	21
	Void
	 
	 
	 
	
	 

	22
	Void
	 
	 
	 
	
	 

	23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ Payload 320
	34.108 6.11.6.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18q_23_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 128
	34.108 6.11.6.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18q_23_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.11.6.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18q_23a_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (80ms TTI)
	34.108 6.11.6.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18q_23a_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23b.1
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108

6.11.6.4.1.23b
	DL Max TB bits
	1280
	pc_RAB_A_18q_23b_1
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	23b.2
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108

6.11.6.4.1.23b
	DL Max TB bits
	1280
	pc_RAB_A_18q_23b_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	23c.1
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108

6.11.6.4.1.23c
	Same as for item 26.1
	
	pc_RAB_A_18q_23c_1
	

	23c.2
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108

6.11.6.4.1.23c
	Same as for item 26.2
	
	pc_RAB_A_18q_23c_2
	

	23d.1
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108

6.11.6.4.1.23d
	Same as for item 23b.1
	
	pc_RAB_A_18q_23d_1
	

	23d.2
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108

6.11.6.4.1.23d
	Same as for item 23b.2
	
	pc_RAB_A_18q_23d_2
	

	25.1
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 320
	34.108 6.11.6.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18q_25_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	25.2
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 128
	34.108 6.11.6.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18q_25_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	26.1
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108 6.11.6.4.1.26
	DL Max TB bits
	2560
	pc_RAB_A_18q_26_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	26.2
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108 6.11.6.4.1.26
	DL Max TB bits
	2560
	pc_RAB_A_18q_26_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	27.1
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108 6.11.6.4.1.27
	DL Max TB bits
	3840
	pc_RAB_A_18q_27_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	27.2
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108 6.11.6.4.1.27
	DL Max TB bits
	3840
	pc_RAB_A_18q_27_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	28.1
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108 6.11.6. .4.1.28
	DL Max TB bits
	3840
	pc_RAB_A_18q_28_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	28.2
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108 6.11.6. .4.1.28
	DL Max TB bits
	3840
	pc_RAB_A_18q_28_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	32
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	29.1
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH/ (Payload 320)
	34.108 6.11.6.4.1.29
	DL Max TB bits
	3840
	pc_RAB_A_18q_29_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	29.2
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH/ (Payload 128)
	34.108 6.11.6.4.1.29
	DL Max TB bits
	3840
	pc_RAB_A_18q_29_2
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	30.1
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (20ms TTI)
	34.108 6.11.6.4.1.30
	DL Max TB bits
	3840
	pc_RAB_A_18q_30_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30.2
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.11.6.4.1.30
	DL Max TB bits
	3840
	pc_RAB_A_18q_30_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	7680
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	7680
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	48
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	34.108 6.11.6.4.1.31
	DL Max TB bits
	3840
	pc_RAB_A_18q_31_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	34.108 6.11.6.4.1.31
	DL Max TB bits
	6400
	pc_RAB_A_18q_31_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.32
	DL Max TB bits
	5120
	pc_RAB_A_18q_32_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.32
	DL Max TB bits
	8960
	pc_RAB_A_18q_32_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.33
	DL Max TB bits
	5120
	pc_RAB_A_18q_33_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.33
	DL Max TB bits
	8960
	pc_RAB_A_18q_33_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.34
	DL Max TB bits
	5120
	pc_RAB_A_18q_34_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.34
	DL Max TB bits
	8960
	pc_RAB_A_18q_34_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	8960
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	8960
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	32
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.35
	DL Max TB bits
	40960
	pc_RAB_A_18q_35_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.35
	DL Max TB bits
	81920
	pc_RAB_A_18q_35_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18q_38
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38a
	DL Max TB bits
	640
	pc_RAB_A_18q_38a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38b
	DL Max TB bits
	1280
	pc_RAB_A_18q_38b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38c
	Same as for item 40
	
	pc_RAB_A_18q_38c
	

	38d
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38d
	Same as for item 40
	
	
	

	38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38e
	DL Max TB bits
	640
	pc_RAB_A_18q_38e
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38f
	DL Max TB bits
	1280
	pc_RAB_A_18q_38f
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38g
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38g
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38h
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38h
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38i
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38i
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38j
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38j
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	39
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18q_39
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.40
	DL Max TB bits
	2560
	pc_RAB_A_18q_40
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.41
	DL Max TB bits
	3840
	pc_RAB_A_18q_41
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.42
	DL Max TB bits
	3840
	pc_RAB_A_18q_42_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.42
	DL Max TB bits
	6400
	pc_RAB_A_18q_42_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.43
	DL Max TB bits
	5120
	pc_RAB_A_18q_43_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.43
	DL Max TB bits
	8960
	pc_RAB_A_18q_43_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.44
	DL Max TB bits
	40960
	pc_RAB_A_18q_44_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	96
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.44
	DL Max TB bits
	81920
	pc_RAB_A_18q_44_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	128
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.45
	DL Max TB bits
	3840
	pc_RAB_A_18q_45
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	46
	Void
	 
	 
	 
	
	 

	47
	Void
	 
	 
	 
	
	 

	48
	Void
	 
	 
	 
	
	 

	49
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.49
	DL Max TB bits
	2560
	pc_RAB_A_18q_49
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	50
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.50
	DL Max TB bits
	3840
	pc_RAB_A_18q_50
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	51
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.51
	DL Max TB bits
	3840
	pc_RAB_A_18q_51
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.51a
	DL Max TB bits
	2560
	pc_RAB_A_18q_51a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.51b
	DL Max TB bits
	3840
	pc_RAB_A_18q_51b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	64
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	52
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.52
	DL Max TB bits
	5120
	pc_RAB_A_18q_52
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	53
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.53
	DL Max TB bits
	5120
	pc_RAB_A_18q_53
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	54
	Void
	
	
	
	
	 

	55
	Void
	 
	 
	 
	
	 

	56
	Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.56
	DL Max TB bits
	640
	pc_RAB_A_18q_56
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.57
	DL Max TB bits
	2560
	pc_RAB_A_18q_57
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.58
	DL Max TB bits
	3840
	pc_RAB_A_18q_58
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	59
	Void
	
	
	
	
	

	60
	Void
	
	
	
	
	

	61
	Void
	
	
	
	
	

	NOTE:
To enable UE loopback of test data for the 3.84Mcps TDD interoperability reference radio bearer configurations having zero rate in uplink or downlink (items 18 and 19, in table A.18k the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.
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