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8.2.1.1.2
FDD PDSCH Single Antenna Port Performance with 1PRB in presence of MBSFN
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.1.1.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS for 1PRB allocation in presence of MBSFN.
8.2.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.2.1.1.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.2.3-1, and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.1.2.3-2, for the specified SNR.
Table 8.2.1.1.2.3-1: Test Parameters for Testing 1 PRB allocation

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	0 (Note 1)
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	Symbols for MBSFN portion of MBSFN subframes (Note 2)
	
	OCNG (Note 3)

	Note 1:
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Note 2:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot. 

Note 3:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead.


Table 8.2.1.1.2.3-2: Minimum performance 1 PRB allocation (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 FDD
	OP.3 FDD
	ETU70
	1x2 Low
	30
	2.0
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.

8.2.1.1.2.4
Test description

8.2.1.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.1.2.3-2as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.1.2.3-1as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4. Propagation conditions are set according to Annex B.0.

5. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 8.2.1.1.2.4.3.

8.2.1.1.2.4.2
Test procedure
1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.1.2.3-1 and 8.2.1.1.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.2.1.1.2.5-1as appropriate.
3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
8.2.1.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.2.1.1.2.4.3-1: SystemInformationBlockType2: Additional  FDD PDSCH Single Antenna Port Performance  for 1 PRB allocation with MBSFN subframes test point 1 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	FDD

	        }
	
	
	

	    }
	
	
	


8.2.1.1.2.5
Test requirement

Table 8.2.1.1.2.3-1defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.1.2.5-1for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.1.2.5-1: Test requirement 1 PRB allocation with MBSFN subframes (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 FDD
	OP.3 FDD
	ETU70
	1x2 Low
	30
	+2.8
	1-5


-------------------------------------------- SECTION CHANGED -------------------------------------------------------------
8.2.2.1.2
TDD PDSCH Single Antenna Port Performance with 1 PRB in the presence of MBSFN
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

8.2.2.1.2.1
Test purpose

To verify the UE’s ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS and also for the transmission on a single-antenna port with single RB allocation in the presence of MBSFN.
8.2.2.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

8.2.2.1.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.1, with the addition of the relevant parameters in Tables 8.2.2-1, 8.2.2.1.2.3-1 and the downlink physical channel setup according to table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.1.2.3-2 for the specified SNR.

Table 8.2.2.1.2.3-1: Test Parameters for Testing 1 PRB allocation
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	0 (Note 1)
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	Symbols for MBSFN portion of MBSFN subframes (Note 2)
	
	OCNG (Note 3)

	Note 1:
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Note 2:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot.

Note 3:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead.


Table 8.2.2.1.2.3-2: Minimum performance 1 PRB allocation (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 TDD
	OP.3 TDD
	ETU70
	1x2 Low
	30
	2.0
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.

8.2.2.1.2.4
Test description

8.2.2.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Low Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Bandwidths to be tested: As specified per test number in Tables 8.2.2.1.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.1.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A and receiving payload data from the SS. Message contents are defined in clause 8.2.2.1.2.4.3.

8.2.2.1.2.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.1.2.3-1 and 8.2.2.1.2.3-2. The SS sends downlink MAC padding bits on the DL RMC.
2.
 Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.2.1.1.2.5-1as appropriate.

3.
 Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions..
Table 8.2.2.1.2.4.3-1: SystemInformationBlockType2: Additional TDD PDSCH Single Antenna Port Performance for 1 PRB allocation with MBSFN subframes test point 1 requirement

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	01001x
	subframe 4 and 9 is used for MBSFN. 
	TDD

	        }
	
	
	

	    }
	
	
	

	}
	
	
	


8.2.2.1.2.5
Test requirement

Tables 8.2.2.1.2.3-1 define the primary level settings including test tolerances for all throughput tests.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A for each throughput test shall meet or exceed the specified value in Tables 8.2.2.1.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.1.2.5-1: Test Requirement 1PRB with MBSFN subframes (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.29 TDD
	OP.3 TDD
	ETU70
	1x2 Low
	30
	2.0+TT
	1-5


-------------------------------------------- SECTION CHANGED -------------------------------------------------------------
A.3.3
Reference measurement channel for PDSCH performance requirements (FDD)

A.3.3.1
Single-antenna transmission (Common Reference Symbols) 
Table A.3.3.1-1: Fixed Reference Channel QPSK R=1/3

	Parameter
	Unit
	Value

	Reference channel
	
	R.4 FDD
	
	
	R.2 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	
	
	50
	
	

	Allocated subframes per Radio Frame
	
	10
	
	
	10
	
	

	Modulation
	
	QPSK
	
	
	QPSK
	
	

	Target Coding Rate
	
	1/3
	
	
	1/3
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	408
	
	
	4392
	
	

	  For Sub-Frame 5
	Bits
	n/a
	
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	152
	
	
	4392
	
	

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	1
	
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1368
	
	
	13800
	
	

	  For Sub-Frame 5
	Bits
	n/a
	
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	528
	
	
	12960
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	0.342
	
	
	3.953
	
	

	UE Category
	
	1-5
	
	
	1-5
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-2: Fixed Reference Channel 16QAM R=1/2

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	
	R.3 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	 
	50
	
	

	Allocated subframes per Radio Frame
	
	
	
	
	10
	
	

	Modulation
	
	
	
	
	16QAM
	
	

	Target Coding Rate
	
	
	
	
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	14112
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	12960
	
	

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	
	
	 
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	
	 
	3
	
	

	  For Sub-Frame 5
	
	
	
	 
	n/a
	
	

	  For Sub-Frame 0
	
	
	
	 
	3
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	27600
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	25920
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	
	12.586
	
	

	UE Category
	
	
	
	
	2-5
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-3: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.5  FDD
	R.6 FDD
	R.7 FDD
	R.8 FDD
	R.9 FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	15
	25
	50
	75
	100

	Allocated subframes per Radio Frame
	
	
	10
	10
	10
	10
	10

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	8504
	14112
	30576
	46888
	61664

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	6456
	12576
	28336
	45352
	61664

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	2
	3
	5
	8
	11

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	11340
	18900
	41400
	62100
	82800

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8820
	16380
	38880
	59580
	80280

	Max. Throughput averaged over 1 frame
	Mbps
	
	7.449
	12.547
	27.294
	42.046
	55.498

	UE Category
	
	
	1-5
	2-5
	2-5
	2-5
	3-5

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


-------------------------------------------- SECTION CHANGED -------------------------------------------------------------
A.3.4.2
Multi-antenna transmission (Common Reference Symbols)

A.3.4.2.1
Two antenna ports

Table A.3.4.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.10 TDD
	R.11 TDD
	[R.11-1 TDD]
	  
	R.30 TDD

	Channel bandwidth
	MHz
	
	10
	10
	10
	 
	20

	Allocated resource blocks
	
	
	50
	50
	50
	 
	100

	Uplink-Downlink Configuration (Note 3)
	
	
	1
	1
	1
	
	1

	Allocated subframes per Radio Frame (D+S)
	
	
	4+2
	4+2
	4+2
	
	4+2

	Modulation
	
	
	QPSK
	16QAM
	16QAM
	
	16QAM

	Target Coding Rate
	
	
	1/3
	1/2
	1/2
	
	1/2

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	4392
	12960
	12960
	
	25456

	  For Sub-Frames 1,6
	
	
	3240
	9528
	9528
	
	22920

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	
	n/a

	  For Sub-Frame 0
	Bits
	
	4392
	12960
	n/a
	
	25456

	Number of Code Blocks per Sub-Frame
(see Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	
	1
	3
	3
	
	5

	  For Sub-Frames 1,6
	
	
	1
	2
	2
	
	4

	  For Sub-Frame 5
	
	
	n/a
	n/a
	n/a
	
	n/a

	  For Sub-Frame 0
	
	
	1
	3
	n/a
	
	5

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	13200
	26400
	26400
	
	52800

	  For Sub-Frames 1,6
	
	
	10656
	21312
	21312
	
	42912

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	
	n/a

	  For Sub-Frame 0
	Bits
	
	12528
	25056
	n/a
	
	51456

	Max. Throughput averaged over 1 frame
	Mbps
	
	1.966
	5.794
	4.498
	
	12.221

	UE Category
	
	
	1-5
	2-5
	2-5
	
	2-5

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
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