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< Unchanged sections omitted >
5
E-UTRAN RRC_CONNECTED State Mobility 

When the UE is in RRC_CONNECTED state on a cell, network-controlled UE-assisted handovers are performed. The UE makes measurements of attributes of the serving and neighbour cells to enable the handover process. This process allows the UE to transfer a connection between the UE and current cell to target cell.
Uplink is configured according to Annex A.3.
< Unchanged sections omitted >
6
RRC Connection Mobility Control

When the UE is in RRC_CONNECTED, for which security has been activated, initiate the RRC re-establishment procedure in order to continue the RRC connection, the RRC re-establishment process takes place. In this process the UE initiates the procedure when one of the following conditions is met: upon re-entry of the service area after having detected radio link failure, upon handover failure or when lower layers detect problems as defined in TS 36.331 [5] clause 5.3.7.2. After selecting the best cell the UE send a ‘RRC Connection Re-establishment Request message’ to the System Simulator as defined in TS 36.331 [5] clause 5.3.7. The connection re-establishment succeeds only if the concerned cell is prepared i.e has a valid UE context within the specified UE re-establishment delay period. 

When the random access procedure is initiated by a PDCCH order or by the MAC sublayer itself, the random access process takes place. This process allows the PDCCH order or RRC optionally to indicate a random access preamble and PRACH resource as defined in TS 36.321 [11] clause 5.1. In this process from the physical layer perspective, the L1 random access procedure encompasses the transmission of random access preamble and random access response as defined in TS 36.213 [8] clause 6.1. The random access procedure is used when establishing the L1 communication between the UE and E-UTRAN.
Uplink is configured according to Annex A.3. This does not apply to Random Access tests.
< Unchanged sections omitted >
7
Timing and Signalling Characteristics

The timing requirements are applicable for the uplink physical channels and signals specified in TS 36.211 [9] clause 5 (for uplink physical channels) as defined.
Uplink is configured according to Annex A.3.
< Unchanged sections omitted >
8
UE Measurements Procedures

When the UE is in RRC_CONNECTED state on a cell, UE reports measurement information in accordance with the measurement configuration as provided by the System Simulator. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), after that the measurement reporting process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is event-triggered as defined in TS 36.331 [5] clause 5.5.3.  The measurement reporting succeeds only if the measurement report is sent within the specified measurement reporting delay period.
Uplink is configured according to Annex A.3.
< Unchanged sections omitted >
9
Measurement Performance Requirements

When the UE is in RRC_CONNECTED state on a cell, physical layer measurements as defined in TS 36.214 [12] clause 5 are initiated and reported to higher layers. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), the physical layer measurement process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is periodical as defined in TS 36.331 [5] clause 5.5.4. The physical layer measurements succeed only if the performance results in terms of accuracy are within the specified limits. 

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band.

The accuracy requirements in this clause are applicable for AWGN radio propagation conditions and assume independent interference (noise) at each receiver antenna port. 

The reported measurement results after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. 

The accuracy requirements are valid for the reported measurement results after layer 1 filtering.

Unless explicitly stated:

-
In state RRC_CONNECTED

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is as defined in Annex A. This measurement channel is used both in active cell and cells to be measured. Uplink is configured according to Annex A.3.
-
Propagation condition is AWGN as defined in Annex B.

-
Physical channels used as defined in Annex C.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

< Unchanged sections omitted >
A.3
PUSCH
In RRC-CONNECTED mode, when signalling or data payloads are expected to be sent on the PUSCH and when the test procedure and intention are not affected, the UE may be provided in advance with PUSCH resources by the SS. In this case, the SS sends uplink scheduling information via PDCCH DCI format 0 for  C-RNTI to the UE. The UE then sends uplink payloads using the scheduled PUSCH resources.

For sake of simplicity and when the test procedure and intention are not affected, the PUSCH scheduling may also occur continuously over many consecutive subframes. If the UE has no payload or no loopback data to send, the UE sends uplink MAC padding bits on the PUSCH.
This rule applies to (E-UTRA) cell(s), which the UE is connected to.
< End of changes >
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