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5.2.2
E-UTRAN TDD – UTRAN FDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· 
5.2.2.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA FDD.

5.2.2.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receives a RRC message implying handover to UTRAN the UE shall be ready to start the transmission of the new UTRA uplink DPCCH within Dhandover seconds from the end of the last E-UTRAN TTI containing the RRC MOBILITY FROM E-UTRA command.

Where:

Dhandover equals the RRC procedure delay, which is 50ms plus the interruption time stated in TS 36.133 [4] clause 5.3.1.1.2.

The interruption time is the time between the end of the last TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission on the uplink DPCCH in UTRAN FDD, excluding the RRC procedure delay. The interruption time depends on whether the target cell is known to the UE or not The target cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. The UE shall always perform a UTRA synchronisation procedure as part of the handover procedure.
If the target cell is known the interruption time shall be less than Tinterrupt1. The Tinterrupt1 equation is defined as:
Tinterrupt1 =  TIU + Tsync+ 50 + 10*Fmax ms
If the target cell is unknown the interruption time shall be less than Tinterrupt2. The Tinterrupt2 equation is defined as:
Tinterrupt2 =  TIU + Tsync+ 150 + 10*Fmax ms
This requirement shall be met, provided that there is one target cell in the MOBILITY FROM E-UTRA command. When UE is connected to an E-UTRA cell, UTRA SFN timing measurements are not reported. This implies that the timing of the DPCH of the UTRA target cells in the active set cannot be configured by UTRAN to guarantee that all target cells fall within the UE reception window of T0 +/- 148 chips.

Where:

TIU is the interruption uncertainty when changing the timing from the E-UTRAN to the new UTRAN cell. TIU can be up to one UTRA frame (10 ms).

Fmax denotes the maximum number of radio frames within the transmission time intervals of all transport channels that are multiplexed into the same CCTrCH on the UTRA target cell.
Tsync is the time required for measuring the downlink DPCCH channel as stated in TS 25.214 [12] clause 4.3.1.2. In case higher layers indicate the usage of a post-verification period Tsync = 0 ms. Otherwise Tsync = 40 ms.

The phase reference is the UTRA primary CPICH.

The requirements assume that N312 has the smallest possible value i.e. only one “in_sync” is required. 

The normative reference for this requirement is TS 36.133 [4] clause 5.3.1 and A.5.2.2.

5.2.2.4
Test description

5.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.2. 
Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14.

2. The general test parameter settings are set up according to Table 5.2.2.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 5.2.2.4.3.

5. There is one E-UTRA TDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for call setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.2.2.4.1-1: General test parameters for E-UTRAN TDD-UTRAN FDD handover
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Initial conditions
	Active cell 
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	
	Neighbour cell
	
	Cell 2
	Cell 2 is on UTRA RF channel number 1.

	Final conditions
	Active cell
	
	Cell 2
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211. Applicable to cell 1.

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211. Applicable to cell 1

	E-UTRAN TDD measurement quantity
	
	RSRP
	

	Inter-RAT (UTRA FDD) measurement quantity
	
	CPICH Ec/Io
	

	b2-Threshold1
	dBm
	-91
	Absolute E-UTRAN RSRP threshold for event B2

	b2-Threshold2-UTRA
	dB
	-18
	UTRAN FDD CPICH Ec/Io threshold for event B2

	Hysteresis
	dB
	0
	

	DRX
	
	OFF
	No DRX configured.

	Time to Trigger
	Ms
	0
	

	Filter coefficient
	
	0
	

	CP length
	
	Normal
	Applicable to cell 1

	Gap pattern configuration Id
	
	0
	As specified in Table 8.1.2.1-1; to start before T2 starts

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	UTRA RF Channel Number
	
	1
	One UTRA FDD carrier frequency is used.

	Monitored UTRA FDD cell list size
	
	12
	UTRA cells on UTRA RF channel 1 provided in the cell list before T2.

	Post-verification period
	
	False
	Post verification is not used.

	T1
	S
	5
	

	T2
	S
	(5
	

	T3
	S
	1
	


5.2.2.4.2
Test procedure

The test consists of one E-UTRAN TDD cell and one neighbour UTRAN FDD cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. A neighbouring cell list, including the UTRA cell (Cell 2) is sent to the UE before T2 starts. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurmeent report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2. Set the parameters according to T1 in Table 5.2.2.5-1 and 5.2.2.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.2.5-1 and 5.2.2.5-2.

6. UE shall transmit a MeasurementReport message triggered by Event B2.

7. SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 
8. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.2.5-1 and 5.2.2.5-2.
9. If the UE transmits the Uplink DPCCH channel to Cell 2 less than [190 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10. After T3 expires, ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
11. The SS shall set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code – 50) mod 200 + 100) for next iteration of the test procedure loop. 
12. Repeat step 2-11 until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved.
5.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 5.2.2.4.3-1: Common Exception messages for E-UTRAN TDD – UTRAN FDD handover
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-5
Table H.3.3-1

Table H.3.3-3



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 5.2.2.4.3-2: ReportConfigInterRAT-B2-UTRA: Additional E-UTRAN TDD – UTRAN FDD handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-8 ReportConfigInterRAT-B2(EUTRA-Thres, UTRA-Thres)-

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            Threshold-RSRP
	49 (-91dBm)
	-91 dBm EUTRA-Thres is actual threshold value in dBm ( 49 – 140 dBm)
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	            b2-Threshold2-UTRA CHOICE {
	
	
	

	              thresholdUTRA-EcN0
	13 (-18dB)
	-18 dB is actual UTRA-Thres is actual Ec/NOEcNO value in dB ((13 – 49)/2 dB)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	 
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	6
	 
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	infinity
	
	

	}
	
	
	


Table 5.2.2.4.3-3: MeasuredResults: Additional E-UTRAN TDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 1
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 5.2.2.4.3-4: MeasResultListUTRA: Additional E-UTRAN TDD – UTRAN FDD handover
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {   
	 
	
	

	    fdd
	PhysCellIdUTRA-FDD
	
	

	  }  
	
	 
	

	  cgi-Info SEQUENCE {
	 
	
	

	    cellGlobalId
	CellGlobalIdUTRA
	
	

	    lcoatonAreaCode 
	Not present
	
	

	    routingAreaCode
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    utra-RSCP
	
	Set according to specific test
	

	    utra-EcN0
	
	Set according to specific test
	

	    …
	
	
	

	   }   
	 
	
	

	  }   
	 
	
	


Table 5.2.2.4.3-5: PhysCellIdentityUTRA-FDD: Additional E-UTRAN TDD – UTRAN FDD handover
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	PhysCellIdUTRA-FDD ::= SEQUENCE { 
	250
	This is the typical value range used in UTRAN FDD tests.
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.2.2.5
Test requirement

Tables 5.2.2.4.1-1, 5.2.2.5-1 and 5.2.2.5-2 define the primary level settings including test tolerances for E-UTRAN TDD – UTRAN FDD handover test. 

Table 5.2.2.5-1: Cell specific test parameters for E-UTRAN TDD (cell 1) for handover to UTRAN FDD (cell # 2)

	Parameter
	Unit
	Cell 1 (E-UTRAN)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.1 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote 
	
	

	OCNG_RBNote 
	
	

	RSRP
	dBm/15 kHz
	-98+TT
	-98+TT
	-98+TT
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	dBm/15 kHz
	-98

	Propagation Condition 
	
	AWGN

	Note:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 5.2.2.5-2: Cell specific test parameters for UTRAN FDD (cell # 2) for handover from E-UTRAN TDD cell (cell #1)

	Parameter
	Unit
	Cell 2 (UTRA)

	
	
	T1
	T2
	T3

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	N/A
	N/A
	Note 1

	OCNS
	dB
	-0.941
	-0.941
	Note 2
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-infinity
	-14+TT
	-14+TT

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the UL DPCCH to Cell 2.

The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt1 (note: the target cell is known)
Tinterrupt1= TIU + Tsync+ 50 + 10*Fmax ms
TIU = 10 ms;  TIU can be up to one UTRA frame (10 ms).

Fmax = 4 radio frames; The maximum radio frames within the transmission time intervals to fit into DCCH with 40 ms TTI
Tsync = 40 ms; In case higher layers indicate the usage of a post-verification period Tsync = 0 ms. Otherwise Tsync = 40 ms

Maximum RRC procedure delay = 50 ms as defined in TS 36.331 [5] clause 11.2

The handover delay Dhandover shall be less than a total of 190 ms in this test case (note: this gives a total of 50ms for maximum RRC procedure delay plus 140 ms for Tinterrupt).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
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