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	RRM interfrequency test cases use 2 to 3 different carriers with 10 MHz measurement bandwidth. According RAN4 LS in R4-095021 frequency overlapping of the channels is not wanted (to avoid additional interference) and according RAN4 LS in R4-101679 the interband-testing should be limited. The recommandations of RAN4 are not captured in the specification. The clarifications proposed in this CR base on the analysis made in R5-104100 (Discussion paper)
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	In the general-section for RRM-testing (Subclause 3A.1) follwing clarification is added:

“Unless otherwise stated, inter frequency test cases are applicable only for the bands, whose bandwidth can accommodate all the cells required in the test without frequency overlapping.”

To indicate the on-going work for identifying concrete band-combination scenarios also the following note is added:

“Note: The use of inter-band testing to enable testing in the bands that can not accommodate all the cells is a possibility that is FFS.”
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< Unchanged sections omitted >
3A
Requirements for support of RRM

3A.1
General

Radio Resource Management (RRM) ensures the efficient use of the available radio resources and also provides mechanisms that enable E-UTRAN to meet radio resource related requirements. The requirements that are tested include: 

-
Idle mode, the cell re-selection algorithms that are controlled by the setting of parameters (thresholds and hysteresis values) that define the best cell and/or determine when the UE should select a new cell

-
The configuration of the UE measurement and reporting procedures that are transmitted via dedicated signalling in connected mode

-
Connected mode, the mobility of radio connections that has to be supported

-
Handover decisions that may be based on UE or eNB measurements

-
Inter-RAT RRM, the management of radio resources in connection with inter-RAT mobility, e.g. Inter-RAT handover 

Unless otherwise stated, inter frequency test cases are applicable only to the bands, whose bandwidth can accommodate all the cells required in the test without frequency overlapping. 
Note: The use of inter-band testing to enable testing in the bands that can not accommodate all the cells is a possibility that is FFS.
For test cases in clauses 4, 5, 6, 7, 8, 9 the initial conditions of the downlink physical channels signal levels and downlink physical channels required are specified in Annex C.0.

Unless otherwise mentioned, in those test case where delay is the test criteria, if HARQ or even RLC retransmission happens, the extra delay due to retransmission shall be excluded in the delay calculation before making a pass or fail judgement on the UE in the test.
< End of changes >
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