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< Start of changed section >
Table 1: Applicability of tests

…
…
	7.1.8.7
	Physical Channel Failure for EUL in CELL-FACH during initial access preamble
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	
	
	
	
	
	

	7.1.8.8
	Radio Link Failure for Enhanced UL in CELL-FACH with DTCH/DCCH active
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.9
	CCCH transmission E-DCH access, the UL transmission within the Scheduling Windows
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	
	
	
	
	
	

	7.1.8.10
	DTCH/DCCH transmission with E-RUCCH access for dedicated control signalling or dedicated user data when dedicated E-RNTI is allocated
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS preferred

	7.2.1.1
	RLC testing / Transparent mode / Segmentation and reassembly
	R99
	R
	All UEs
	


...

	8.1.10.2
	BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.10.3
	BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication (1.28Mcps TDD)
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	8.1.11
	RRC / Signalling Connection Release (Invalid configuration)
	R’99
	C01
	UEs supporting FDD.
	


…
	8.4.1.18a
	Measurement Control and Report: Traffic volume measurement for transition from Enhanced CELL_FACH state (common E-DCH in UL and HS-DSCH DL) to CELL_DCH state
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	
	
	
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	


...

	18.1.6.19
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C725
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.20
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	Rel-8
	Cxx1
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-DCH and enhanced uplink in Cell_FACH Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	1 Execution: PS

	18.1.6.20a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	Cxx1
	UEs supporting 1.28Mcps TDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS


…
< Text Skipped >
Table 1a: Applicability of tests Conditions

…
	C761
IF A.20/78 AND A.20/83 THEN R ELSE N/A

	C762
IF A.1/1 AND A.18a/25 AND A.18a/26 AND A.18a/37 THEN R ELSE N/A

	Cxx1         IF A.1/3 AND A.18b/23 AND A.18k/3 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


< End of changed section >
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