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8. Rel-7 Enhanced FACH DL

8.1 A comment shall be added for enhanced FACH DL to clarify the behaviour of MAC SS for the handling of BCCH and PCCH in common state.
8.2 The configuration Cell_FACH_enhDL_SRB shall be corrected to remove the mapping of DTCH in the uplink channels.
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2.2 Move PIXITs from SMS cl B.1.4 to RRC_M cl B.1.5 and move AT commands to common modules. Cl 8.8.1.1, 8.8.1.4, 8.8.1.7, 8.8.1.8
3. Rel-8 Enhanced DRX

Add a field in the common branch of HS_PDSCHInfo_r8 to configure enhDRX in SS. Cl 7.3.2.2.11
4. Rel-8 Enhanced FACH UL

Add sfn in PRACH_MeasurementReport and add the reportSFN field in CPHY_PRACH_Measurement_REQ to indicate SS to report the SFN value in the indication ASP. Cl 7.3.2.2.8
5. Rel-7 MIMO
5.1 Add a clarification for the HARQ process Id values assignment in MIMO mode.Cl 7.3.2.2.17a1
5.2 Delete mimoStatus in HS_DSCHMACdFlows. Cl 7.3.2.2.13
5.3 Create a new ASP CRLC_BindTestDataInMultipleMACehs_PDU_MultiFlows in 7.3.2.2.22c
6 Rel-7 HS-SCCH less

Add the field minimumInterTTIinterval in explicitHS_SCCH_LessMode branch in the ASP CMAC_MAChs_MACehs_TFRCconfigure_REQ. Cl 7.3.2.2.17a
7. Additional cleaning: 
7.1 Deleted unnecessary PIXIT in NAS. Cl B.1.3
7.2 Modify the comment related to hs_DPCCHToFollow in HS_PDSCHInfo_r5OrLater, HS_PDSCHInfo_r7 and HS_PDSCHInfo_r8.
8. Rel-7 Enhanced FACH DL

8.1 Add a clarification and a reference to 25.321 in the type TrCH_LogCHMappingList1 in cl 7.3.2.2.17
8.2 The configuration Cell_FACH_enhDL_SRB is corrected in cl 8.3.64
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	Other comments:
(

	This is an update of <R5-104110> and the outcome of <2> revisions to this document.


<Start of modified section>

7.3.2.2.8
CPHY_PRACH_Measurement

	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_CNF

	PCO Type
	CSAP

	Comment
	To Confirm PRACH Measurement Req

	Type Definition

	SEQUENCE
{




cellId



INTEGER(0..63),




routingInfo


RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_REQ

	PCO Type
	CSAP

	Comment
	To request for Start or Stop of PRACH Measurements to be done every PRACH PREAMBLE or MESSAGE received.
If reportSFN is set to TRUE, SS shall report in the IE PRACH_MeasurementReport the SFN value at which the event is received.

	Type Definition

	SEQUENCE
{




cellId




INTEGER(0..63),




routingInfo



RoutingInfo,




ratType




RatType,




pRACH_MeasurementInd
PRACH_MeasurementInd,



reportSFN



BOOLEAN DEFAULT FALSE –- Rel-8 or later
}


	ASN.1 Type Definition

	Type Name
	PRACH_MeasurementInd

	Comment
	1)
StartMeas: The SS shall start the sending PRACH parameters Measurement report on CPHY PCO, for each PRACH Preamble or MESSAGE received from the UE by primitive CPHY_PRACH_Measurement_Report_IND on CPHY PCO.

2)
StopMeas: The SS shall stop sending of PRACH parameters Measurement report on CPHY PCO, for each PRACH Preamble or MESSAGE received from the UE by primitive CPHY_PRACH_Measurement_Report_IND on CPHY PCO.

	Type Definition

	ENUMERATED
{



startMeas (0),




stopMeas (1)

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_Report_IND

	PCO Type
	CSAP

	Comment
	SS indicates a PRACH parameters measurement report for each PRACH Preambles or MESSAGE received from the UE

	Type Definition

	SEQUENCE     {




cellId





INTEGER(0..63),




routingInfo




RoutingInfo,




ratType





RatType,




measurementReport


PRACH_MeasurementReport
}


	ASN.1 Type Definition

	Type Name
	PRACH_MeasurementReport

	Comment
	sfn is included if reportSFN is TRUE in CPHY_PRACH_Measurement_REQ.

	Type Definition

	SEQUENCE
{



usedPRACH_AcessSlot


INTEGER (0..14),




usedPRACH_Signature


INTEGER (0..15)
OPTIONAL,




sfn






INTEGER (0..4095) OPTIONAL –- Rel-8 or later
}


<End of modified section>

<Start of modified section>
7.3.2.2.11
CPHY_RL_Setup

	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_CNF

	PCO Type
	CSAP

	Comment
	To confirm to setup the Radio Link

	Type Definition

	SEQUENCE
{




cellId





INTEGER(0..63),




routingInfo




RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_RL_Setup_REQ

	PCO Type
	CSAP

	Comment
	To request to setup the associated transport channels and the Radio Link itself.

	Type Definition

	SEQUENCE     {




cellId





INTEGER(0..63),




routingInfo




RoutingInfo,




ratType





RatType,




setupMessage



CphyRlSetupReq

}


	ASN.1  Type Definition

	Type Name
	CphyRlSetupReq

	Comment
	To request to setup the Radio Link

	Type Definition


	SEQUENCE
{


physicalChannelInfo


CHOICE

{



primaryCPICHInfo


PrimaryCPICHInfo,



secondaryCPICHInfo


SecondaryCPICHInfo,



primarySCHInfo  


PrimarySCHInfo,



secondarySCHInfo  


SecondarySCHInfo,



primaryCCPCHInfo


PrimaryCCPCHInfo,



secondaryCCPCHInfo


SecondaryCCPCHInfo,



pRACHInfo




PRACHInfo,



pICHInfo




PICHInfo,



aICHInfo




AICHInfo,



dPCHInfo




DPCHInfo,



pDSCHInfo




PDSCHInfo,



dPCHInfo_r5




DPCHInfo_r5OrLater,
-- Rel-5 or later



hS_PDSCHInfo



HS_PDSCHInfo_r5OrLater,
-- Rel-5 or later



e_DPCHInfo




SS_E_DPCH_Info_r6OrLater,
-- Rel-6 or later



e_AGCHInfo




SS_E_AGCH_Info,
-- Rel-6 or later



e_HICHInfo




SS_E_HICH_Info,
-- Rel-6 or later



e_RGCHInfo




SS_E_RGCH_Info,
-- Rel-6 or later



mBMS_MICHInfo



SS_MBMS_MICHConfigurationInfo_r6











-- Rel-6 or later

},


activationTime



SS_ActivationTime,

trchConfigToFollow


BOOLEAN


DEFAULT
TRUE
}


	ASN.1 Type Definition

	Type Name
	PrimaryCPICHInfo

	Comment
	mimoAntenna2CPICH indicates if MIMO is either not configured or configured with a P-CPICH or with an S-CPICH on the MIMO antenna2 (ref. figure 7 of 25.214, clause 9).

dC_SecondaryServingCell indicates if the cell is configured as secondary HS-DSCH serving cell, without other common channel than P-CPICH.

MIMO and DC-HSDPA do not co-exist.

	Type Definition

	SEQUENCE
{


dl_TxPower_PCPICH


DL_TxPower_PCPICH,



tx_diversityIndicator

BOOLEAN,



mimoAntenna2CPICH


MimoAntennaConfigType
DEFAULT
noMimo,



-- Rel-7 or later



dC_SecondaryServingCell

BOOLEAN 



DEFAULT FALSE



-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	SecondaryCPICHInfo

	Comment
	The channel can be configured for the MIMO antenna2. The value antenna2pCPICH is not applicable.

	Type Definition

	SEQUENCE {


scramblingCode



INTEGER(0..15),



dl_ChannelizationCode

SF512_AndCodeNumber,



dl_TxPower




DL_TxPower,



mimoAntenna




MimoAntennaConfigType
DEFAULT
noMimo



-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	MimoAntennaConfigType

	Comment
	Rel-7 or later

	Type Definition

	ENUMERATED
{noMimo(0), antenna2pCPICH(1), antenna2sCPICH(2), spare(3)}


	ASN.1 Type Definition

	Type Name
	PrimarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE {




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondarySCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




tstdIndicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	PrimaryCCPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{



sttd_Indicator



BOOLEAN,




dl_TxPower




DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	SecondaryCCPCHInfo

	Comment
	The range for powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0.25 dB per step.

mbms_softCombTimingOffset is present when L1-combination applies

When configuring SCCPCH for MBMS “positionFixedOrFlexible” shall be set to Flexible, and sCCPCHSlotFormat shall be chosen to the one without pilot bits

	Type Definition

	SEQUENCE {


scramblingCode



INTEGER(0..15),



dl_ChannelizationCode

SF256_AndCodeNumber,



sCCPCHSlotFormat


SCCPCHSlotFormat,



timingOffset



INTEGER (0..149),



positionFixedOrFlexible

PositionFixedOrFlexible,



sttd_Indicator



BOOLEAN,



dl_TxPower




DL_TxPower,



powerOffsetOfTFCI_PO1

INTEGER (0..24),



powerOffsetOfPILOT_PO3

INTEGER (0..24),


mbms_softCombTimingOffset
MBMS_SoftComb_TimingOffset OPTIONAL –-Rel-6 or later

}


	ASN.1 Type Definition

	Type Name
	PRACHInfo

	Comment
	

	Type Definition

	SEQUENCE {



fdd_tdd




CHOICE
{




fdd





SEQUENCE   {






preambleSignature



AvailableSignatures,






spreadingFactorForDataPart

SF_PRACH,






preambleScramblingCode


PreambleScramblingCodeWordNumber,






puncturingLimit




PuncturingLimit,






accessSlot





AvailableSubChannelNumbers




},




tdd





SEQUENCE   {






-- timeSlot





TimeSlot,






-- spreadingCode



SpreadingCode,






-- midambleCode




MidambleCode





},




fdd_prachForEnhUL


-- Rel-8 or later





SEQUENCE{






preambleSignature



AvailableSignatures,






preambleScramblingCode


PreambleScramblingCodeWordNumber,






puncturingLimit




PuncturingLimit,






accessSlot





AvailableSubChannelNumbers





}



}

}


	ASN.1 Type Definition

	Type Name
	PICHInfo

	Comment
	When the PICH is associated to the HS-SCCH , sccpchId_associated is set to 32 (Rel-7 or later).

	Type Definition

	SEQUENCE
{



pichinfo




PICH_Info,




dl_TxPower




PICH_PowerOffset,




sccpchId_associated


INTEGER (0..32)











-- Value 32 used in Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	AICHInfo

	Comment
	When e_AI_Info  is present, the Extended Acquisition Indicators is transmitted on AICH.

	Type Definition

	SEQUENCE
{



aichinfo




AICH_Info,




dl_TxPower




AICH_PowerOffset,




e_AI_Info_




E_AI_InfoType
OPTIONAL
-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	DPCHInfo

	Comment
	At least one of the fields shall be present.

	Type Definition

	SEQUENCE
{



ul_DPCHInfo



UL_DPCH_Info
OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo

OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo

	Comment
	

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	HS_DPCCHInfo

	Comment
	mimoStatus represents status of MIMO and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE
{




cqi_RepetitionFactor

CQI_RepetitionFactor,




ackNackRepetitionFactor

ACK_NACK_repetitionFactor,




mimoStatus




BOOLEAN
DEFAULT FALSE




-- Rel-7 or later
}


	ASN.1 Type Definition

	Type Name
	HS_DPCCHInfo_r8

	Comment
	mimoStatus represents status of MIMO and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration.

secondaryServing_HS_DSCH_Cell indicates if the HS-DSCH secondary serving cell is activated (see 3GPP TS 25.214[12] cl 6A.1)

	Type Definition

	SEQUENCE
{


cqi_RepetitionFactor

CQI_RepetitionFactor,


ackNackRepetitionFactor

ACK_NACK_repetitionFactor,


mimoStatus




BOOLEAN
DEFAULT FALSE,


secondaryServing_HS_DSCH_Cell
ENUMERATED { deactivated (0), activated (1) } 










DEFAULT deactivated









-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r5

	Comment
	Applicable Rel-5 or later

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r5,




dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r5,




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_TxPower_PCPICH

	Comment
	Absolute Tx Power of PCPICH

	Type Definition

	INTEGER (-60..-30)


	ASN.1 Type Definition

	Type Name
	DL_TxPower

	Comment
	Downlink Tx Power relative to PCPICH

	Type Definition

	INTEGER (-35..+15)


	ASN.1 Type Definition

	Type Name
	SCCPCHSlotFormat

	Comment
	Reference to 3GPP TS25.211 [40]

	Type Definition

	INTEGER
(0..17)


	ASN.1 Type Definition

	Type Name
	PDSCHInfo

	Comment
	

	Type Definition

	SEQUENCE {

fdd_tdd


CHOICE
{




fdd

SEQUENCE
{






pdsch_CodeMapping

PDSCH_CodeMapping

  







},




tdd

SEQUENCE
{







--pdsch_Identity

PDSCH_Identity,







--pdsch_Info


PDSCH_Info,







--pdsch_PowerControlInfo
PDSCH_PowerControlInfo
OPTIONAL








},








},


dl_TxPower


DL_TxPower

}


	ASN.1 Type Definition

	Type Name
	DPCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

At least one of the first two fields ul_DPCHInfo or dl_DPCHInfo shall be present.

Presence of hs_DPCCHInd means that the HS-DPCCH shall be configured in the uplink DPCH. If hs_DPCCHInd is absent no HS-DPCCH shall be configured in the uplink DPCH, or the configured HS-DPCCH shall be removed in the modify ASP. In the active set which has radio links from more than one cell the HS-DPCCH is configured only in the HS-DSCH serving cell.

Three combinations are valid: ul_DPCH_Info only, dl_DPCHInfo only and ul_DPCH_Info + hs_DPCCHInd.

Presence of ss_UL_DPCCH_DRX_Info if UL DPCH being configured and presence of ss_DRX_Info if DL F-DPCH being configured indicates that UL_DTX is enabled.

ss_DRX_Info is provided as F-DPCH TPC commands need not be transmitted during gaps due to UL-DPCCH DTX (25.214, 5.1.2.2.1).

	Type Definition

	CHOICE
{


r5
SEQUENCE
{




ul_DPCHInfo



UL_DPCH_Info_r5


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r5


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL


},


r6

SEQUENCE {




ul_DPCHInfo



UL_DPCH_Info_r6


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r6


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL


},


r7
SEQUENCE{




ul_DPCHInfo



UL_DPCH_Info_r7


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r7


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo


OPTIONAL,




ss_UL_DPCCH_DRX_Info
SS_UL_DPCCH_DRX_Info
OPTIONAL,




ss_DRX_Info



DTX_Info



OPTIONAL

},


r8
SEQUENCE{




ul_DPCHInfo



UL_DPCH_Info_r7


OPTIONAL,




dl_DPCHInfo



DL_DPCHInfo_r8


OPTIONAL,




hs_DPCCHInd



HS_DPCCHInfo_r8


OPTIONAL,




ss_UL_DPCCH_DRX_Info
SS_UL_DPCCH_DRX_Info
OPTIONAL,




ss_DRX_Info



DTX_Info



OPTIONAL

},


spare2
SEQUENCE {}

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r6

	Comment
	Applicable Rel-6
For SS reconfiguration from DL-DPCH to F-DPCH and vice versa the dl_CommonInformation shall include the defaultDPCH_OffsetValue as additional information for SS even when this is not included in the corresponding RRC message sent to the UE and the timing is maintained.

	Type Definition

	SEQUENCE
{




dl_CommonInformation

DL_CommonInformation_r6,




dl_Dpch_InfoPerRL


CHOICE {





dl_DPCH_InfoPerRL


DL_DPCH_InfoPerRL_r6,






dl_FDPCH_InfoPerRL


DL_FDPCH_InfoPerRL_r6






},




rl_Information



RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r7

	Comment
	Applicable Rel-7 or later 

	Type Definition

	SEQUENCE
{


dl_CommonInformation
DL_CommonInformation_r7,


dl_Dpch_InfoPerRL

CHOICE
{


dl_DPCH_InfoPerRL

DL_DPCH_InfoPerRL_r7,



dl_FDPCH_InfoPerRL

DL_FDPCH_InfoPerRL_r7



},


rl_Information


RL_Information

}


	ASN.1 Type Definition

	Type Name
	DL_DPCHInfo_r8

	Comment
	Applicable Rel-8 or later 

	Type Definition

	CHOICE
{


r8
SEQUENCE
{



dl_CommonInformation
DL_CommonInformation_r8,



dl_Dpch_InfoPerRL

CHOICE
{



dl_DPCH_InfoPerRL

DL_DPCH_InfoPerRL_r7,




dl_FDPCH_InfoPerRL

DL_FDPCH_InfoPerRL_r7




},


rl_Information


RL_Information


},


spare1 NULL

}


	ASN.1 Type Definition

	Type Name
	SS_UL_DPCCH_DRX_Info

	Comment
	

	Type Definition

	SEQUENCE
{


ss_DRX_Info






DTX_Info



OPTIONAL,


dtx_DRX_timingInfo




DTX_DRX_TimingInfo_r7
OPTIONAL,


uplink_DPCCHSlotFormatInformation
Uplink_DPCCH_Slot_Format_Information

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r5OrLater

	Comment
	Applicable Rel-5 or later

When CHY_RL_Setup_REQ is called with CHOICE of hS_PDSCHInfo HS_PDSCH and HS-SCCH shall be configured in SS.

The following HS-DSCH related parameters are passed to the SS implicitly by HSDSCH_physical_layer_category:

-
Maximum number of HS-DSCH codes can be received by UE.

-
Minimum inter-TTI interval.

-
Maximum number of bits of an HS-DSCH transport block within an HS‑DSCH TTI.

-
Total number of soft channel bits".

HSDSCH_physical_Layer_category is also used for interpretation of the meaning of CQI value.

If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured.

	Type Definition

	CHOICE {


r5
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower,
-- offset related to CPICH



hs_DPCCHToFollow



BOOLEAN
DEFAULT TRUE





},


r6
SEQUENCE
{



hSDSCHPhysicalLayerCategory

HSDSCH_physical_layer_category,



h_RNTI






H_RNTI,


dlHSPDSCHInformation


DL_HSPDSCH_Information_r6,


sttd_Indicator




BOOLEAN,



hs_SCCH_TxPower




DL_TxPower,
-- offset related to CPICH



hs_DPCCHToFollow



BOOLEAN
DEFAULT TRUE





},


r7
HS_PDSCHInfo_r7,


r8
HS_PDSCHInfo_r8,


spare2
SEQUENCE {}

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r7

	Comment
	Rel-7 or later.

Choice of hS_PDSCH_Info will be used for configuring HSD-DSCH with 64QAM and/or CPC.

Choice of common_HS_PDSCH_Info will be used for Enhanced Cell_FACH.

commonOrDedicated_H_RNTI indicates, the H-RNTI that will be used by UE (either dedicated H-RNTI if provided in RRC message, or selected common H-RNTI transmitted in SIB5).

The transmission of BCCH on HS-DSCH is performed by using BCCH specific H-RNTI on the first indexed HS-SCCH code indicated in system information broadcast.

Presence of ss_DTX_Info makes DL DRX to be enabled.

Presence of hs_scch_LessInfo makes HS-SCCH less operation enabled.

Presence of mimo_Parameters indicate MIMO is to be started.

MIMO and HS-SCCH less operation do not co-exist. MIMO is not applicable for non DCH states. 

The two IE “hSDSCHPhysicalLayerCategory” and “hsdsch_physical_layer_category_ext” are mutually exclusive. One of the IE shall be present in the SS configuration. The IE “hsdsch_physical_layer_category_ext” is present when MAC-ehs is configured.

If commonOrDedicated_H_RNTI  is omitted, HS-SCCHless is to be applied.

If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured. In common_HS_PDSCH_Info, hs_DPCCHToFollow is set to FALSE unless HS-DPCCH is required in specific configuration.

	Type Definition

	CHOICE
{


hS_PDSCH_Info
SEQUENCE
{



hSDSCHPhysicalLayerCategory
HSDSCH_physical_layer_category OPTIONAL,



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext OPTIONAL,


h_RNTI





H_RNTI,



dlHSPDSCHInformation

DL_HSPDSCH_Information_r7,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



ss_DTX_Info




DRX_Info
OPTIONAL,



hs_scch_LessInfo


HS_SCCH_LessInfo_r7

OPTIONAL,



mimo_Parameters



MIMO_Parameters_r7

OPTIONAL,



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


common_HS_PDSCH_Info
SEQUENCE
{



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext,


commonOrDedicated_H_RNTI
H_RNTI
OPTIONAL, 



bcchSpecific_H_RNTI


H_RNTI,



hs_scch_SystemInfo


HS_SCCH_SystemInfo,



hs_dsch_PagingSystemInformation
HS_DSCH_PagingSystemInformation
OPTIONAL,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


spare2
SEQUENCE
{},


spare3
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	HS_PDSCHInfo_r8

	Comment
	Rel-8 or later.

Choice of hS_PDSCH_Info will be used for configuring HSD-DSCH with 64QAM and/or CPC.

Choice of common_HS_PDSCH_Info will be used for Enhanced Cell_FACH.

commonOrDedicated_H_RNTI indicates, the H-RNTI that will be used by UE (either dedicated H-RNTI if provided in RRC message, or selected common H-RNTI transmitted in SIB5).

The transmission of BCCH on HS-DSCH is performed by using BCCH specific H-RNTI on the first indexed HS-SCCH code indicated in system information broadcast.

Presence of ss_DTX_Info makes DL DRX to be enabled.

Presence of hs_scch_LessInfo makes HS-SCCH less operation enabled.

Presence of mimo_Parameters indicate MIMO is to be started.

MIMO and HS-SCCH less operation do not co-exist. MIMO is not applicable for non DCH states. 

The three IE “hSDSCHPhysicalLayerCategory”, “hsdsch_physical_layer_category_ext” and “hsdsch_physical_layer_category_ext2” are mutually exclusive. One of the IE shall be present in the SS configuration. The IE “hsdsch_physical_layer_category_ext2” is present when DC-HSDPA is configured.

If commonOrDedicated_H_RNTI  is omitted, HS-SCCHless is to be applied.

If hs_DPCCHToFollow is FALSE, the hs_DPCCHInd IE shall not be present when ul_DPCHInfo is configured or reconfigured. 

Presence of ss_HS_DSCH_DtxCellFach makes HS-DSCH DRX operation enabled and SS shall transmit any requested HS-SCCH and HS-DSCH only in occasions when UE will be listening.

	Type Definition

	CHOICE
{


hS_PDSCH_Info
SEQUENCE
{



hSDSCHPhysicalLayerCategory
HSDSCH_physical_layer_category OPTIONAL,



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext OPTIONAL,



hsdsch_physical_layer_category_ext2











HSDSCH_physical_layer_category_ext2 OPTIONAL,



h_RNTI





H_RNTI,



dlHSPDSCHInformation

DL_HSPDSCH_Information_r8,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



ss_DTX_Info




DRX_Info
OPTIONAL,



hs_scch_LessInfo


HS_SCCH_LessInfo_r7

OPTIONAL,



mimo_Parameters



MIMO_Parameters_r8

OPTIONAL,



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE


},


common_HS_PDSCH_Info
SEQUENCE
{



hsdsch_physical_layer_category_ext
HSDSCH_physical_layer_category_ext,


commonOrDedicated_H_RNTI
H_RNTI





OPTIONAL,



bcchSpecific_H_RNTI


H_RNTI,



hs_scch_SystemInfo


HS_SCCH_SystemInfo,



hs_dsch_PagingSystemInformation
HS_DSCH_PagingSystemInformation
OPTIONAL,



sttd_Indicator



BOOLEAN,



hs_SCCH_TxPower



DL_TxPower,
-- offset related to CPICH



hs_DPCCHToFollow


BOOLEAN
DEFAULT TRUE,



ss_HS_DSCH_DtxCellFach

HS_DSCH_DrxCellfach_info OPTIONAL


},


spare2
SEQUENCE
{},


spare3
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_DPCH_Info_r6OrLater

	Comment
	Rel-6 or later.

If there is an UL-DPCH configured in the cell the E-DPCH shall use the same scramblingCodeType and scramblingCode as the UL-DPCH.

Presence of ul_16QAM_Settings enables usage of 16QAM in UL. With 16QAM configured the value of “E-TFCI table index” is increased by 2, and indices in the SG-Table refer to Scheduling Grant Table 2 in [17].

The two IE “edch_PhysicalLayerCategory” and “edch_PhysicalLayerCategory_extension” are mutually exclusive. One of the IE shall be present in the SS configuration. The IE “edch_PhysicalLayerCategory_extension” is present only for UE categories greater than or equal to 7.

	Type Definition

	CHOICE
{


r6
SEQUENCE {



e_DPCCH_Info




E_DPCCH_Info,



e_DPDCH_Info




E_DPDCH_Info,



scramblingCodeType



ScramblingCodeType OPTIONAL,



scramblingCode




UL_ScramblingCode OPTIONAL,



tti







E_DCH_TTI OPTIONAL,


edch_PhysicalLayerCategory

INTEGER (1..16)



},


r7
SEQUENCE
{



e_DPCCH_Info



E_DPCCH_Info_r7,



e_DPDCH_Info



E_DPDCH_Info_r7,



scramblingCodeType


ScramblingCodeType
OPTIONAL,



scramblingCode



UL_ScramblingCode
OPTIONAL,



tti






E_DCH_TTI


OPTIONAL,



edch_PhysicalLayerCategory
INTEGER (1..16)

OPTIONAL,



edch_PhysicalLayerCategory_extension
INTEGER (7)
OPTIONAL,



ul_16QAM_Settings


UL_16QAM_Settings
OPTIONAL



},


r8
SEQUENCE
{



e_DPCCH_Info



E_DPCCH_Info_r7,



e_DPDCH_Info



E_DPDCH_Info_r8,



scramblingCodeType


ScramblingCodeType
OPTIONAL,



scramblingCode



UL_ScramblingCode
OPTIONAL,



tti






E_DCH_TTI


OPTIONAL,



edch_PhysicalLayerCategory
INTEGER (1..16)

OPTIONAL,



edch_PhysicalLayerCategory_extension
INTEGER (7)
OPTIONAL,



ul_16QAM_Settings


UL_16QAM_Settings

OPTIONAL,



s_offset




INTEGER (0..9)
OPTIONAL -– Used for enhFACH UL



},


spare1
SEQUENCE
{},


spare2
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_AGCH_Info

	Comment
	Rel-6 or later.

Presence of ss_DTX_Info indicates DL_DRX is enabled and SS shall transmit any requested AGCH only in occasions when UE will be listening.

	Type Definition

	CHOICE
{


r6
SEQUENCE {




e_AGCHInfo



E_AGCH_Information,




tti





E_DCH_TTI,



e_AGCH_PowerOffset

INTEGER (0..255)








-- Range and Step are FFS (25.433, 9.2.2.13If)









-- Offset relative to P-CPICH,




e_RNTI_Primary


E_RNTI OPTIONAL,



e_RNTI_Secondary

E_RNTI OPTIONAL,




ss_DTX_Info



DRX_Info
OPTIONAL
-- Rel-7 or later

},


r8

SEQUENCE {


-- Rel-8 or later




e_AGCHInfo



E_AGCH_Information_r8,




tti





E_DCH_TTI,



e_AGCH_PowerOffset

INTEGER (0..255),








-- Range and Step are FFS (25.433, 9.2.2.13If)









-- Offset relative to P-CPICH



e_RNTI_Primary


E_RNTI OPTIONAL,



e_RNTI_Secondary

E_RNTI OPTIONAL,




ss_DTX_Info



DRX_Info
OPTIONAL


},


spare1
SEQUENCE
{},


spare2
SEQUENCE
{}

}


	ASN.1 Type Definition

	Type Name
	SS_E_HICH_Info

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE {



e_HICHInfo



E_HICH_Information,



tti





E_DCH_TTI,


e_HICH_PowerOffset

INTEGER (0..255)







-- PowerOffset = -32 + offset * 0.25








-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB








-- (25.433, 9.2.2.13Id), offset relative to P-CPICH

}


	ASN.1 Type Definition

	Type Name
	SS_E_RGCH_Info

	Comment
	Rel-6 or later.

Presence of ss_DTX_Info indicates DL_DRX is enabled and SS shall transmit any requested RGCH only in occasions when UE is going to listen.

	Type Definition

	SEQUENCE {



e_RGCHInfo



E_RGCH_Information,



tti





E_DCH_TTI,


e_RGCH_PowerOffset

INTEGER (0..255),







-- Range Range:-32 .. +31.75 dB, Step: 0.25 dB







-- Offset relative to P-CPICH



ss_DTX_Info



DRX_Info
OPTIONAL
-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	RL_Information

	Comment
	The range for powerOffsetOfTPC_PO2 and powerOffsetOfTFCI_PO1 and powerOffsetOfPILOT_PO3 is 0 dB to 6 dB, 0,25 dB per step.

The IE cfnTgtSfnFrameOffset is applied when adding another RL or moving the UE to another cell in DCH state in the timing-maintained hard handover or in the softhandover. The cfnTgtSfnFrameOffset is defined as being the time difference between the CFN and the SFN of the cell in which the RL is to be added. 

The use of cfnTgtSfnFrameOffset and DOFF (Default DPCH Offset Value) is mutually exclusive. The IE cfnTgtSfnFrameOffset is omitted when configuring the 1st RL, or configuring the RL in the timing re-initialized hard handover where the required synchronization information is provided in defaultDPCH_offsetValue in DL_CommonInformation.

In addition, TmTgt value is provided to dpch_FrameOffset in DL_DPCH_InfoPerRL_r5 or DL_DPCH_InfoPerRL_r6 as CFNchipOffset_Tgt. TmTgt can be observed by the UE, or calculated by the TTCN. If it is calculated,

TmTgt = (DOFF*512 + 38400 + TCell_Ref - TCell_Tgt) Mod 38400

	Type Definition

	SEQUENCE {



powerOffsetOfTFCI_PO1


INTEGER (0..24),



powerOffsetOfTPC_PO2


INTEGER (0..24),



powerOffsetOfPILOT_PO3


INTEGER (0..24),



dl_TxPower





DL_TxPower,



dl_TxPowerMax




DL_TxPower,



dl_TxPowerMin




DL_TxPower,



cfnTgtSfnFrameOffset


CfnTgtSfnFrameOffset
OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	CfnTgtSfnFrameOffset

	Comment
	1.
The observedValue is provided if the UE reads SFN when measuring "Cell synchronization information" and sends it to the SS in MEASUREMENT REPORT message. The OFF value in IE COUNT-C-SFN frame difference is applied to the observedValue.

2.
If the synchronization between the target cell and the reference cell is calculated the calculatedAbsoluteValue is applied. Depending upon how to interpret SfnOffset two valid calculations exist.

2.1
If SfnOffset is interpreted as the frames lagging behind:

calculated_sfnLagging = (((4096 * 38400) + SfnOffset_Ref * 38400 +TCell_Ref + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

2.2
If SfnOffset is interpreted as the frames in advance:

calculated_sfnInAdvance = (((4096 + SfnOffset_Tgt - SfnOffset_Ref) * 38400 +TCell_Ref + DOFF*512 - TCell_Tgt) mod (256 * 38400)) / 38400

The formula can be further simplified in the default condition if SfnOffset_Ref and TCell_Ref are equal to 0:

calculated_sfnLagging = (((4096 * 38400) + DOFF*512 - (SfnOffset_Tgt * 38400 + TCell_Tgt)) mod (256 * 38400)) / 38400

calculated_sfnInAdvance = ((DOFF*512 + SfnOffset_Tgt * 38400 - TCell_Tgt) Mod (256 * 38400)) / 38400

calculated_sfnInAdvance = (calculated_sfnLagging + 2* SfnOffset_Tgt) mod 256

calculated_sfnLagging = (calculated_sfnInAdvance + (4096 - SfnOffset_Tgt) * 2) mod 256

The TTCN provides calculated_sfnLagging.

	Type Definition

	SEQUENCE {



referenceCellId



INTEGER(0..63),



cfnFrameOffset



CHOICE {




observed



INTEGER (0..255),




calculated



INTEGER (0..255) }
}


	ASN.1 Type Definition

	Type Name
	SS_MBMS_MICHConfigurationInfo_r6

	Comment
	Rel-6 or later.

	Type Definition

	SEQUENCE
{


michinfo



MBMS_MICHConfigurationInfo_r6,


sccpchId_associated

INTEGER (0..31)
}


	Type Name
	E_AI_InfoType

	Comment
	defaultE_DCH_ResourceIndex is the index (range 0 to 31) in SIB5/5bis of the E-DCH resource to be used by SS when providing the resource configuration index to UE in the E-AI indication. 
defaultE_DCH_ResourceIndex = -1 indicates that any E-DCH resource index is used as appropriate and as indicated by UE in the access preamble.

The totalNumberE_DCH is the total number of E-DCH resources configured in SIB5/5bis.

	Type Definition

	SEQUENCE
{


defaultE_DCH_ResourceIndex
INTEGER (-1..31),



totalNumberE_DCH


INTEGER (1..32)
}


<End of modified section>

<Start of modified section>

7.3.2.2.13
CPHY_TrCH_Config

	ASN.1 ASP Type Definition

	Type Name
	CPHY_TrCH_Config_CNF

	PCO Type
	CSAP

	Comment
	To confirm to configure the transport channel

	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_TrCH_Config_REQ

	PCO Type
	CSAP

	Comment
	To request to configure the transport channel

	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo,




ratType






RatType,




trchConfigType




TrchConfigType,




configMessage




CphyTrchConfigReq

}


	ASN.1 Type Definition

	Type Name
	CphyTrchConfigReq

	Comment
	To request to configure the transport channel.

The same TFCS information should be provided to the PHY and MAC layers at all times. When a CPHY_TrCH_Config_REQ is used to configure the PHY layer, a corresponding CMAC_Config_REQ should be sent to the MAC layer to ensure that the configuration is consistent.

HS-DSCH MAC-d/EHS-DSCH/EHS-DSCH-Common flows or E-DCH MAC-d flows shall be separately configured whilst the ulconnectedTrCHList, ulTFCS, dlconnectedTrCHList and dlTFCS are omitted.

For configuring MBMS if the default TFCS used in the RRC message the dLTFCS shall use the “complete” CHOICE in “ExplicitTFCS-Configuration “ IE and the TFCS configuration shall be in line with clause 14.10.1.1/14.10.1.2 of TS 25.331.

ehs_DSCH_Flow is used when MAC-ehs is to be configured in Cell_DCH state.

ehs_DSCH_CommonFlows shall be used for configuring MAC_ehs layer in common connected mode states.

Only one of hsDSCHMacdFlows, ehs_DSCH_Flows, ehs_DSCH_CommonFlows can be present.

e_DCHMacd_CommonFlows shall be used for configuring MACi/is in common connected mode states.

	Type Definition

	SEQUENCE
{



activationTime

SS_ActivationTime,


ulconnectedTrCHList

SEQUENCE (SIZE (0..maxTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





ul_TransportChannelType
SS_UL_TransportChannelType,




transportChannelInfo
CommonOrDedicatedTFS
















}
OPTIONAL,



ulTFCS



TFCS
OPTIONAL,


dlconnectedTrCHList

SEQUENCE (SIZE (0..maxTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





dl_TransportChannelType
SS_DL_TransportChannelType,




transportChannelInfo
CommonOrDedicatedTFS
















}
OPTIONAL,



dlTFCS



TFCS
OPTIONAL,


hsDSCHMacdFlows

HS_DSCHMACdFlows
OPTIONAL,
-- Rel-5 or later



e_DCHMacdFlows

E_DCHMACdFlows

OPTIONAL,
-- Rel-6 or later



ehs_DSCH_Flows

EHS_DSCH_Flows

OPTIONAL, 
-- Rel-7 or later



ehs_DSCH_CommonFlows
EHS_DSCH_CommonFlows OPTIONAL
-- Rel-7 or later



e_DCHMacd_CommonFlows
CommonE_DCHMACdFlows OPTIONAL
-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	RoutingInfo

	Comment
	To route between each channels.

	Type Definition

	CHOICE     {



physicalChannelIdentity


INTEGER




{0..31},



transportChannelIdentity

TransportChannelIdentity,



logicalChannelIdentity


LogicalChannelIdentity,



rB_Identity





INTEGER




{-31..32},



cn_DomainIdentity



CN_DomainIdentity
}


	ASN.1 Type Definition

	Type Name
	RatType

	Comment
	To select route between each channels.

	Type Definition

	ENUMERATED
{




fdd (0), tdd (1)

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTFS

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE {


tti






CHOICE {



tti10




CommonOrDedicatedTF_InfoList,



tti20




CommonOrDedicatedTF_InfoList,



tti40




CommonOrDedicatedTF_InfoList,



tti80




CommonOrDedicatedTF_InfoList,



dynamic




CommonOrDedicatedTF_InfoList_DynamicTTI


},


semistaticTF_Information
SemistaticTF_Information

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_InfoList

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE (SIZE (1..maxTF)) OF CommonOrDedicatedTF_Info


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_Info

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE {


tb_Size




INTEGER (0..5035),


numberOfTbSizeList

SEQUENCE (SIZE (1..maxTF)) OF NumberOfTransportBlocks,


logicalChannelList

SS_LogicalChannelList 

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_InfoList_DynamicTTI

	Comment
	Transport Format Set for TDD mode

	Type Definition

	SEQUENCE {


tb_Size




INTEGER (0..5035),


numberOfTbSizeList

SEQUENCE (SIZE (1..maxTF)) OF NumberOfTransportBlocks,


logicalChannelList

SS_LogicalChannelList 

}


	ASN.1 Type Definition

	Type Name
	TrchConfigType

	Comment
	

	Type Definition

	CHOICE {






nonDch





NULL,






dch
 





ENUMERATED {normal(0), softHO(1)}

}


	ASN.1 Type Definition

	Type Name
	HS_DSCHMACdFlows

	Comment
	Applicable Rel-5 or later

Within the ACK/NACK repetition period indicated by ackNackRepetitionFactor the SS shall not transmit MAC-hs PDU's on HS-PDSCH.

Only one among harqInfo and harqInfo_r7 shall be present. Harq_Info_r7 shall be used for Rel-7 or later.

mimoStatus represents status of MIMO, and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE

{



harqInfo




HARQ_Info




OPTIONAL,



addOrReconfMACdFlow 

SS_AddOrReconfMAC_dFlow

OPTIONAL,



ackNackRepetitionFactor

ACK_NACK_repetitionFactor
OPTIONAL,



harqInfo_r7




HARQ_Info_r7



OPTIONAL



-- to be used for Rel-7 or later.



}


	ASN.1 Type Definition

	Type Name
	EHS_DSCH_Flows

	Comment
	Applicable Rel-7 or later

Within the ACK/NACK repetition period indicated by ackNackRepetitionFactor the SS shall not transmit MAC-hs PDU's on HS-PDSCH.

mimoStatus represents status of MIMO, and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE

{


harqInfo_r7




HARQ_Info_r7



OPTIONAL,


addOrReconfMAC_ehs_ReordQ


SS_MAC_ehs_AddReconfReordQueueList
OPTIONAL,


ackNackRepetitionFactor

ACK_NACK_repetitionFactor
OPTIONAL,


mimoStatus




BOOLEAN





OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_MAC_ehs_AddReconfReordQueueList

	Comment
	Applicable Rel-7 or later 

	Type Definition

	SEQUENCE (SIZE (1..maxQueueIDs)) OF SS_MAC_ehs_AddReconfReordQ


	ASN.1 Type Definition

	Type Name
	SS_MAC_ehs_AddReconfReordQ

	Comment
	Applicable Rel-7 or later
The priority of PriorityQueue shall set according to the priority of logical channels which is mapped on to this priority queue.

Note: the range of priority of PriorityQueue is from 0 to 7 and 0 is the lowest priority.

	Type Definition

	SEQUENCE
{


mAC_ehs_AddReconfReordQ

MAC_ehs_AddReconfReordQ,


priority




INTEGER(0..7)

}


	ASN.1 Type Definition

	Type Name
	EHS_DSCH_CommonFlows

	Comment
	Applicable Rel-7 or later

	Type Definition

	SEQUENCE
{


harqInfo_r7






HARQ_Info_r7





OPTIONAL,


common_MAC_ehs_ReorderingQueueList
SS_Common_MAC_ehs_ReorderingQueueList
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_Common_MAC_ehs_ReorderingQueueList

	Comment
	Applicable Rel-7 or later

	Type Definition

	SEQUENCE (SIZE (1..maxQueueIDs)) OF SS_Common_MAC_ehs_ReorderingQueue


	Type Name
	SS_Common_MAC_ehs_ReorderingQueue

	Comment
	Applicable Rel-7 or later 

The priority of PriorityQueue shall set according to the priority of logical channels which is mapped on to this priority queue.

Note: the range of priority of PriorityQueue is from 0 to 7 and 0 is the lowest priority.

	Type Definition

	SEQUENCE

{


common_MAC_ehs_ReorderingQueue

Common_MAC_ehs_ReorderingQueue,


priority






INTEGER(0..7)
}


	ASN.1 Type Definition

	Type Name
	SS_AddOrReconfMAC_dFlow

	Comment
	Applicable Rel-5 or later

	Type Definition

	SEQUENCE {


mac_hs_AddReconfQueue_List

SEQUENCE (SIZE(1..maxQueueIDs)) OF
SEQUENCE {






mac_hs_AddReconfQueue
SS_MAC_hs_AddReconfQueue}
OPTIONAL,


mac_hs_DelQueue_List


SEQUENCE (SIZE(1..maxQueueIDs)) OF SEQUENCE {






mac_hsQueueId


 INTEGER(0..7)}



OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_MAC_hs_AddReconfQueue

	Comment
	Applicable Rel-5 or later

The priority of PriorityQueue shall set according to the priority of logical channels which is mapped on to this priority queue. 

Note: the range of priority of PriorityQueue is from 0 to 7 and 0 is the lowest priority.

DiscardTimer defines the time (unit ms) to live for a MAC-hs SDU starting from the instant of its arrival into an HSDPA Priority Queue. The SS shall use this information to discard out-of-data MAC-hs SDUs from the HSDPA Priority Queues.

	Type Definition

	SEQUENCE {


mAChsAddReconfQueue



MAC_hs_AddReconfQueue,


logicalChannelList



SEQUENCE OF LogicalChannelIdentity,

-- logical channels mapping onto the priority queue

-- which is specified in maChsAddReconfQueue 


priority





INTEGER(0..7),


discardTimer




ENUMERATED { v20(0),v40(1),v60(2),v80(3),v100(4),v120(5),v140(6),v160(7),v180(8),v200(9), v250(10),v300(11),v400(12),v500(13),v750(14),v1000(15),v1250(16),v1500(17),v1750(18),v2000(19),v2500(20),v3000(21), v3500(22),v4000(23),v4500(24),v5000(25), v7500(26)













}
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	E_DCHMACdFlows

	Comment
	Rel-6 or later 

addReconf_MAC_d_FlowList and addReconf_MAC_d_FlowList_r7 are mutually exclusive. One of these shall be present.

	Type Definition

	SEQUENCE {



tti






E_DCH_TTI,



harq_Info




ENUMERATED {rv0 (0), rvtable (1)},



addReconf_MAC_d_FlowList
E_DCH_AddReconf_MAC_d_FlowList
OPTIONAL,










-- Rel-6



addReconf_MAC_d_FlowList_r7
E_DCH_AddReconf_MAC_d_FlowList_r7
OPTIONAL










-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	CommonE_DCHMACdFlows

	Comment
	Rel-6 or later 

addReconf_MAC_d_FlowList and addReconf_MAC_d_FlowList_r7 are mutually exclusive. One of these shall be present.

	Type Definition

	SEQUENCE {



tti






E_DCH_TTI,



harq_Info




ENUMERATED {rv0 (0), rvtable (1)},



addReconfMAC_d_FlowList

Common_E_DCH_MAC_d_FlowsList
}


	ASN.1 Type Definition

	Type Name
	SS_LogicalChannelList

	Comment
	

	Type Definition

	CHOICE
{


allSizes

NULL,


configured

NULL,


explicitList
SEQUENCE (SIZE (1..15 ) ) OF SS_LogicalChannelByRB

}


	ASN.1 Type Definition

	Type Name
	SS_LogicalChannelByRB

	Comment
	logChOfRb is an optional and currently unused

	Type Definition

	SEQUENCE
{


rb_Identity

INTEGER (-31..32),


logChOfRb

INTEGER (0..1)
OPTIONAL

}


<End of modified section>

<Start of modified section>
7.3.2.2.17
CMAC_Config

	ASN.1 ASP Type Definition

	Type Name
	CMAC_Config_CNF

	PCO Type
	CSAP

	Comment
	For MAC emulator to report that a previous attempt to setup, reconfigure or release a logical channel is successful.

	Type Definition

	SEQUENCE
{




cellId




INTEGER(-1..63),





routingInfo



RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_Config_REQ

	PCO Type
	CSAP

	Comment
	To request to configure MAC entity. Setup is used for creation of the MAC instances or the MAC resources. Release is used for free the all MAC resources. The reconfiguration is to change the MAC parameters, it is not the MAC modification.

	Type Definition

	SEQUENCE
{




cellId





INTEGER(-1..63),




routingInfo




RoutingInfo,




ratType





RatType,




configMessage



CHOICE {





setup





CmacConfigReq,





reconfigure




CmacConfigReq,





release





SS_ActivationTime




}
}


	ASN.1 Type Definition

	Type Name
	CmacConfigReq

	Comment
	To request  to configure MAC

The IE associatedPhychConfigToFollow should be set to TRUE when there is a associated physical channel configuration to follow (e.g configuration of PICH or MICH),

The implementation of the IE "associatedPhychConfigToFollow" can be left to the SS either to wait for the associated physical channel before MAC is configured or to continue the configuration of MAC without waiting for the associated physical channel.

If Dual Cell is configured, IE servingAndSecondaryCellActivation is  included.

	Type Definition

	SEQUENCE
{


activationTime





SS_ActivationTime,


uE_Info







UE_Info,


trCHInfo






TrCHInfo,


trCH_LogCHMapping




TrCH_LogCHMappingList1,


associatedPhychConfigToFollow

BOOLEAN DEFAULT FALSE,


servingAndSecondaryCellActivation
ServingAndSecondaryCellActivation_Type OPTIONAL


-- for Dual Cell Rel-8 or later
}


	ASN.1 Type Definition

	Type Name
	UE_Info

	Comment
	The value of c_RNTI_DSCH_RNTI is 16 bits, used either for C-RNTI or DSCH-RNTI. DSCH is configured if the physical channel in CMAC_config_REQ is a PDSCH. Otherwise, C-RNTI is applied. At the MAC-hs configuration both u_RNTI and c_RNTI_DSCH_RNTI are omitted.

If MAC is being configured with Common_MAC_ehs flows, UE Info U-RNTI shall be provided when the common H-RNTI is applied and is applied in MAC-c header on SRB#1.

	Type Definition

	SEQUENCE {



u_RNTI



U_RNTI

OPTIONAL,



c_RNTI



C_RNTI

OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	TrCH_LogCHMappingList1

	Comment
	maxulTrCH = maxdlTrCH = 16

dlconnectedMACdFlows is used for MAC-hs and dlconnectedMAC_ehsFlows for MAC-ehs configurations in dedicated. 
dlconnectedMAC_ehsCommonFlow is used for MAC-ehs in Common state. For BCCH and PCCH in common state, the mac_ehs_QueueId is omitted, no reordering is applied and the TSN and SI fields are always set to zero (according to 3GPP TS25.321[17] cl 9.1.4 and 11.6.4.4).
dlconnectedMAC_ehsFlowsDC is used when dual cell is activated.

	Type Definition

	SEQUENCE
{



ulconnectedTrCHList

SEQUENCE (SIZE (1..maxulTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





trCH_LogCHMappingList
TrCH_LogCHMappingList

















}
OPTIONAL,



dlconnectedTrCHList

SEQUENCE (SIZE (1..maxdlTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





trCH_LogCHMappingList
TrCH_LogCHMappingList

















}
OPTIONAL,



dlconnectedMACdFlows
SEQUENCE (SIZE (1..8)) OF SEQUENCE {





mac_dFlowId




MAC_d_FlowIdentity,





trCH_LogCHMappingList

TrCH_LogCHMappingList


















}
OPTIONAL,










-- Rel-5 or later



dlconnectedMAC_ehsFlows


SEQUENCE (SIZE (1..8)) OF SEQUENCE {





mac_ehs_QueueId


MAC_ehs_QueueId,





trCH_LogCHMappingList
TrCH_LogCHMappingList





}
OPTIONAL,




-- Rel-7 or later



dlconnectedMAC_ehsCommonFlows
SEQUENCE (SIZE (1..8)) OF SEQUENCE {





mac_ehs_QueueId


MAC_ehs_QueueId OPTIONAL,











  -- not present for BCCH/PCCH





trCH_LogCHMappingList
TrCH_LogCHMappingList





}
OPTIONAL,





-- Rel-7 or later



dlconnectedMAC_ehsFlowsDC
SEQUENCE (SIZE (1..8)) OF SEQUENCE {





mac_ehs_QueueId





MAC_ehs_QueueId,





trCH_LogCHMappingList



TrCH_LogCHMappingList,





}
OPTIONAL




-- Rel-8 or later

}


	ASN.1 Type Definition

	Type Name
	TrCH_LogCHMappingList

	Comment
	maxLogCHperTrCH = 15

	Type Definition

	SEQUENCE (SIZE (1..maxLogCHperTrCH)) OF

TrCH_LogicalChannelMapping


	ASN.1 Type Definition

	Type Name
	TrCHInfo

	Comment
	The same TFCS information should be provided to the PHY and MAC layers at all times. When a CMAC_Config_REQ is used to configure the MAC layer, a corresponding CPHY_TrCH_Config_REQ should be sent to the PHY layer to ensure that the configuration is consistent. 

For MAC-hs configuration:

When ulconnectedTrCHList, ulTFCS, dlconnectedTrCHList and dlTFCS are omitted and hsDSCHMacdFlows is present this ASP configures an MAC-hs entity.

For MAC-ehs configuration:

When ulconnectedTrCHList, ulTFCS, dlconnectedTrCHList and dlTFCS are omitted and ehs_DSCH_Flows or E-HS-DSCH_Common Flows is present this ASP configures an MAC-ehs  entity.

Only one of hsDSCHMacdFlows or ehs_DSCH_Flows  can be present (Only one of MAC-hs or MAC-ehs layer can be configured).

	Type Definition

	SEQUENCE
{


ulconnectedTrCHList

SEQUENCE (SIZE (1..maxulTrCH)) OF SEQUENCE {




trchid




TransportChannelIdentity,




transportChannelInfo
CommonOrDedicatedTFS















}
OPTIONAL,


ulTFCS




TFCS
OPTIONAL,

dlconnectedTrCHList

SEQUENCE (SIZE (1..maxdlTrCH)) OF SEQUENCE {




trchid




TransportChannelIdentity,




transportChannelInfo
CommonOrDedicatedTFS















}
OPTIONAL,


dlTFCS




TFCS
OPTIONAL,


hsDSCHMacdFlows


HS_DSCHMACdFlows
OPTIONAL,
-- Rel-5 or later


ehs_DSCH_Flows


EHS_DSCH_Flows

OPTIONAL, 
-- Rel-7 or later


ehs_DSCH_CommonFlows
EHS_DSCH_CommonFlows OPTIONAL
-- Rel-7 or later}


	ASN.1 Type Definition

	Type Name
	TrCH_LogicalChannelMapping

	Comment
	When used for logical channel to MAC_d flow mapping dl_LogicalChannelMapping shall be chosen,

	Type Definition

	SEQUENCE
{


logicalChannel_Mapping

CHOICE  {





ul_LogicalChannelMapping


SS_UL_LogicalChannelMapping,





dl_LogicalChannelMapping


SS_DL_LogicalChannelMapping





},


rB_Identity




INTEGER

(-31..32)
OPTIONAL,


cn_DomainIdentity


CN_DomainIdentity

OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_UL_LogicalChannelMapping

	Comment
	If the macHeaderManipulation field is 'NormalMacHeader', then data received on the transport channel supporting this logical channel shall have it's MAC header inspected to determine the appropriate routing, and removed as normal. The MAC SDU shall be passed to the appropriate logical channel.

If the macHeaderManipulation field is 'OmitMacHeader', then data received on the transport channel supporting this logical channel shall have it's MAC header inspected to determine the appropriate routing, but the MAC layer shall not remove the MAC header. Thus the entire MAC PDU shall be passed to the appropriate logical channel, and the MAC header can be checked by the TTCN. 

	Type Definition

	SEQUENCE {


macHeaderManipulation



MAC_HeaderManipulation,


ul_TransportChannelType



SS_UL_TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity,


logicalChannelType




LogicalChannelType

}


	ASN.1 Type Definition

	Type Name
	SS_DL_LogicalChannelMapping

	Comment
	If the macHeaderManipulation field is 'NormalMacHeader', then data transmitted on this logical channel shall have an appropriate MAC header added before it is sent to lower layers for transmission.

If the macHeaderManipulation field is 'OmitMacHeader', then data transmitted on this logical channel shall not have any MAC header information added, even if the logical channel type and mapping indicates that there should be a MAC header present. This allows the entire MAC PDU to be specified in the TTCN, so individual fields in the MAC header can be modified.

When used for DTCH mapping to MAC_d flow, rlc_SizeList shall choose "configured" according to the configured mAChsAddReconfQueue values.

When the logical channel is MTCH, the logicalChannelIdentity shall be consistent with MBMS_LogicalChIdentity in MBMS_PTM_RBInformation_N and MBMS_PTM_RBInformation_C.

	Type Definition

	SEQUENCE {


macHeaderManipulation



MAC_HeaderManipulation,


dlTransportChannelType



SS_DL_TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity,


logicalChannelType




LogicalChannelType,


rlc_SizeList





CHOICE {




allSizes






NULL,




configured






NULL,




explicitList





RLC_SizeExplicitList},


mac_LogicalChannelPriority


MAC_LogicalChannelPriority
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_UL_TransportChannelType

	Comment
	

	Type Definition

	ENUMERATED {


dch (0),


rach (1),


cpch (2),


usch (3),


edch (4)

-- Rel-6 or later
}


	ASN.1 Type Definition

	Type Name
	MAC_LogicalChannelPriority

	Comment
	

	Type Definition

	INTEGER (1..8)


	ASN.1 Type Definition

	Type Name
	SS_DL_TransportChannelType

	Comment
	

	Type Definition

	ENUMERATED {


dch

(0),


fach
(1),

bch

(2),


pch

(3),


dsch
(4),


hsdsch
(5)

-- Rel-5 or later

}


	ASN.1 Type Definition

	Type Name
	LogicalChannelType

	Comment
	

	Type Definition

	ENUMERATED {


bCCH
(0),


pCCH
(1),


cCCH
(2),


cTCH
(3),


dCCH
(4),


dTCH
(5),


sHCCH
(6),


mTCH
(7),
-- Rel-6 or later


mCCH
(8),
-- Rel-6 or later


mSCH
(9)

-- Rel-6 or later
}


	ASN.1 Type Definition

	Type Name
	MAC_HeaderManipulation

	Comment
	

	Type Definition

	ENUMERATED
{




normalMacHeader
(0),




omitMacHeader
(1)
}


	ASN.1 Type Definition

	Type Name
	ServingAndSecondaryCellActivation_Type

	Comment
	

	Type Definition

	SEQUENCE {


servingCellId





INTEGER(0..63),

secondaryCellId





INTEGER(0..63),

secondaryServing_HS_DSCH_Cell

ENUMERATED { deactivated (0), activated (1) } 











DEFAULT deactivated
}


<End of modified section>

<Start of modified section>

7.3.2.2.17a
CMAC_MAChs_MACehs_TFRCconfigure (Rel-5 or later)
	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_MACehs_TFRCconfigure_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

Confirm a previous CMAC_MAChs_MACehs_TFRCconfigure_REQ being successful.

	Type Definition

	SEQUENCE {



cellId



INTEGER(-1..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MAChs_MACehs_TFRCconfigure_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To configure the TFRC selection in the MAC-hs entity, channelisationCodeOffset + noOfChannelisationCodes shall not be great than 15.

If explicitlyConfigured is selected in tfrcConfigMode, the SS shall use all the parameter values specified to configure a correct transport format and radio resources. This configuration is used for HS-SCCH associated HS-DSCH transmission.

If sS_Configured is selected, the parameter value range is specified. SS shall dynamically select the suitable values for the parameters "modulationScheme", "channelisationCodeOffset", "noOfChannelisatonCodes ", 

.tbSizeIndexOnHS_SCCH", "redundancyVersion" and "hs_PDSCH_TxPower" according to UE's capability category and CQI information reported by the UE.

As HS-SCCH less operation and MIMO cannot be simultaneously configured, only one among hs_scch_LessInfo and mimoStatus can be present. When both are absent non MIMO, non HS-SCCH less operation is configured.
explicitHS_SCCH_LessMode is used to force SS to use HS-SCCH less operation. 

explicitMIMO is used for MIMO dual stream transmission. 

Presence of ss_DTX_Info indicates DL_DRX is enabled. 

If minimumInterTTIinterval is set to 1, Data is sent every TTI. If it is set to 2, every TTI with Data shall be followed by at least 1 TTI without Data. If it is set to 3, every TTI with Data shall be followed by at least 2 TTI without Data. This field needs to be set as per UE category as defined in Table 5.1a of 25.306.

	Type Definition

	SEQUENCE
{


cellId



INTEGER(-1..63),


tfrcConfigMode

CHOICE {



explicitlyConfigured


SEQUENCE {




modulationScheme



ModulationScheme,




channelisationCodeOffset

INTEGER (1..15),




noOfChannelisatonCodes


INTEGER (1..15),




tbSizeIndexOnHS_SCCH


INTEGER (0..63),




minimumInterTTIinterval


INTEGER (1..3),




redundancyVersions



RedundancyVersionList,




hs_PDSCH_TxPower



DL_TxPower
-- default offset related















-- to p-CPICH or s-CPICH




},



sS_Configured

SEQUENCE {




minChannelisationCodeOffset

INTEGER (1..15),




maxNoOfChannelisatonCodes

INTEGER (1..15),




iniHS_PDSCH_TxPower



DL_TxPower,
-- default offset related















-- to p-CPICH or s-CPICH




hs_scch_LessInfo



HS_SCCH_LessInfo_r7
OPTIONAL,




mimoStatus





BOOLEAN



DEFAULT FALSE




},



explicitHS_SCCH_LessMode

SEQUENCE{




hs_pdsch_CodeIndex


INTEGER (1..15),




hs_scch_LessTFI



INTEGER (1..90),




hs_scch_LessSecondCodeApplicability
BOOLEAN,




tbs






INTEGER (0..3),






-- the index of tbs for HS-SCCH less operation






-- The value should be consistent with code index, TFI and second






-- code applicability



minimumInterTTIinterval

INTEGER (1..3),



hs_PDSCH_TxPower


DL_TxPower







-- default offset related to p-CPICH or s-CPICH




},



explicitMIMO


SEQUENCE {




modulationSchemeAndNumTB


INTEGER(0..7),





-- set according to table 14 of 25.212





-- Values 1,2 and 5 are used for 64QAM+MIMO. Rel-8 or later




channelisationCodeOffset


INTEGER (1..15),




noOfChannelisatonCodes



INTEGER (1..15),




precodingWeight2




INTEGER (0..3),





-- set according to table 14a of 25.212




primaryTB_SizeIndexOnHS_SCCH

INTEGER (0..63),




secondaryTB_SizeIndexOnHS_SCCH

INTEGER (0..63) OPTIONAL,





--present only if second TB is to be tx as per modulationSchemeAndNumTB



minimumInterTTIinterval



INTEGER (1..3),




primaryRedundancyVersions


RedundancyVersionList,




secondaryRedundancyVersions


RedundancyVersionList OPTIONAL,





--present only if second TB is to be tx as per modulationSchemeAndNumTB



hs_PDSCH_TxPower




DL_TxPower
-- default offset related
















-- to p-CPICH or s-CPICH




},



sS_Configured_DC

SEQUENCE {




serving_minChannelisationCodeOffset
INTEGER (1..15),




serving_maxNoOfChannelisatonCodes
INTEGER (1..15),




sec_minChannelisationCodeOffset

INTEGER (1..15),




sec_maxNoOfChannelisatonCodes

INTEGER (1..15),




iniHS_PDSCH_TxPower




DL_TxPower,













-- default offset related













-- to p-CPICH or s-CPICH




hs_scch_LessInfo



HS_SCCH_LessInfo_r7
OPTIONAL



},



explicitlyDC


SEQUENCE {




servingTRFC 
SEQUENCE{





modulationScheme



ModulationScheme,





channelisationCodeOffset

INTEGER (1..15),





noOfChannelisatonCodes


INTEGER (1..15),





tbSizeIndexOnHS_SCCH


INTEGER (0..63),





minimumInterTTIinterval


INTEGER (1..3),





redundancyVersions



RedundancyVersionList,





hs_PDSCH_TxPower



DL_TxPower
-- default offset related
















-- to p-CPICH or s-CPICH





} OPTIONAL,  





-- when omitted then no data is sent on the serving HS-DSCH cell




secondaryTFRC 
SEQUENCE{





modulationScheme



ModulationScheme,





channelisationCodeOffset

INTEGER (1..15),





noOfChannelisatonCodes


INTEGER (1..15),





tbSizeIndexOnHS_SCCH


INTEGER (0..63),





minimumInterTTIinterval


INTEGER (1..3),





redundancyVersions



RedundancyVersionList,





hs_PDSCH_TxPower



DL_TxPower
-- default offset related
















-- to p-CPICH or s-CPICH





} OPTIONAL





-- when omitted then no data is sent on the secondary HS-DSCH cell




}



},


activationTime



SS_ActivationTime,

ss_DTX_Info




DRX_Info


OPTIONAL


hs_DSCH_TBSizeTable


HS_DSCH_TBSizeTable
OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	RedundancyVersionList

	Comment
	Gives the Redundancy and constellation version coding sequence (Xrv) to be used for every transmission / retransmission. The SIZE (number of Xrv elements in there) of the SEQUENCE implies the number of HARQ transmission / retransmissions to be required.

	Type Definition

	SEQUENCE (SIZE (1..8)) OF INTEGER (0..7)


	ASN.1 Type Definition

	Type Name
	ModulationScheme

	Comment
	

	Type Definition

	ENUMERATED {qpsk (0), qam16 (1), qam64 (2), spare1 (3)}


<End of modified section>

<Start of modified section>
7.3.2.2.17a1
CMAC_MACehs_HARQAssign_MultiFlows (Rel-7 or later)
	ASN.1 ASP Type Definition

	Type Name
	CMAC_MACehs_HARQAssign_MultiFlows_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-7 or later

Confirm a previous CMAC_MACehs_HARQAssign_MultiFlows_REQ being successful.

	Type Definition

	SEQUENCE {



cellId



INTEGER(-1..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CMAC_MACehs_HARQAssign_MultiFlows_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-7 or later

To assign the HARQ processes for the simultaneous transmission of the MAC-ehs PDUs on the different flows on the same TTI .

After successful transmission the MAC-ehs returns back to normal operation. In the normal operation suitable HARQ processes are selected by HARQ entities in the MAC-ehs to serve the MAC-ehs PDU without TTCN intervening.

For Dual Cell, the primaryFlow corresponds to the serving cell, the secondaryFlow corresponds to the secondary cell.
For MIMO, the primary and secondary HARQ process identities are set as per 25.212 cl 4.6B.2.5.

	Type Definition

	SEQUENCE
{


cellId





INTEGER(-1..63),

primaryFlowHarqProcessId
INTEGER(0..15|31),


secondaryFlowHarqProcessId
INTEGER(0..15|31)

}


<End of modified section>

<Start of modified section>
7.3.2.2.22b
CRLC_BindTestDataInOneMAChs_MACehs_PDU (Rel-5 or later)

	ASN.1 ASP Type Definition

	Type Name
	CRLC_BindTestDataInOneMAChs_MACehs_PDU_CNF

	PCO Type
	CSAP

	Comment
	To confirm the request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH in the same MAC-hs/MAC-ehs PDU.

	Type Definition

	SEQUENCE{


cellId


INTEGER(-1..63),


routingInfo

RoutingInfo,


-- RB ID desired to be given


result


ENUMERATED{failure(0), success(1)}

}


	ASN.1 ASP Type Definition

	Type Name
	CRLC_BindTestDataInOneMAChs_MACehs_PDU_REQ

	PCO Type
	CSAP

	Comment
	To request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH in the same MAC-hs/MAC-ehs PDU.

On the request, the transmission of the test data is temporarily suppressed on the radio bearers till 'numOfSDU's' are received by RLC layer on the Radio Bearer. After receiving all SDU's the RLC layer submits to MAC such that all of them are sent in one MAC-hs/ MAC-ehs PDU.

	Type Definition


SEQUENCE{


cellId


INTEGER(-1..63),


routingInfo

RoutingInfo,


-- RB ID desired to be given

	
numOfSDUs

INTEGER




-- Number of RLC SDU's

}


7.3.2.2.22c
CRLC_BindTestDataInMultipleMACehs_PDU_MultiFlows (Rel-7 or later)

	ASN.1 ASP Type Definition

	Type Name
	CRLC_BindTestDataInMultipleMACehs_PDU_MultiFlows_CNF

	PCO Type
	CSAP

	Comment
	To confirm the request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH.

	Type Definition

	SEQUENCE{


cellId


INTEGER(-1..63),


routingInfo

RoutingInfo,


-- RB ID desired to be given


result


ENUMERATED{failure(0), success(1)}

}


	ASN.1 ASP Type Definition

	Type Name
	CRLC_BindTestDataInMultipleMACehs_PDU_MultiFlows_REQ

	PCO Type
	CSAP

	Comment
	To request of binding subsequent data sending RLC_TR/UM/AM_TestDataReq on the specified RB mapped on HS-DSCH in two MAC-ehs PDUs, one for each primary and secondary flow.
On the request, the transmission of the test data is temporarily suppressed on the radio bearer till ' primaryFlowNumOfSDUs' and ‘secondaryFlowNumOfSDUs ‘ are received by RLC layer on the Radio Bearer. After receiving all SDU's the RLC layer submits to MAC such that all of them are sent in two MAC-ehs PDUs.

	Type Definition


SEQUENCE{


cellId





INTEGER(-1..63),


routingInfo




RoutingInfo,
-- RB ID desired to be given

	
primaryFlowNumOfSDUs

INTEGER

-- Number of RLC SDU's for primary flow

secondaryFlowNumOfSDUs

INTEGER

-- Number of RLC SDU's for secondary flow
}


<End of modified section>

<Start of modified section>
8.3.64
Configuration of Cell_FACH_enhDL_SRB (Rel-7 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.4.3 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RRC tests related in the states CELL_FACH. They need a minimum radio configuration for testing.

The configuration is applied to RRC signalling tests in the FACH state with a signalling connection:

-
Uplink SRBs on DCCH are mapped on PRACH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

Table 140: Uplink configuration of Cell_FACH_enhDL_SRB

	
	

	

	

	

	

	


	
	
	
	
	
	
	

	
	

	

	

	

	

	


	
	
	
	
	
	
	

	
	

	
	


	
	

	
	



	RB Identity
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)

	LogCh Type
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH

	LogCh Identity 
	tsc_UL_CCCH5

(5)
	tsc_UL_DCCH1

(1)
	tsc_UL_DCCH2

(2)
	tsc_UL_DCCH3

(3)
	tsc_UL_DCCH4

(4)

	RLC mode
	TM
	UM
	AM
	AM
	AM

	TrCH Type
	RACH

	TrCH identity 
	tsc_RACH1

(15)

	PhyCh Type
	PRACH

	PhyCH identity 
	tsc_PRACH1

(8)


Table 141: Downlink configuration of Cell_FACH_enhDL_SRB

	RB Identity
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH

(-3)

	LogCh Type
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_CCCH2

(2)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH6

(6)

	RLC mode
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	1
	2
	3
	4
	5
	1

	TrCH Type
	HS-DSCH
	HS-DSCH
	HS-DSCH

	TrCH identity / Mac-d Flow Id
	0
	1
	NA

	PhyCh Type
	PDSCH



	PhyCH identity
	tsc_HSPDSCH

(18)


<End of modified section>

<Start of modified section>

8.3.68.2
Configuration of Cell_FACH_UL_PS (Rel-8 or later)

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.7.1 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RRC tests related in the states CELL_FACH. They need a minimum radio configuration for testing.

The configuration is applied to RRC signalling tests in the FACH state where a PS RAB is setup:

-
PS RAB on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.

-
Uplink SRBs on DCCH and CCCH are mapped on E-DCH.

-
Downlink SRBs on DCCH are mapped on HS-DSCH.

The downlink configuration is same as in clause 8.3.62 Cell_FACH_enhDL_PS

Table 148: Uplink configuration of Cell_FACH_UL_PS

	RB Identity
	tsc_RB25

(25)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH

	LogCh Identity 
	Tsc_UL_DTCH1

(7)
	tsc_UL_CCCH5

(5)
	tsc_UL_DCCH1

(1)
	tsc_UL_DCCH2

(2)
	tsc_UL_DCCH3

(3)
	tsc_UL_DCCH4

(4)

	RLC mode
	AM
	TM
	UM
	AM
	AM
	AM

	TrCH Type
	E-DCH

	TrCH identity/ Mac-d Flow Id
	0
	7
	1

	PhyCh Type
	E-DPDCH

	PhyCH identity
	tsc_E_DPCH

(22)


8.3.69
Configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PS (Rel-8 or later)
The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_2_SCCPCH_CTCH enhDL_PS is the same as the uplink configuration of Cell_FACH_enhDL_PS.
Table 149: Downlink configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PS: 1st & 2nd S-CCPCH

	RB Identity
	tsc_RB30

(30)
	
	
	

	LogCh Type
	CTCH
	
	
	

	LogCh Identity 
	tsc_CTCH1

(11)
	
	
	

	RLC mode
	UM
	UM
	TM
	TM

	MAC priority
	7
	1
	6
	1

	TrCH Type
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1 

(13)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2

(10)
	tsc_S_CCPCH1

(5)


Table 150: Downlink configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PS: HS-PDSCH
	RB Identity
	tsc_RB25

(25)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH

(-3)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH2

(2)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH6

(6)

	RLC mode
	AM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	8
	1
	2
	3
	4
	5
	1

	TrCH Type
	HS-DSCH
	HS-DSCH
	HS-DSCH
	HS-DSCH

	TrCH identity / Mac-d Flow Id
	2
	0
	1
	NA

	PhyCh Type
	PDSCH



	PhyCH identity
	tsc_HSPDSCH

(18)


8.3.70
Configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PCH (Rel-8 or later)
The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_2_SCCPCH_CTCH enhDL_PCH is the same as the uplink configuration of Cell_FACH_enhDL_PCH.

Table 149: Downlink configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PCH: 1st & 2nd S-CCPCH

	RB Identity
	tsc_RB30

(30)
	
	
	

	LogCh Type
	CTCH
	
	
	

	LogCh Identity 
	tsc_CTCH1

(11)
	
	
	

	RLC mode
	UM
	UM
	TM
	TM

	MAC priority
	7
	1
	6
	1

	TrCH Type
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1 

(13)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2

(10)
	tsc_S_CCPCH1

(5)


Table 150: Downlink configuration of Cell_FACH_2_SCCPCH_CTCHenhDL_PCH: HS-PDSCH
	RB Identity
	tsc_RB25

(25)
	tsc_RB0

(0)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH

(-3)
	tsc_RB_PCCH

(-2)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH
	PCCH

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH2

(2)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH6

(6)
	tsc_PCCH1

(1)

	RLC mode
	AM
	UM
	UM
	AM
	AM
	AM
	TM
	TM

	MAC priority
	8
	1
	2
	3
	4
	5
	1
	1

	TrCH Type
	HS-DSCH
	HS-DSCH
	HS-DSCH
	HS-DSCH
	HS-DSCH

	TrCH identity / Mac-d Flow Id
	2
	0
	1
	NA
	NA

	PhyCh Type
	PDSCH



	PhyCH identity
	tsc_HSPDSCH

(18)


<End of modified section>

<Start of modified section>
8.8.1.1
AT commands in IR_U ATS:
	Command
	Syntax in TTCN
	Comments

	CBST
	AT+CBST=[<speed>[,<name>[,<ce>]]]<CR>

<speed>=0,7,12,14,15,16,17,39,43,47,48,49,50,51,71,75,79,80,81,82,83,84,115,116,120,121 

<name>=0,1,4,5

<ce>=0,1
	Select bearer service type, TS 27.007 clause 6.7

	CGACT
	AT+CGACT=1,1<CR>

AT+CGACT=0,1<CR>
	PDP context activate or deactivate, TS 27.007 clause 10.1.10

	CGATT
	AT+CGATT=1<CR>
	PS attach or detach, TS 27.007 clause 10.1.9

	CGDSCONT
	AT+CGDSCONT= 1,<CR>

AT+ CGDSCONT=1 , 1, "IP", 0,0,<CR>
	Establish secondary PDP Context, TS 27.007 clause 10.1.2

	CGEQREQ
	AT+CGEQREQ=1,2,64,64,,,0,320,"1E4","1E5",1,,3<CR>

AT+CGEQREQ=1,3,64,64,,,0,320,"1E4","1E5",1,,<CR>
	Quality of Service Profile (Requested), TS 27.007 clause 10.1.4

	CHUP
	AT+CHUP<CR>
	Hang up call, TS 27.007 clause 6.5

	CMGD
	AT+CMGD=001<CR>

AT+CMGD=1,4<CR>
	Delete Message, TS 27.005 clause 3.5.4

	CMGF
	AT+CMGF=1<CR>
	Message Format, TS 27.005 clause 3.2.3

	CMOD
	AT+CMOD=0<CR>

AT+CMOD=1<CR>
	Call mode, TS 27.007 clause 6.4

	CMSS
	AT+CMSS=000<CR>

AT+CMSS=001<CR>

AT+CMSS=002<CR>
	Send Message from Storage, TS 27.005 clause 3.5.2

	CPMS
	AT+CPMS="SM,"SM","MT"<CR>

AT+CPMS="CB","CB","CB"<CR>
	Preferred Message Storage, TS 27.005 clause 3.2.2

	CSCS
	AT+CSCS="GSM"<CR>
	Select TE character set, TS 27.007 clause 5.5

	CSMS
	AT+CSMS=0<CR>
	Select Message Service, TS 27.005 clause 3.2.1

	CVHU
	AT+CVHU=0<CR>
	Voice Hang up control, TS 27.007 clause 6.20


<End of modified section>

<Start of modified section>
8.8.1.4
AT commands in RAB ATS:

	Command
	Syntax in TTCN
	Comments

	CBST
	AT+CBST=[<speed>[,<name>[,<ce>]]]<CR>

<speed>=0,7,12,14,15,16,17,39,43,47,48,49,50,51,71,75,79,80,81,82,83,84,115,116,120,121 

<name>=0,1,4,5

<ce>=0,1
	Select bearer service type, 3GPP TS 27.007 [23] clause 6.7

	CGACT
	AT+CGACT=1,1<CR>

AT+CGACT=0,1<CR>
	PDP context activate or deactivate, 3GPP TS 27.007 [23] clause 10.1.10

	CGATT
	AT+CGATT=1<CR>
	PS attach or detach, 3GPP TS 27.007 [23] clause 10.1.9

	CGDCONT
	AT+CGDCONT=1,"IP","ABCDEF","200.1.1.80",0,0<CR>

AT+CGDCONT=1,"IP","GHIJK","200.1.1.90",0,0<CR>
	Define PDP Context, 3GPP TS 27.007 [23] clause 10.1.1

	CGDSCONT
	AT+CGDSCONT= 1,<CR>

AT+ CGDSCONT=1 , 1, "IP", 0,0,<CR>
	Establish secondary PDP Context, 3GPP TS 27.007 [23] clause 10.1.2

	CGEQREQ
	AT+CGEQREQ=1,2,64,64,,,0,320,"1E4","1E5",1,,3<CR>

AT+CGEQREQ=1,3,64,64,,,0,320,"1E4","1E5",1,,<CR>
	Quality of Service Profile (Requested), 3GPP TS 27.007 [23] clause 10.1.4

	CHUP
	AT+CHUP<CR>
	Hang up call, 3GPP TS 27.007 [23] clause 6.5

	CMGD
	AT+CMGD=001<CR>

AT+CMGD=1,4<CR>
	Delete Message, TS 27.005 clause 3.5.4

	CMGF
	AT+CMGF=1<CR>
	Message Format, TS 27.005 clause 3.2.3

	CMOD
	AT+CMOD=0<CR>

AT+CMOD=1<CR>
	Call mode, 3GPP TS 27.007 [23] clause 6.4

	CMSS
	AT+CMSS=000<CR>

AT+CMSS=001<CR>

AT+CMSS=002<CR>
	Send Message from Storage, 3GPP TS 27.005 [22] clause 3.5.2

	CPMS
	AT+CPMS="SM,"SM","MT"<CR>

AT+CPMS="CB","CB","CB"<CR>
	Preferred Message Storage, TS 27.005 clause 3.2.2

	CSCS
	AT+CSCS="GSM"<CR>
	Select TE character set, TS 27.007 clause 5.5

	CSMS
	AT+CSMS=0<CR>
	Select Message Service, TS 27.005 clause 3.2.1

	CVHU
	AT+CVHU=0<CR>
	Voice Hang up control, 3GPP TS 27.007 [23] clause 6.20


<Start of modified section>

<End of modified section>

8.8.1.7
AT commands in HSDPA ATS (Rel-5 or later):

	Command
	Syntax in TTCN
	Comments

	CGEQREQ
	AT+CGEQREQ=[<cid> [,<Traffic class> [,<Maximum bitrate UL> [,<Maximum bitrate DL> [,<Guaranteed bitrate UL> [,<Guaranteed bitrate DL> [,<Delivery order> [,<Maximum SDU size> [,<SDU error ratio> [,<Residual bit error ratio> [,<Delivery of erroneous SDUs> [,<Transfer delay> [,<Traffic handling priority> ]]]]]]]]]]]]] <CR>

<cid> =1 

<Traffic class> =2, 3 

<Maximum bitrate UL> =64, 384   

<Maximum bitrate DL> = See clause 8.10.1

<Guaranteed bitrate UL> Not used

<Guaranteed bitrate DL> Not used

<Delivery order> =0

<Maximum SDU size> =320, 640 

<SDU error ratio> = “1E4”

<Residual bit error ratio> =”1E5”

<Delivery of erroneous SDUs> =1

<Transfer delay> Not used

<Traffic handling priority> =3
	Quality of Service Profile (Requested), TS 27.007 clause 10.1.4

	CMGD
	AT+CMGD=001<CR>

AT+CMGD=1,4<CR>
	Delete Message, TS 27.005 clause 3.5.4

	CMGF
	AT+CMGF=1<CR>
	Message Format, TS 27.005 clause 3.2.3

	CPMS
	AT+CPMS="SM,"SM","MT"<CR>

AT+CPMS="CB","CB","CB"<CR>
	Preferred Message Storage, TS 27.005 clause 3.2.2

	CSCS
	AT+CSCS="GSM"<CR>
	Select TE character set, TS 27.007 clause 5.5

	CSMS
	AT+CSMS=0<CR>
	Select Message Service, TS 27.005 clause 3.2.1


8.8.1.8
AT commands for E-DCH testing (Rel-6 or later) and HS-ENH testing (Rel-7 or later)

	Command
	Syntax in TTCN
	Comments

	CGEQREQ
	AT+CGEQREQ=[<cid> [,<Traffic class> [,<Maximum bitrate UL> [,<Maximum bitrate DL> [,<Guaranteed bitrate UL> [,<Guaranteed bitrate DL> [,<Delivery order> [,<Maximum SDU size> [,<SDU error ratio> [,<Residual bit error ratio> [,<Delivery of erroneous SDUs> [,<Transfer delay> [,<Traffic handling priority> ]]]]]]]]]]]]] <CR>

<cid> =1 

<Traffic class> =2, 3 

<Maximum bitrate UL> = See clause 8.10.2

<Maximum bitrate DL> = See clause 8.10.1

<Guaranteed bitrate UL> Not used

<Guaranteed bitrate DL> Not used

<Delivery order> =0

<Maximum SDU size> =320, 640 

<SDU error ratio> = “1E4”

<Residual bit error ratio> =”1E5”

<Delivery of erroneous SDUs> =1

<Transfer delay> Not used

<Traffic handling priority> =3
	Quality of Service Profile (Requested), TS 27.007 clause 10.1.4

	CMGD
	AT+CMGD=001<CR>

AT+CMGD=1,4<CR>
	Delete Message, TS 27.005 clause 3.5.4

	CMGF
	AT+CMGF=1<CR>
	Message Format, TS 27.005 clause 3.2.3

	CPMS
	AT+CPMS="SM,"SM","MT"<CR>

AT+CPMS="CB","CB","CB"<CR>
	Preferred Message Storage, TS 27.005 clause 3.2.2

	CSCS
	AT+CSCS="GSM"<CR>
	Select TE character set, TS 27.007 clause 5.5

	CSMS
	AT+CSMS=0<CR>
	Select Message Service, TS 27.005 clause 3.2.1


<End of modified section>
<Start of modified section>
B.1.3
NAS test suite parameters declarations

The following parameters are commonly used in the NAS ATS.

Table B.3: NAS PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_AuthRAND_2
	A second Random Challenge (128 bits)
	BITSTRING
	'1010101…10'B
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	px_PTMSI_Sig3
	Second PTMSI signature used for testing
	OCTETSTRING
	'AB1239'O
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


B.1.4
SMS test suite parameters declarations

These parameters are used in the SMS ATS.

Table B.4: SMS PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_BMC_CB_RepPeriod01
	CB repetition period for CB message 1
	INTEGER
	2
	

	px_BMC_CB_RepPeriod02
	CB repetition period for CB message 2
	INTEGER
	2
	

	px_BMC_NoOfBC_Req01
	No of broadcasts requested for CB message 1
	INTEGER
	2
	

	px_BMC_NoOfBC_Req02
	No of broadcasts requested for CB message 2
	INTEGER
	2
	

	px_MaxCP_DataRetx 
	max. number of CP data retransmissions for SMS
	INTEGER
	3
	

	px_SMS_CB_Data01
	Contents of the first Cell Broadcast Message sent will be converted to an OCTETSTRING
	IA5String
	"First Cell Broadcast Message"
	

	px_SMS_CB_Data02
	Contents of the second Cell Broadcast Message sent will be converted to an OCTETSTRING
	IA5String
	"Second Cell Broadcast Message"
	

	px_SMS_CB_MsgId02
	Message Id to be used for the second Cell Broadcast Message sent
	HEXSTRING[4]
	’0002’H
	

	
	
	
	
	

	
	

	
	
	

	px_SMS_PrefMem1
	SMS Preferred Memory 1

<mem1> of TS 27.005 cl. 3.1
	IA5String
	"SM"
	

	px_SMS_PrefMem2
	SMS Preferred Memory 2

<mem2> of TS 27.005 cl. 3.1
	IA5String
	"SM"
	

	px_SMS_PrefMem3
	SMS Preferred Memory 3

<mem3> of TS 27.005 cl. 3.1
	IA5String
	"MT"
	

	
	

	
	
	

	
	

	
	
	

	
	

	
	
	

	
	

	
	
	

	px_TC1M
	Value for timer TC1M, to be declared by the manufacturer
	INTEGER
	10000
	


B.1.5
RRC_M test suite parameters declarations

These parameters are used in the RRC and RAB ATS.

Table B.5: RRC and RAB PIXIT

	Parameter name
	Description 
	Type
	Default value
	Supported value

	px_DL_MaxTC_TB_bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_ExecutePS_Class
	Service to be executed in RAB test cases. The allowed values are:

1: Interactive

2: BackGround

3: Streaming

0: All supported classes.

Any other value is not defined.
	INTEGER
	1
	

	px_MaxHcContextSpace
	MaxHcContextSpace if RFC 2507 [30] is supported.
	MaxHcContextSpace 
	by1024
	

	px_MaxNoSCCPCH_RL
	Part of SimultaneousSCCPCH_DPCH_Reception.
	MaxNoSCCPCH_RL 
	rl1
	

	px_PrimaryBand
	The primary operation band under test, as defined in 34.108 clause 5.1.1.

Value 1 means Band 1, 2 means Band 2, 3 means Band 3, 6 means Band 6.
	INTEGER
	1
	This pixit shall be set in synchronization with the values that are being set to other Pixit:

px_UARFCN_D_Mid

	px_SecondaryBand
	The secondary operation band under test, as defined in 34.108 clause 5.1.1.

Value 1 means Band 1, 2 means Band 2, 3 means Band 3, 6 means Band 6.
	INTEGER
	8
	

	px_SMS_CB_MsgId01
	the operator shall define the CB Message ID for the CB data1 used for transmitting this CB data, different to CB-Data 2 IXIT
	HEXSTRING[4]
	'0001'H
	

	px_SMS_CB_Store
	TRUE if Broadcast Messages are kept in BM storage
	BOOLEAN
	TRUE
	

	px_SMS_MsgFrmt
	SMS Message Format

<mode> of TS 27.005 cl. 3.2.3
	IA5String
	"0"
	

	px_SMS_PrefMemCB1
	SMS Preferred CB Memory 1 

<mem1> of TS 27.005 cl. 3.1
	IA5String
	“BM"
	

	px_SMS_PrefMemCB2
	SMS Preferred CB Memory 2 

<mem2> of TS 27.005 cl. 3.1
	IA5String
	"BM"
	

	px_SMS_PrefMemCB3
	SMS Preferred CB Memory 3 

<mem3> of TS 27.005 cl. 3.1
	IA5String
	"BM"
	

	px_SMS_Service
	SMS Service

<service> of TS 27.005 cl. 3.2.1
	IA5String
	"0"
	

	px_UL_MaxTC_TB_bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant.
	MaxNoBits 
	b163840
	


The px_ExecutePS_Class allows the option 0 to be selected. This has been allowed in order to preserve the changes implemented in TTCN for handling all traffic classes in RAB testcase execution. System simulators are not required to support this execution and also TTCN maintenance of this path should be limited.
<End of modified section>
<Start of modified section>
B.1.16
HS_ENH test suite parameters declarations

These parameters are used in the HS_ENH ATS.

Table B.16: HS_ENH PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	Void
	
	
	
	


B.1.17
eCall and HSPA8 test suite parameters declarations

These parameters are used in the eCall and HSPA8 ATS.

Table B.17: eCall and HSPA8 PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_eCall_TestNumber
	Number digits of the test number used in eCall Test Call.

Numbers are in the order: Digit 1, Digit 2, Digit 3, etc (see 24.008, 10.5.4.7)
	IA5String
	“123456”
	

	px_eCall_ReconfNumber
	Number digits of the reconfiguration number used in eCall Reconfiguration Call.

Numbers are in the order: Digit 1, Digit 2, Digit 3, etc (see 24.008, 10.5.4.7)
	IA5String
	“987654”
	

	px_ETWS_BMC_CB_RepPeriod
	CB repetition period for ETWS CB message
	INTEGER
	2
	

	px_ETWS_BMC_NoOfBC_Req
	No of broadcasts requested for ETWS CB message
	INTEGER
	2
	

	px_ETWS_DigitalSignature
	ETWS Digital Signature
	OCTETSTRING
	
	

	px_ETWS_SMS_CB_Data01
	Contents of the first ETWS Cell Broadcast Message sent will be converted to an OCTETSTRING
	IA5String_BMC
	"First ETWS Cell Broadcast Message"
	

	px_ETWS_SMS_CB_Data02
	Contents of the second ETWS Cell Broadcast Message sent will be converted to an OCTETSTRING
	IA5String_BMC
	“Second ETWS Cell Broadcast Message”
	

	px_ETWS_TimeZone
	Value of the Time Zone in ETWS cell broadcast message
	TZONES
	0
	


<End of modified section>







































































































































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





