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12.2.1.11
PS attach / accepted / follow-on request pending indicator set

12.2.1.11.1
Definition and applicability

UE which  supports follow-on request procedure.

12.2.1.11.2
Conformance requirement

1)
In UMTS, if the MS wishes to prolong the established PS signalling connection after the GPRS attach procedure, it may set a follow-on request pending indicator on.

2)
In UMTS, the network should prolong the PS signalling connection if the mobile station has indicated a follow-on request pending in ATTACH REQUEST. The network may also prolong the PS signalling connection without any indication from the mobile terminal.

Reference

3GPP TS 24.008 clause 4.7.3.1.1 and 4.7.3.1.3

12.2.1.11.3
Test purpose

To test the behaviour of the UE if the follow-on request pending indicator can be set on during the attach procedure.

The following cases are identified:

1)
follow-on request pending indicator may be set to indicate further signalling messages from the UE

2)
follow-on request pending indicator not set, no further signalling messages expected from the UE

12.2.1.11.4
Method of test

Initial condition

System Simulator:


1 cell, operating in network operation mode II. 


The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A).

User Equipment:


The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.


The UE has been registered in the CS domain.
Related ICS/IXIT statements


Support of PS service Yes/No


Switch off on button Yes/No
Automatic PS attach procedure at switch on or power on Yes/No
Method of context activation

Support of Follow On Proceed Yes/No

Test procedure

1)
The UE is attached, then the Detach Request is originated from the UE indicating "GPRS detach without switching off". The SS responds with a Detach Accept after completing the security mode procedures. A PDP context activation is then requested by the user. The PS attach (ATTACH REQUEST) is then indirectly caused by a requested PDP context activation. UE shall set the Follow-ON Request bit to  1 in the ATTACH REQUEST message. The SS returns the ATTACH ACCEPT message to the UE. Now session management can proceed with PDP context activation. On receipt of the ACTIVATE PDP CONTEXT REQUEST message an ACTIVATE PDP CONTEXT ACCEPT is returned by the SS with the same requested QoS to finish the PC call establishment. The SS releases the RRC connection and the UE is switched off.

2)
The UE is switched on and initiates PS attach (ATTACH REQUEST). UE shall set the Follow-ON Request bit to  0 in the ATTACH REQUEST message. The SS returns the ATTACH ACCEPT message to the UE. The SS verifies UE  does not sent any messages on the PS Signalling Connection for 10 seconds. SS releases the RRC connection..

Expected Sequence 

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	0
	UE
	
	Detach is performed by the UE using MMI or AT Commands

	1
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Detach".

	2
	( 
	DETACH REQUEST
	

	3
	SS
	
	The SS starts integrity protection.

	4
	(
	DETACH ACCEPT
	SS sends Detach Accept message.

	5
	SS
	
	The SS releases the RRC connection.

	6
	UE
	
	Initiate a context activation

	7
	SS
	
	The SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	8
	(
	ATTACH REQUEST
	The UE requests attach. UE shall set the FOR bit to 1 

	9
	SS
	
	The SS starts  integrity protection.

	10
	(
	ATTACH ACCEPT
	The SS accepts attach 

Negotiated Ready timer value IE should not be included

Force to standby IE set to “Force to standby not indicated”

	11
	(
	ACTIVATE PDP CONTEXT REQUEST
	The UE requests a PDP context activation (with static PDP address), enters the state PDP-ACTIVE-PENDING and starts timer T3380

	12
	SS
	
	The SS establishes the RAB.

	13
	(
	ACTIVATE PDP CONTEXT ACCEPT
	The SS accepts the PDP context activation.

	14
	SS
	
	The SS releases the RRC connection due to inactivity (no user data transferred)

	15
	UE
	
	The UE is switched off or power is removed (see ICS).

	16
	SS
	
	SS checks that the IE "Establishment cause" in any received RRC CONNECTION REQUEST message is set to "Detach" (message not sent if power is removed).

	17
	->
	DETACH REQUEST
	Message not sent if power is removed.

Detach type = 'power switched off, GPRS detach'

	18
	SS
	
	The SS releases the RRC connection. If no RRC CONNECTION RELEASE COMPLETE message have been received within 1 second then the SS shall consider the UE as switched off.

	19
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS).

	20
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	21
	->
	ATTACH REQUEST
	The UE requests attach. The UE shall set the FOR bit to 0.

	22
	
	AUTHENTICATION AND CIPHERING REQUEST
	

	23
	
	AUTHENTICATION AND CIPHERING RESPONSE
	

	24
	SS
	
	The SS starts integrity protection.

	25
	<-
	ATTACH ACCEPT
	The SS accepts attach 

Negotiated Ready timer value IE should not be included

Force to standby IE set to “Force to standby not indicated”

	26
	
	
	The SS does not respond and waits for the time of 5 seconds. No further messages are expected from the UE on the current PS Signalling Connection.

	27
	SS
	
	The SS releases the RRC connection 


Specific message contents

None.

12.2.1.11.5
Test requirements

At step 8 the UE shall send an ATTACH REQUEST with FOR bit set to 1 

At step 21 the UE shall send an ATTACH REQUEST with FOR bit set to 0.
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