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<Begin of modified section>
7.3.2.3.1
Specific ASP definitions

	ASN.1 ASP Type Definition

	Type Name
	CPHY_Cell_Config_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-4 or later

To request to setup the cell parameter.

The unit of tcell is chip; the unit of sfnOffset is frame number; the primary scambling code number of the cell is 16*primaryScramblingCode_SS; the unit of dLTxAttenuationLevel is dB.

	Type Definition

	SEQUENCE {


cellId







INTEGER (0..63),


sfnOffset






INTEGER (0 .. 4095),


frequencyInfo





FrequencyInfo,


cellTxPowerLevel




CellTxPowerLevel,


dLTxAttenuationLevel



INTEGER(0..30),


cellParametersID




CellParametersID,


timeSlotConfigurationList_LCR

TimeSlotConfigurationList_LCR,


dwPCHInfo






DwPCHInfo,


transmissionDiversityApplied

ENUMERATED {NotApplied(0),Applied(1)}
OPTIONAL

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_AckNack_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To Confirm CPHY_HS_SICH_AckNack_REQ 

	Type Definition

	SEQUENCE{


cellId

INTEGER(0..63)

} 


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_AckNack_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To request for Start or Stop of reporting Ack/Nack received on the SICH for the HARQ process hARQProcessId.

At the SS initialization reporting of Ack/Nack is in "STOP" state

	Type Definition

	SEQUENCE{


cellId




INTEGER(0..63),


ratType




RatType,


ackNackReportReq

AckNackReportReq,


hARQProcessId


INTEGER(0..7)

} 


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_AckNack_IND 

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

SS reports the HARQ-ACK information received on HS_DPCCH,

each received Ack/Nack generates a CPHY_HS_DPCCH_AckNack_IND

	Type Definition

	SEQUENCE

{


cellId



INTEGER(0..63),


ratType



RatType,


hARQ_ACKInfo

ENUMERATED {ack(0), nack (1)},


hARQProcessId

INTEGER(0..7)

} 


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_CQI_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later.

To Confirm CPHY_HS_SICH_CQI_REQ 

	Type Definition

	SEQUENCE{


cellId

INTEGER(0..63)

} 


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_CQI_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later.

To enable the SS to start reporting N times of the CQI value received on the HS-SICH. At the SS initialization reporting of CQI values is disabled 

	Type Definition

	SEQUENCE{


cellId




INTEGER(0..63),


ratType




RatType,


cQIReport



ENUMERATED {startRep (0),stopRep (1) }

} 


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_SICH_CQI_IND

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later.

SS generates the indication when the CQI information is received on HS_SICH after invocation of ASP CPHY_HS_SICH_CQI_REQ.

This ASP is used for verifying whether the UE has configured the HS-DSCH and starts reception of HS-DSCH. (TS 25.331 cl.8.6.6.34) 

	Type Definition

	SEQUENCE {


cellId




INTEGER(0..63),


ratType




RatType,


rMS





ENUMERATED {qPSK (0),16QAM (1) },

rTB





INTEGER(0..63)

} 


	Type Name
	CMAC_MAChs_TFRCconfigure_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To configure the TFRC selection in the MAC-hs entity

If explicitlyConfigured is selected in tfrcConfigMode, the SS shall use all the parameter values specified to configure a correct transport format and radio resources.

If sS_Configured is selected, the parameter value range is specified. SS shall dynamically select the suitable values for the parameters“modulationScheme”, “dLTimeslotandCode”, “noOfChannelisationCodes “, tbSizeIndexOnHS_SCCH”, “redundancyVersion” and “hs_PDSCH_TxPower” according to UE's capability category and CQI information reported by the UE.

MaxnoofDLtsLCR=6

	Type Definition

	SEQUENCE
{


cellId



INTEGER(-1..63),


tfrcConfigMode

CHOICE {



explicitlyConfigured


SEQUENCE {




modulationScheme



ModulationScheme,



noOfTimeSlots





B5,



noOfCodesPerTimeslot


INTEGER (0..16),




tbSizeIndexOnHS_SCCH


INTEGER (0..63),




redundancyVersion



INTEGER (0..7),




hs_PDSCH_TxPower



DL_TxPower
-- default offset related















-- to p-PCCPCH








},



sS_Configured

SEQUENCE {




numofTimeslots




INTEGER (0..6),




numofCodesPerTimeslot


INTEGER (0..16),




iniHS_PDSCH_TxPower



DL_TxPower
-- default offset related















-- to p-PCCPCH










}
}

}


<End of modified section>
<Begin of modified section>
7.3.2.3.2
Specific IE definitions

<TEXT SKIPPED…>
	ASN.1  Type Definition

	Type Name
	SS_E_PUCH_Info

	Comment
	Applicable Rel-7 or later for LCR TDD

	Type Definition

	SEQUENCE
{


LTGI_Presence




BOOLEAN,


e_TFCS_Info





E_TFCS_Info, 


snpl_ReportType




ENUMERATED {type1(0), type2(1)},


prxBASEdes





INTEGER (-112..-50 ), 


beaconPLEst





BOOLEAN OPTIONAL, 


tpc_StepSize




TPC_StepSizeTDD, 


pebase_PowerControlGAP


PowerControlGAP OPTIONAL, 


ul_SynchronisationParameters
UL_SynchronisationParameters_r4 OPTIONAL, 


minimum_Allowed_Code_Rate

INTEGER (0..63 ), 


maximum_Allowed_Code_Rate

INTEGER (0..63 ), 


maximumNumOfRetransSchedInfo
INTEGER (0..15 ), 


retransTimerForSchedInfo 
ENUMERATED {ms10(0), ms15(1), ms20(2), ms25(3), ms30(4),









ms35(5), ms40(6), ms45(7), ms50(8), ms55(9), ms60(10), 









ms65(11), ms70(12), ms75(13), ms80(14), ms85(15), 









ms90(16), ms95(17), ms100(18), ms110(19), ms120(20), 









ms140(21), ms160(22), ms200(23), ms240(24), ms280(25), 









ms320(26), ms400(27), ms480(28), ms560(29)},


powerOffsetForSchedInfo

INTEGER (0..6 ) OPTIONAL,


e_DCH_phyLayCategory

INTEGER (1..6 ) OPTIONAL,

e_PUCH_TS_Information_per_UARFCN





SEQUENCE
(SIZE (1..maxTS_LCR_1 ) ) OF SS_E_PUCH_Timeslot_Info








,


carrier_Frequency


UARFCN OPTIONAL

}


	ASN.1  Type Definition

	Type Name
	SS_E_PUCH_Timeslot_Info

	Comment
	Applicable Rel-7 or later for LCR TDD

	Type Definition

	SEQUENCE
{


timeslotNumber


TimeslotNumber_LCR_r4,


midambleAllocationMode
CHOICE


{



defaultMidamble

NULL,



ueSpecificMidamble
INTEGER (0..15 )


},


midambleConfiguration
INTEGER (1..8 ),


channelisation_Code

UL_TS_ChannelisationCode

}


<End of modified section>
<Begin of modified section>
8.3.14
Configuration of Cell_Four_DTCH_CS_PS, Cell_Four_DTCH_PS_CS

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clauses 6.10.2.4.1.40. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

Table 28: Uplink configuration of Cell_Four_DTCH_CS_PS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	tsc_UL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	tsc_UL_DCH4

(4)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 29: Downlink configuration of Cell_Four_DTCH_CS_PS, Cell_Four_DTCH_PS_CS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	Tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


8.3.14a
Configuration of Cell_Five_DTCH_CS_PS
The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.1.67. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.

Table xx: Uplink configuration of Cell_Five_DTCH_CS_PS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	tsc_RB22 (22)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	tsc_UL_DTCH4

(10)
	tsc_UL_DTCH5
(13)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	tsc_UL_DCH4

(4)
	tsc_UL_DCH5
(5)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of Cell_Five_DTCH_CS_PS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB20

(20)
	tsc_RB22 (22)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	tsc_UL_DTCH5
(11)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	Tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	tsc_DL_DCH5
(10)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.3.21
Configuration of PS Cell_DCH_2AM_PS

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clauses 6.10.2.4.1.26 and 6.10.2.4.1.57. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 with 2 AM RAB and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to MAC and RAB test cases.

Table 40: Uplink configuration of Cell_DCH_2AM_PS

	RB Identity
	tsc_RB20

(20)
	tsc_RB22

(22)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	
	

	RLC mode
	AM
	AM
	
	

	TrCH Type
	DCH
	
	

	TrCH identity 
	 tsc_UL_DCH1

(1)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity 
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 41: Downlink configuration of Cell_DCH_2AM_PS

	RB Identity
	tsc_RB20

(20)
	tsc_RB22

(22)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	
	

	RLC mode
	AM
	AM
	
	

	MAC priority
	1
	1
	
	

	TrCH Type
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


8.3.21a
Configuration of Cell_DCH_3AM_PS

The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.1.70. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.

Table xx: Uplink configuration of Cell_DCH_3AM_PS

	RB Identity
	tsc_RB20

(20)
	tsc_RB22

(22)
	tsc_RB24 
(24)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3
(9)
	
	

	RLC mode
	AM
	AM
	AM
	
	

	TrCH Type
	DCH
	
	

	TrCH identity 
	 tsc_UL_DCH1

(1)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity 
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of Cell_DCH_3AM_PS

	RB Identity
	tsc_RB20

(20)
	tsc_RB22

(22)
	tsc_RB24 
(24)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3
(9)
	
	

	RLC mode
	AM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	
	

	TrCH Type
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.3.32
Configuration of Cell_DCH_HS_DSCH (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.5.1 or 6.10.2.4.5.2. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to those RRC and NAS signalling tests in the DCH state where a PS RAB on DTCH mapped on HS-DSCH is setup for the interactive or background service class.

Table 59: Uplink configuration of Cell_DCH_HS_DSCH

	RB Identity
	tsc_RB25

(25)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	
	

	RLC mode
	AM
	
	

	TrCH Type
	DCH
	
	

	TrCH identity
	tsc_UL_DCH1

(1)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity 
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 60: Downlink configuration of Cell_DCH_HS_DSCH

	RB Identity
	tsc_RB25

(25)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	
	

	RLC mode
	AM
	
	

	MAC priority
	8
	
	

	TrCH Type
	HS-DSCH
	
	

	TrCH identity /QueueID
	0
	
	

	PhyCh Type
	PDSCH
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1 

(26)
	tsc_S_CCPCH1

(5)


8.3.32a
Configuration of Cell_DCH_E_DPCH_PS
The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.7.8. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [xx], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.
Table xx: Uplink configuration of Cell_DCH_E_DPCH_PS
	RB Identity
	tsc_RB25

(25)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	
	

	RLC mode
	AM
	
	

	TrCH Type
	E-DCH
	
	

	TrCH identity/Mac-d Flow Id
	2
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity 
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of PS Cell_DCH_E_DPCH_PS
	RB Identity
	tsc_RB25
(25)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	
	

	RLC mode
	AM
	
	

	MAC priority
	1
	
	

	TrCH Type
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.3.39
Configuration of PS Cell_DCH_2AM_HS_DSCH (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clauses 6.10.2.4.1.26 and 6.10.2.4.1.57. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 with 2 AM RAB and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to MAC and RAB test cases.

Table 71: Uplink configuration of Cell_DCH_2AM_HS_DSCH
	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	
	

	RLC mode
	AM
	AM
	
	

	TrCH Type
	DCH
	DCH
	
	

	TrCH identity 
	 tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity 
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 72: Downlink configuration of Cell_DCH_2AM_HS_DSCH
	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	
	

	RLC mode
	AM
	AM
	
	

	MAC priority
	8
	8
	
	

	TrCH Type
	HS-DSCH
	HS-DSCH
	
	

	TrCH identity /QueueID
	0
	1
	
	

	PhyCh Type
	PDSCH


	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1 

(26)
	tsc_S_CCPCH1

(5)


8.3.39a
Configuration of Cell_DCH_2AM_E_DPCH
The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.7.12. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.
Table xx: Uplink configuration of Cell_DCH_2AM_E_DPCH
	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	
	

	RLC mode
	AM
	AM
	
	

	TrCH Type
	E-DCH
	
	

	TrCH identity/Mac-d Flow Id
	2
	3
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity 
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of PS Cell_DCH_2AM_E_DPCH
	RB Identity
	tsc_RB25
(25)
	tsc_RB17

(17)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2
(8)
	
	

	RLC mode
	AM
	AM
	
	

	MAC priority
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2
(7)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity 
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.3.41
Configuration of Cell_Five_DTCH_CS_HS (Rel-5 or later)

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clauses 6.10.2.4.5.7. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1. The configuration is applied to RB tests.

Table 74: Uplink configuration of Cell_Five_DTCH_CS_HS and Cell_Five_DTCH_CS_HS

	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH except TrCH Identity is tsc_UL_DCH6

(21)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	tsc_UL_DTCH4

(10)
	tsc_UL_DTCH5

(13)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	tsc_UL_DCH4

(4)
	tsc_UL_DCH5

(5)
	
	

	PhyCh Type
	DPDCH
	PRACH

	PhyCH identity
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table 75: Downlink configuration of PS Cell_Five_DTCH_HS_CS and Cell_Five_DTCH_CS_HS

	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH4

(10)
	tsc_DL_DTCH5

(11)
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	
	

	RLC mode
	AM
	AM
	TM
	TM
	TM
	
	

	MAC priority
	8
	8
	1
	1
	1
	
	

	TrCH Type
	HS_DSCH
	HS_DSCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	N/A
	N/A
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	tsc_DL_DCH3

(8)
	
	

	PhyCh Type
	HS-PDSCH
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_HSPDSCH

(18)
	tsc_DL_DPCH1

(26)
	tsc_S_CCPCH1

(5)


8.3.41a
Configuration of Cell_FiveDTCH_E_DPCH
The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.7.15. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.
Table xx: Uplink configuration of Cell_FiveDTCH_E_DPCH

	RB Identity
	tsc_RB25

(25)
	tsc_RB17

(17)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH4

(10)
	tsc_UL_DTCH5

(13)
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	
	

	RLC mode
	AM
	AM
	TM
	TM
	TM
	
	

	TrCH Type
	E-DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity/Mac-d Flow Id
	2
	3
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of PS Cell_FiveDTCH_E_DPCH
	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB25

(25)
	tsc_RB17

(17)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	tsc_UL_DTCH5

(13)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	Tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	tsc_DL_DCH5

(10)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.3.45
Configuration of PS Cell_Four_DTCH_E_HS_CS and Cell_Four_DTCH_CS_E_HS (Rel-6 or later)

The configuration is based on 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.6.4. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [Error! Reference source not found.], clause 6.10.2.4.4.1.1.1.

The configuration is applied to RRC signalling tests in the DCH state where a PS RAB is setup for the interactive or background service class:

-
PS RAB on DTCH is mapped on E-DCH in uplink and HS-DSCH in downlink.
-
CS RAB on DTCH are mapped on DCH in uplink and downlink.
-
Uplink SRBs on DCCH are mapped on DCH.
-
Downlink SRBs on DCCH are mapped on DCH.
The downlink configuration is same as in clause 8.3.36 Cell_Four_DTCH_HS_CS and Cell_Four_DTCH_CS_HS.

Table 79: Uplink configuration of Cell_Four_DTCH_E_HS_CS and Cell_Four_DTCH_CS_E_HS

	RB Identity
	tsc_RB25

(25)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_UL_DTCH4

(10)
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	
	

	RLC mode
	AM
	TM
	TM
	TM
	
	

	MAC priority
	
	1
	1
	1
	
	

	TrCH Type
	E-DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity / Mac-d Flow Id
	2
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


8.3.45a
Configuration of Cell_FourDTCH_E_DPCH
The configuration is based on 3GPP TS 34.108 [xx], clauses 6.11.5.4.7.13. The RB0/UM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.3.2.1.2 and RB0/TM-CCCH is referred to 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1. 
The configuration is applied to LCR TDD RB tests.
Table xx: Uplink configuration of Cell_FourDTCH_E_DPCH

	RB Identity
	tsc_RB25

(25)
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	Same as uplink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as uplink configuration of Cell_DCH_StandAloneSRB on PRACH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity
	tsc_UL_DTCH4
(10)
	tsc_UL_DTCH1

(7)
	tsc_UL_DTCH2

(8)
	tsc_UL_DTCH3

(9)
	
	

	RLC mode
	AM
	TM
	TM
	TM
	
	

	TrCH Type
	E-DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity/Mac-d Flow Id
	2
	tsc_UL_DCH1

(1)
	tsc_UL_DCH2

(2)
	tsc_UL_DCH3

(3)
	
	

	PhyCh Type
	E-DPDCH
	DPDCH
	PRACH

	PhyCH identity
	tsc_E_DPCH

(22)
	tsc_UL_DPCH1

(20)
	tsc_PRACH1

(8)


Table xx: Downlink configuration of PS Cell_FourDTCH_E_DPCH
	RB Identity
	tsc_RB10

(10)
	tsc_RB11

(11)
	tsc_RB12

(12)
	tsc_RB25
(25)
	Same as downlink configuration of Cell_DCH_StandAloneSRB on DPCH
	Same as downlink configuration of Cell_DCH_StandAloneSRB on sCCPCH

	LogCh Type
	DTCH
	DTCH
	DTCH
	DTCH
	
	

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_DTCH2

(8)
	tsc_DL_DTCH3

(9)
	tsc_DL_DTCH4

(10)
	
	

	RLC mode
	TM
	TM
	TM
	AM
	
	

	MAC priority
	1
	1
	1
	1
	
	

	TrCH Type
	DCH
	DCH
	DCH
	DCH
	
	

	TrCH identity 
	tsc_DL_DCH1

(6)
	tsc_DL_DCH2

(7)
	Tsc_DL_DCH3

(8)
	tsc_DL_DCH4

(9)
	
	

	PhyCh Type
	DPCH
	Secondary CCPCH

	PhyCH identity
	tsc_DL_DPCH1

(20)
	tsc_S_CCPCH1

(5)


<End of modified section>

<Begin of modified section>
8.10.1
Mapping of Quality of service and AT command for HSPA DL testing

Table 26 defines the encoding of  the Maximum bit rate for downlink IE in QoS and the corresponding encoding in the AT command.

Table 26: Test QoS in HSPA DL test cases (Rel-5 or later)

	UE HS-DSCH Category
	Min inter-TTI interval (TTI=2ms)
	Max number of bits of an HS-DSCH TB received within an HS-DSCH TTI (NOTE 1)
	Max number of MAC-d PDUs in a single MAC-hs PDU with RLC payload size 640 bits (NOTE 2)
	Max bit rate (kbps)
	Max bit rate for DL QoS (Octetstring)
	AT command for Max bit rate of DL QoS (IA5string)

	1, 2
	3
	7298
	11
	1173
	89
	1152

	3, 4
	2
	7298
	11
	1760
	92
	1728

	5, 6
	1
	7298
	11
	3520
	AE
	3520

	7, 8
	1
	14411
	21
	6720
	E0
	6720

	9
	1
	20251
	30
	9600
	FE (octet 9)

0A (octet 15)
	9600

	10
	1
	27952
	42
	13440
	FE (octet 9)

30 (octet 15)
	13400

	11
	2
	3630
	5
	800
	83
	768

	12
	1
	3630
	5
	1600
	90
	1600

	13,

17(64QAM)
	1
	34800
	53
	16960
	FE (octet 9)

4A (octet 15)
	16000

	14,

18(64QAM)
	1
	42196
	64
	20480
	FE (octet 9)

4E (octet 15)
	20000

	15
	1
	23370
	35
	11200
	FE (octet 9)

1A (octet 15)
	11200

	16
	1
	27952
	42
	13440
	FE (octet 9)

30 (octet 15)
	13400

	17(MIMO)

(NOTE 3)
	1
	23370
	70
	22400
	FE (octet 9)

50 (octet 15)
	22000

	18(MIMO)

(NOTE 3)
	1
	27952
	84
	26880
	FE (octet 9)

54 (octet 15)
	26000

	19
	1
	35280
	53
	16960
	FE (octet 9)

4a (octet 15)
	16000

	20
	1
	42192
	64
	20480
	FE (octet 9)

4E (octet 15)
	20000

	19(MIMO)

(NOTE 3)
	1
	35280
	106
	33920
	FE (octet 9)

5B (octet 15)
	33000

	20(MIMO)

(NOTE 3)
	1
	42192
	128
	40960
	FE (octet 9)

62 (octet 15)
	40000

	21(DC-HSDPA) 

(NOTE 3)
	1
	23370
	70
	22400
	FE (octet 9)

50 (octet 15)
	22000

	22(DC-HSDPA) 

(NOTE 3)
	1
	27952
	84
	26880
	FE (octet 9)

54 (octet 15)
	26000

	23(DC-HSDPA) 

(NOTE 3)
	1
	35280
	106
	33920
	FE (octet 9)

5B (octet 15)
	33000

	24(DC-HSDPA) 

(NOTE 3)
	1
	42192
	128
	40960
	FE (octet 9)

62 (octet 15)
	40000


NOTE 1:
Refer to 3GPP TS 25.306 [16a] Table 5.1a.
NOTE 2:
The maximum number of single-sized MAC-d PDUs in a single MAC-hs PDU is calculated with the formula:
-
Max number MAC-d PDU = DIV ((MAX TB size - MAC-hs header fixed part), MAC-d PDU size)

-
where MAC-d PDU size = 640 + 16 = 656
-
MAC-hs header fixed part = Length of MAC-hs fixed header (VF + Queue Id + TSN) + Length of MAC-hs flexible header (SID + N + F) = 21 bits

Example of calculation for category 1:
Max number MAC-d PDU = DIV( (7298-21) , 656) = 11

NOTE 3
Example of calculation for MIMO and DC-HSDPA:
When MIMO or dual cell operation is configured, this parameter defines the maximum number of of bits  that the UE is capable of receiving per transport block per DS-DSCH.
The maximum number of single-sized MAC-d PDUs in a single MAC-ehs PDU is calculated with the formula:
-
Max number MAC-d PDU = DIV ((MAX TB size - MAC-ehs header fixed part), MAC-d PDU size) * 2 

-
where MAC-d PDU size = 640 + 16 = 656
-
MAC-ehs header fixed part = Length of  one MAC-ehs fixed header (LCH-ID + L + TSN + SI + F) = 24 bits

Example of calculation for category 17:
Max number MAC-d PDU = DIV( (23370-24) , 656)*2 = 70

8.10.1a
Mapping of Quality of service and AT command for LCR TDD HSPA DL testing
Table 27 defines the encoding of  the Maximum bit rate for downlink IE in QoS and the corresponding encoding in the AT command for LCR TDD.

Table 27: Test QoS in HSPA DL test cases for LCR TDD (Rel-5 or later)
	UE HS-DSCH Category
	Max number of bits of an HS-DSCH TB received within an HS-DSCH TTI
(NOTE 1)
	Max number of MAC-d PDUs in a single MAC-hs PDU with RLC payload size 640 bits 
(NOTE 2)
	Max bit rate (kbps)
	Max bit rate for DL QoS (Octetstring)
	AT command for Max bit rate of DL QoS (IA5string)

	1
	2788
	4
	512
	78
	512

	2
	2788
	4
	512
	78
	512

	3
	2788
	4
	512
	78
	512

	4
	5600
	8
	1024
	87
	1024

	5
	5600
	8
	1024
	87
	1024

	6
	5600
	8
	1024
	87
	1024

	7
	8416
	12
	1536
	8F
	1536

	8
	8416
	12
	1536
	8F
	1536

	9
	8416
	12
	1536
	8F
	1536

	10
	11226
	17
	2176
	99
	2176

	11
	11226
	17
	2176
	99
	2176

	12
	11226
	17
	2176
	99
	2176

	13
	14043
	21
	2688
	A1
	2688

	14
	14043
	21
	2688
	A1
	2688

	15
	14043
	21
	2688
	A1
	2688

	16
	12636
	19
	2432
	9D
	2432

	17
	12636
	19
	2432
	9D
	2432

	18
	12636
	19
	2432
	9D
	2432

	19
	16856
	25
	3200
	A9
	3200

	20
	16856
	25
	3200
	A9
	3200

	21
	16856
	25
	3200
	A9
	3200

	22
	21076
	32
	4096
	B7
	4096

	23
	21076
	32
	4096
	B7
	4096

	24
	21076
	32
	4096
	B7
	4096

	25
	12636
	19
	2432
	9D
	2432

	25(MIMO) (Note 3)
	8416
	24
	3072
	A7
	3072

	26
	16856
	25
	3200
	A9
	3200

	26(MIMO) (Note 3)
	11226
	34
	4352
	BB
	4352

	27
	21076
	32
	4096
	B7
	4096

	27(MIMO) (Note 3)
	14043
	42
	5376
	CB
	5376

	28
	12636
	19
	2432
	9D
	2432

	28(MIMO) (Note 3)
	12636
	38
	4864
	C3
	4864

	29
	16856
	25
	3200
	A9
	3200

	29(MIMO) (Note 3)
	16856
	50
	6400
	DB
	6400

	29
	21076
	32
	4096
	B7
	4096

	30(MIMO) (Note 3)
	21076
	64
	8192
	F7
	8192


NOTE 1:
Refer to 3GPP TS 25.306[16a] Table 5.1c.
NOTE 2:
The maximum number of single-sized MAC-d PDUs in a single MAC-hs PDU is calculated with the formula:

Max number MAC-d PDU = DIV ((MAX TB size - MAC-hs header fixed part), MAC-d PDU size), where 
MAC-d PDU size = 640 + 16 = 656 bits
MAC-hs header fixed part = Length of MAC-hs fixed header (VF + Queue Id + TSN) +                            Length of MAC-hs flexible header (SID + N + F) = 21 bits.

Example of calculation for category 1: Max number MAC-d PDU = DIV( (2788-21) , (640+16) = 4.

NOTE 3:
When MIMO operation is configured, the maximum number of single-sized MAC-d PDUs in a single MAC-ehs PDU is calculated with the formula:
Max number MAC-d PDU = DIV ((MAX TB size - MAC-ehs header fixed part), MAC-d PDU size) * 2 

where MAC-d PDU size = 640 + 16 = 656
MAC-ehs header fixed part = Length of  one MAC-ehs fixed header (LCH-ID + L + TSN + SI + F) = 24 bits

Example calculation for category 30: Max number MAC-d PDU = DIV( (21076-24) , 656)*2 = 64.

8.10.2
Mapping of Quality of service and AT command for HSPA UL testing

Table 3 defines the encoding of  the Maximum bit rate for uplink IE in QoS and the corresponding encoding in the AT command.

Table 3: Test QoS in HSPA UL test cases (Rel-6 or later)

	UE E-DCH Category
	Max number of bits of an E-DCH TB transmitted within an E-DCH TTI

(NOTE 1)
	TTI

(NOTE3)
	Max number of MAC-d PDUs in a single MAC-e/es PDU with RLC paylaod size 320 bits (NOTE 2) 
	Max bit rate (kbps)
	Max bit rate for UL QoS (Octetstring)
	AT command for Max bit rate of UL QoS (IA5string)

	1
	7110
	10ms
	21
	672
	81
	640

	2
	2798
	2ms
	8
	1280
	8B
	1280

	2
	2798
	10ms
	8
	256
	58
	256

	3
	14484
	10ms
	43
	1376
	8C
	1344

	4
	5772
	2ms
	17
	2720
	A1
	2688

	4
	5772
	10ms
	17
	544
	7C
	544

	5
	20000
	10ms
	59
	1888
	94
	1856

	6
	11484
	2ms
	34
	5440
	CC
	5440

	6
	11484
	10ms
	34
	1088
	88
	1088

	7
	22996
	2ms
	68
	10880
	FE (octet 8)

16 (octet 17)
	10800

	7
	22996
	10ms
	68
	2176
	55
	2176


NOTE 1:
Refer to 3GPP TS 25.306 [16a] Table 5.1g.
NOTE 2:
The maximum number of MAC-d PDUs in a single MAC-e PDU containing a single MAC-es PDU is calculated with the formula:
-
Max number MAC-d PDU = DIV ((MAX TB size - Length of MAC-e/es fixed header (DDI+N+TSN)), MAC-d PDU size)

Example of calculation for category 1:
Max number MAC-d PDU = DIV((7110 - 18), (320+16)) = 21 

NOTE 3:
TTI=2ms is preferred for the test unless specified differenlty in TS 34.123-1[1].
8.10.2a
Mapping of Quality of service and AT command for LCR TDD HSPA UL testing

Table 29 defines the encoding of  the Maximum bit rate for uplink IE in QoS and the corresponding encoding in the AT command.

Table 29: Test QoS in HSPA UL LCR TDD test cases (Rel-6 or later)

	UE E-DCH Category
	Max number of bits of an E-DCH TB transmitted within an E-DCH TTI

(NOTE 1)
	Max number of MAC-d PDUs in a single MAC-e/es PDU with RLC paylaod size 320 bits 
(NOTE 2)
	Max bit rate (kbps)
	Max bit rate for UL QoS (Octetstring)
	AT command for Max bit rate of UL QoS (IA5string)

	1
	2754
	8
	512
	78
	512

	2
	4162
	12
	768
	83
	768

	3
	5532
	16
	1024
	87
	1024

	4
	8348
	24
	1536
	8F
	1536

	5
	11160
	33
	2112
	98
	2112

	6
	11160
	33
	2112
	98
	2112


NOTE 1:
See 3GPP TS 25.306 [16a] Table 5.1m.

NOTE 2: The maximum number of MAC-d PDUs in a single MAC-e PDU containing a single MAC-es PDU is calculated with the formula:

Max number MAC-d PDU = DIV ((MAX TB size - Length of MAC-e/es fixed header), MAC-d PDU size)

where, MAC-d PDU size = 320 + 16 = 336 bits
Length of MAC-e/es fixed header = DDI+N+TSN = 18 bits

Example of calculation for category 1: Max number MAC-d PDU = DIV((2754 - 18), (336)) = 8.

<End of modified section>
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