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1
Introduction

In this document, we propose to add 1 new test case for CS fallback.

2
Proposal
We suggest to add the new test cases for CS fallback in section 13.1:

	13 Multi-layer Procedures
	
	
	
	
	
	
	

	13.1 Call setup
	
	
	
	
	
	
	

	
	36.523-1
	13.1.1
	Rel-8
	Activation and deactivation of additional packet radio bearer in E-UTRA
	To verify the correct UE signalling behaviour (AS and NAS) and data transfer when a further radio bearer is added and removed again
	ZTE, NEC
	
	100%
	R5-095131r2

R5-096472
	Might be covered by the radio bearer test cases

	
	36.523-1
	13.1.2
	Rel-8
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call
	CS fallback scenario including

- extended service request

- RRC connection release with redirection to UTRAN

- CS call setup in UTRAN
	NEC
	
	0%
	
	

	
	36.523-1
	13.1.3
	Rel-8
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call
	CS fallback scenario including

- running data service on E-UTRAN

- extended service request

- redirection

- CS call setup in UTRAN

- continuation of data service on UTRAN
	Qualcomm
	
	100%
	R5-101169
R5-103838
	

	
	36.523-1
	13.1.4
	Rel-8
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover / MT call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in UTRAN
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.5
	Rel-8
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with handover / MO call
	CS fallback scenario including

- running data service on E-UTRAN

- extended service request

- IRAT HO

- CS call setup in UTRAN

- continuation of data service on UTRAN
	NTT DOCOMO
	
	100%
	R5-103836
	

	
	36.523-1
	13.1.6
	Rel-8
	Emergency call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover
	TBD
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.7
	Rel-8
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	CS fallback scenario including

- extended service request

- redirection

- CS call setup in GSM
	Samsung, ZTE, Panasonic, Nokia
	
	100%
	R5-103873
	

	
	36.523-1
	13.1.8
	Rel-8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	CS fallback scenario including

- extended service request

- connection release with redirection

- CS call setup in GSM
	Qualcomm
	
	100%
	R5-103844r1
	

	
	36.523-1
	13.1.9
	Rel-8
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with CCO without NACC / MO call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in GSM
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.10
	Rel-8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with CCO without NACC / MT call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in GSM

- PS bearers are not continued
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.11
	Rel-8
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM not supported / MT call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in GSM

Enhanced CS establishment in DTM is not supported either by the UE or the network.
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.12
	Rel-8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with PSHO / EDTM not supported / MO call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in GSM

Enhanced CS establishment in DTM is not supported either by the UE or the network.
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.13
	Rel-8
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM supported / MT call
	CS fallback scenario including

- extended service request

- IRAT HO

- CS call setup in GSM

Enhanced CS establishment in DTM is supported by the UE and the network.
	Samsung
	
	0%
	
	See 44.018 clause 3.6.1 and 44.060 clause 8.9

	
	36.523-1
	13.1.14
	Rel-8
	CS fallback / Abnormal cases / Timer T3317ext expiry
	FFS
	Samsung
	
	0%
	
	

	
	36.523-1
	13.1.x
	Rel-8
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MT call / UTRAN cell is barred
	CS fallback scenario including
- extended service request

- redirection
- the UE responds to paging message, although UTRAN cell is barred
	NTT DOCOMO
	
	0%
	
	


3
Conclusion

We propose to update the LTE SIG work plan according to the 1 proposal above.
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