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4.9.3
Default settings for the Elementary Files (EFs)

The format and coding of elementary files of the USIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.102 [33]. Those of the ISIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.103 [45]. 

The settings of the elementary files at the MF and USIM ADF (Application DF) level resp. the ISIM ADF (Application DF) level are the same as section 8.3 in 3GPP TS 34.108 [5] resp. section 4.2 in 3GPP TS 34.229-1 Annex E [46] and 3GPP TS 34.229-3 Annex B.1 [47] with the exceptions listed below. Note that some files may be updated by the UE based on information received from the SS.
Modified contents of the EFs at the USIM ADF (application DF) level
EFEPSLOCI (EPS location information)

File size:
18 Bytes

Default values:
Bytes 1 to 12 (HEX):
FF FF FF FF FF FF FF FF FF FF FF FF(GUTI)


Bytes 13 to 17 (HEX):
42 F6 18 FF FE (Last visited registered TAI)


Byte 18 (BIN):
00000001 (EPS update status = "not updated")

Bytes 13 to 17: TAI-MCC = 246 (bytes 13 to 14) and TAI-MNC = 81 (byte 15) are frequently used. The TAC (bytes 16 to 17) is set to "FF FE" since this, in conjunction with byte 18 setting of "01", is used to ensure that the UE performs Attach at the beginning of a test.

Bytes in this file (e.g. GUTI in bytes 1 to 12) may be updated as a result of a tracking area update attempt by the UE.

EFEPSNSC (EPS NAS Security Context)

The programming of this EF follows default parameter written in 3GPP TS 31.102 [23], annex E.
EFUST (USIM Service Table):

	Services
	
	Activated
	Version

	Service n°15:
	Cell Broadcast Message Identifier 
	Optional
	

	Service n°16:
	Cell Broadcast Message Identifier Ranges 
	Optional
	

	Service n°85
	EPS Mobility Management Information
	Yes
	

	Service n°87
	Call control on EPS PDN connection by USIM
	No
	


Modified contents of the EFs at the ISIM ADF (application DF) level
Note that the following default settings are recommendations only and shall be harmonized with those defined as PIXIT values in 3GPP TS 34.229-3 Annex B.1 [47].   
EFIMPI (IMS private user identity)

File size:
32 Bytes

Default values:
Bytes 1 to 32 (HEX):
80 15 49 53 49 4D 2D 70 72 69 76 61 74 65 40 33



67 70 70 2E 6F 72 67 FF FF FF FF FF FF FF FF FF
The interpretation of the default values reads as "ISIM-private@3gpp.org". 
EFDOMAIN (Home Network Domain Name)

File size:
32 Bytes

Default values:
Bytes 1 to 32 (HEX):
80 08 33 67 70 70 2E 6F 72 67 FF FF FF FF FF FF



FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF
The interpretation of the default values reads as "3gpp.org".
EFIMPU (IMS public user identity)

Record size:
32 Bytes
Record count:
3
Default values:
Bytes 1 to 32 (HEX):
80 18 73 69 70 3A 2B 31 39 30 38 35 35 34 33 32



31 40 33 67 70 70 2E 6F 72 67 FF FF FF FF FF FF
The interpretation of the default values in each record reads as "sip:+1908554321@3gpp.org ".
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