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A.4.4
Additional information

Table A.10: Reference Measurement Channels

	Item
	Reference Measurement Channels
	Ref.
	Release
	Comments

	1
	Up-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.2.1
	R99
	Mandatory for all terminals

	2
	Down-link reference measurement channel 12.2 kbps (FDD)
	25.101, A.3.1
	R99
	Mandatory for all terminals

	3
	Up-link reference measurement channel 64 kbps (FDD)
	25.101, A.2.2
	R99
	

	4
	Down-link reference measurement channel 64 kbps (FDD)
	25.101, A.3.2
	R99
	

	5
	Up-link reference measurement channel 144 kbps (FDD)
	25.101, A.2.3
	R99
	

	6
	Down-link reference measurement channel 144 kbps (FDD)
	25.101, A.3.3
	R99
	

	7
	Up-link reference measurement channel 384 kbps (FDD)
	25.101, A.2.4
	R99
	

	8
	Down-link reference measurement channel 384 kbps (FDD)
	25.101, A.3.4
	R99
	

	9
	Up-link reference measurement channel 768 kbps (FDD)
	25.101, A.2.5
	R99
	

	10
	Down-link reference measurement channel 2 64 kbps (FDD)
	25.101, A.3.5
	Rel-6
	


Table A.11: Additional capabilities
	Item
	Capability
	Ref.
	Release
	Value (Note 1)
	Comments

	
	
	
	
	Allowed
	Supported
	

	1
	Enhanced performance requirements type 1 for HSDPA
	25.101, 9
	Rel-6
	34.121-1, 4
	
	This type of UE has to execute also the tests for normal HSDPA UEs.

	2
	Enhanced performance requirements type 2
	25.101, 9
	Rel-6
	34.121-1, 4
	
	This type of UE has to execute also the tests for normal HSDPA UEs.

	3
	Enhanced performance requirements type 3
	25.101, 9
	Rel-7
	34.121-1, 4
	
	This type of UE has to execute also the tests for normal HSDPA UEs.

	4
	Enhanced performance requirements type 1 for E-DCH
	25.101, 10
	Rel-7
	34.121-1, 4
	
	This type of UE has to execute also the tests for normal E-DCH UEs.

	5
	Enhanced performance requirements type 1 for MBMS
	25.101, 11
	Rel-7
	34.121-1, 4
	
	

	6
	Enhanced performance requirements Type 3i
	25.101, 9
	Rel-8
	34.121-1, 4
	
	This type of UE has to execute also the tests for normal HSDPA UEs.

	7
	Enhanced performance requirements Type1 for DCH
	25.101, 8
	Rel-7
	34.121-1, 4
	
	

	Note 1:
The capabilites can be supported on a single or multiple band(s) - the UE supplier shall indicate in the column "Supported" the band(s) on which the capability is supported allowing for the applicable TCs to be run on the specified band(s).


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Table A.12: Additional information

	Item
	Additional Information
	Ref.
	Release
	Comments

	1
	UE without vibration sensitive components
	25.101, D.2.3
	R99
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