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8.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.8.1.4.3-1: Common Exception messages for E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-6
Table H.3.1-7


Table 8.8.1.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.8.1.4.3-3: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-ThresholdGERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.1.4.3-4: MeasResults: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   }
	 
	
	

	   measResultNeighCells CHOICE {
	 
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	 
	
	

	}
	 
	
	


Table 8.6.1.4.3-5: MeasResultListGERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }
	
	 
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  measResult SEQUENCE {
	
	
	

	    rssi
	
	Set according to specific test 
	

	  }
	
	
	

	}
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