Page 1



3GPP TSG-RAN WG5 Meeting #50 
(
R5-110465
Taipei, Taiwan, 21-25 February 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	34.121-2
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification of CQI reporting requirement applicability

	
	

	Source to WG:
(

	Renesas Electronics Europe

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	11/02/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	RAN4 has agreed the clarifications of CQI reporting requirement applicabilities [R4-094857]. Since current single cell CQI test cases are not applicable for DC-HSDPA categories, the applicability of current single cell CQI test cases are limited up to category 20. RAN5 specification 34.121-2 is missing this clarification.

	
	

	Summary of change:
(

	Applicabilities of test cases 9.3.1, 9.3.2, 9.3.3, 9.3.4, 9.3.5 and 9.3.6 have been clarified that they are applicable for UE categories 1 to 20..

	
	

	Consequences if 
(

not approved:
	RAN5 test specification is not inline with RAN4 core specification causing possible misunderstanding in the applicability of single cell CQI test cases.

	
	

	Clauses affected:
(

	4 

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.121-1 [20] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	5.2A
	Maximum Output Power with HS-DPCCH
	Rel-5 only
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.2AA
	Maximum Output Power with HS-DPCCH (Release 6 and later)
	Rel-6
	C_RF24
	UEs supporting FDD and HS-PDSCH and not E-DPDCH

	5.2B
	Maximum Output Power with HS-DPCCH and E-DCH
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	
	Many rows have been skipped here 
	
	
	

	9.3.1
	Reporting of Channel Quality Indicator - Single Link Performance -
AWGN Propagation Conditions
	Rel-5 only
	C_RF40
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 - 8, 11 and 12

	
	
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 - 12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.1A
	Reporting of Channel Quality Indicator - Single Link Performance -
AWGN Propagation Conditions, 64QAM
	Rel-7
	C_RF35
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13, 14 17 and 18

	
	
	Rel-8
	C_RF72
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13, 14, 17, 18, 19 and 20

	9.3.1B
	Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	9.3.2
	Reporting of Channel Quality Indicator - Single Link Performance -
Fading Propagation Conditions
	Rel-5 only
	C_RF40
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 - 8, 11 and 12

	
	
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 -12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.2A
	Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28 

	9.3.2B
	Reporting of Channel Quality Indicator - Single Link Performance -
Fading Propagation Conditions, 64QAM
	Rel-7 only
	C_RF35
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13, 14 17 and 18

	
	
	Rel-8
	C_RF72
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13, 14 ,17, 18, 19 and 20

	9.3.3
	Reporting of Channel Quality Indicator - Open Loop Diversity Performance - AWGN Propagation Conditions
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 -12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.4
	Reporting of Channel Quality Indicator - Open Loop Diversity Performance - Fading Propagation Conditions
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 -12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.5
	Reporting of Channel Quality Indicator - Closed Loop Diversity Performance - AWGN Propagation Conditions
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 -12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.6
	Reporting of Channel Quality Indicator - Closed Loop Diversity Performance - Fading Propagation Conditions
	Rel-6
	C_RFxx
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 1 -12

	
	
	Rel-7
	C_RFyy
	UEs supporting FDD and HS-PDSCH and HSDPA UE categories 13 - 20

	9.3.7A
	Reporting of Channel Quality Indicator - MIMO Single Stream Fading Conditions
	Rel-7
	C_RF38
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15-18

	
	
	Rel-8
	C_RF56
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19 and 20

	9.3.7B
	Reporting of Channel Quality Indicator - MIMO Dual Stream Fading Conditions
	Rel-7
	C_RF38
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15-18

	
	
	Rel-8
	C_RF56
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19 and 20

	9.3.7C
	Reporting of Channel Quality Indicator - MIMO Dual Stream Fading Conditions   – UE categories 19-20
	Rel-8
	C_RF56
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19 and 20

	9.3.7D
	Reporting of Channel Quality Indicator - MIMO Dual Stream Static Orthogonal Conditions - UE categories 15-20
	Rel-8
	C_RF55
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15 to 20

	9.3.7E
	Reporting of Channel Quality Indicator - MIMO Dual Stream Static Orthogonal Conditions - UE categories 19-20
	Rel-8
	C_RF56
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 19 and 20

	9.4.1
	HS-SCCH Detection Performance - Single Link Performance
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.4.1A
	HS-SCCH Detection Performance - Single Link Performance – Enhanced Performance Requirements Type 1
	Rel-6
	C_RF21
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 1.

	
	
	Rel-7
	C_RF61
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 3

	
	
	Rel-8
	C_RF60
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 3i

	9.4.2
	HS-SCCH Detection Performance - Open Loop Diversity Performance
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	9.4.2A
	HS-SCCH Detection Performance - Open Loop Diversity Performance - Enhanced Performance Requirements Type 1
	Rel-6
	C_RF21
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 1 or type 3

	
	
	Rel-7
	C_RF61
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 3

	
	
	Rel-8
	C_RF60
	UEs supporting FDD and HS-PDSCH and Enhanced performance requirements type 3i

	9.4.3
	HS-SCCH Detection Performance - HS-SCCH Type 3 Performance
	Rel-7
	C_RF38
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 15-18

	9.5.1
	HS-SCCH-less demodulation of HS-DSCH
	Rel-7
	C_RF36
	UEs supporting FDD and HS-SCCH-less HS-DSCH

	9.5.1A
	HS-SCCH-less demodulation of HS-DSCH - Enhanced Performance Requirements Type 1
	Rel-7
	C_RF37
	UEs supporting FDD and HS-SCCH-less HS-DSCH and Enhanced performance requirements type 1

	9.6.1
	Single link HS-DSCH Demodulation performance in CELL_FACH state
	Rel-7
	C_RF70
	UEs supporting FDD and HS-PDSCH in CELL_FACH

	9.6.2
	Single link HS-SCCH Detection performance in CELL_FACH state
	Rel-7
	C_RF70
	UEs supporting FDD and HS-PDSCH in CELL_FACH

	10.2.1.1
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.1.1A
	Single link performance (10ms TTI, Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	10.2.1.2
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.2.1.2A
	Single link performance (2ms TTI, Type 1)
	Rel-7
	C_RF33
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI and Enhanced performance requirements type 1

	10.2.2.1.1
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.2.1.1A
	RLS not containing the Serving E-DCH cell (10ms TTI, Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	10.2.2.1.2
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.2.2.1.2A
	RLS not containing the Serving E-DCH cell (2ms TTI, Type 1)
	Rel-7
	C_RF33
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI and Enhanced performance requirements type 1

	10.2.2.2.1
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell   (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.2.2.2.1A
	RLS containing the Serving E-DCH cell (10ms TTI, Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	10.2.2.2.2
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell    (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.2.2.2.2A
	RLS containing the Serving E-DCH cell (2ms TTI, Type 1)
	Rel-7
	C_RF33
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI and Enhanced performance requirements type 1

	10.3.1.1
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance   (10 ms TTI)
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.3.1.1A
	Single link performance (10ms TTI, Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	10.3.1.2
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance (2 ms TTI)
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	10.3.1.2A
	Single link performance (2ms TTI, Type 1)
	Rel-7
	C_RF33
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI and Enhanced performance requirements type 1

	10.3.2
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Detection in Inter-Cell Handover conditions
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.3.2A
	Detection in Inter-Cell Handover conditions (Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	10.4.1
	Demodulation of E-DCH Absolute Grant Channel (E-AGCH) - Single Link Performance
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	10.4.1A
	Single link performance (Type 1)
	Rel-7
	C_RF32
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Enhanced performance requirements type 1

	11.2
	Demodulation of MTCH
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS

Note. 

For UEs for which test case 11.2A is applicable then test case 11.2 is optional.

	11.2A
	Demodulation of MTCH - Enhanced Performance Requirements Type 1
	Rel-7
	C_RF31
	UEs supporting FDD and Enhanced performance requirements type 1 for MBMS



	11.3
	Demodulation of MTCH and cell identification
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS


	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	C_RF02
IF A.7/14 THEN R ELSE N/A

	C_RF03
IF A.6/3 OR A.6/14 OR A.6/15 OR A.6/16 OR A.6/19 OR A.6/21 OR A.6/23 OR A.6/24 OR A.6/25 

                 THEN R ELSE N/A

	C_RF04
IF A.7/9 OR A.7/10 THEN R ELSE N/A

	C_RF05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C_RF06
IF A.1/1 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

	C_RF07
IF A.1/1 AND A.1/5 AND A.2/2 THEN R ELSE N/A

	C_RF08
IF A.10/4 THEN R ELSE N/A

	C_RF09
IF A.10/6 THEN R ELSE N/A

	C_RF10
IF A.10/8 THEN R ELSE N/A

	C_RF11
IF A.10/9 THEN R ELSE N/A

	C_RF12
IF A.2/2 THEN R ELSE N/A

	C_RF13
IF A.10/3 AND A.10/4 THEN R ELSE N/A

	C_RF14
IF A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6) THEN R ELSE N/A

	C_RF14a
IF A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6) AND NOT(A.11/1 OR A.11/2 OR A.11/3 OR A.11/6) THEN R ELSE N/A

	C_RF15
IF A.7/14 AND (A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RF16
IF A.7/14 AND (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10) AND NOT(A.11/1 OR A.11/2 OR A.11/3 OR A.11/6) THEN R ELSE N/A

	C_RF17
IF A.7/14 AND ((A.11/1 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6)) ) THEN R ELSE N/A

	C_RF18
IF A.7/14 AND A.11/1 AND  (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF19
 IF A.7/14 AND ((A.11/1 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/9 OR A.8/10)) ) THEN R ELSE N/A

	C_RF20
IF A.7/14 AND A.11/2 AND  (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF21
IF A.7/14 AND A.11/1 THEN R ELSE N/A

	

	C_RF23
IF A.7/14 AND A.7/15 THEN R ELSE N/A

	C_RF24
IF A.7/14 AND (NOT A.7/15) THEN R ELSE N/A

	C_RF25
Void

	C_RF26
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF27
IF A.1/1 AND A.1/4 AND A.2/1 AND (A.2a/1 OR A.2a/2) THEN R ELSE N/A

	C_RF28
IF A.7/14 AND A.7/15 AND (A.9/2 OR A.9/4 OR A.9/6) THEN R ELSE N/A

	C_RF29
IF A.7/16 THEN R ELSE N/A

	C_RF30
IF A.7/16 AND A.1/4 THEN R ELSE N/A

	C_RF31
IF A.1/1 AND A.11/5 THEN R ELSE N/A

	C_RF32
IF A.7/14 AND A.7/15 AND A.11/4 THEN R ELSE N/A

	C_RF33
IF A.7/14 AND A.7/15 AND A.11/4  AND (A.9/2 OR A.9/4 OR A.9/6) THEN R ELSE N/A

	C_RF34
IF A.10/10 THEN R ELSE N/A

	C_RF35
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/17 OR A.8/18) THEN R ELSE N/A

	C_RF36 
IF A.7/17 THEN R ELSE N/A

	C_RF37 
IF A.7/17 AND A.11/1 THEN R ELSE N/A

	C_RF38
IF A.1/1 AND A.7/14 AND (A.8/15 OR A.8/16 OR A.8/17 OR A.8/18) THEN R ELSE N/A

	C_RF39
IF A.7/14 AND A.7/18 THEN R ELSE N/A

	C_RF40
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RF41
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF42
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) AND A.11/3 THEN R ELSE N/A

	C_RF43
IF A.7/14 AND A.7/15 AND A.9/7 THEN R ELSE N/A

	C_RF44
 IF A.1/1 AND A.7/14 AND (A.8/17 OR A.8/18) THEN R ELSE N/A

	C_RF45
 IF A.1/1 AND A.7/14 AND (A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF47
IF A.7/14 AND A.11/3 AND  (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10 OR A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF49
void

	C_RF50
IF A.7/14 AND (A.11/3 OR A.11/6) AND  (A.8/9 OR A.8/10 OR A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF51
void

	C_RF53
IF A.7/14 AND A.11/3 AND  (A.8/9 OR A.8/10 OR A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF54
IF A.1/1 AND A.7/19 THEN R ELSE N/A

	C_RF55
IF A.1/1 AND A.7/14 AND (A.8/15 OR A.8/16 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF56
IF A.1/1 AND A.7/14 AND (A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF57
IF A.1/1 AND A.7/14 AND A.11/6 AND  (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10 OR A.8/13 OR A.8/14 OR A.8/15 OR A.8/16 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF58
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14) AND A.11/6 THEN R ELSE N/A

	C_RF59
IF A.7/14 AND A.11/6 AND (A.8/7 OR A.8/8 OR A.8/9 OR A.8/10 OR A.8/13 OR A.8/14) THEN R ELSE N/A

	C_RF60
IF A.7/14 AND A.11/6 THEN R ELSE N/A

	C_RF61
IF A.7/14 AND A.11/3 THEN R ELSE N/A

	C_RF62
IF A.7/14 AND A.11/2 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF63
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF64
IF A.7/14 AND A.11/2 AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF65
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF66
IF A.7/14 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF67
IF A.7/14 AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF68
IF A.7/14 AND A.7/20 THEN R ELSE N/A

	C_RF69
IF A.7/14 AND A.11/6 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF70
IF A.7/21 THEN R ELSE N/A

	C_RF71 
IF A.1/1 AND A.7/22 THEN R ELSE N/A

	C_RF72
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF73
IF A.1/1 AND A.1/6 THEN R ELSE N/A

	C_RF74
IF A.1/1 AND A.1/7 THEN R ELSE N/A

	C_RF75
IF NOT A.11/7 THEN R ELSE N/A

	C_RF76
IF A.11/7 THEN R ELSE N/A

	C_RF77
IF A.1/1 AND A.7/14 AND A.11/2 AND (A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF78
IF A.7/14 AND (A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF79
IF A.7/14 AND A.11/6 AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF80
IF A.7/14 AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF81
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RFxx
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/9 OR A.8/10 OR A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RFyy
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/15 OR A.8/16 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A
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