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	Reason for change:
(

	· After having agreed R5-110410 ( the default PRACH configuration for TDD is 3. But for TDD PRACH Time mask test, PRACH format 4 should be tested. Hence the PRACH Configuration should be changed in the test.
· For PRACH Time mask (SC 6.3.4.2.1) and EVM (SC 6.5.2.1) measurement for TDD, PRACH format 4 is used (PRACH Configuration Index 51 / 53). This format requires 2 UL OFDM symbols in the UpPTS, which according TS 36.211 Table 5.7.1-1 and Table 4.2-1 can be provided for normal cyclic prefix only by Special subframe (SpSF) configuration 5-8.In the mean time, the SpSF configuration used for these tests is the default one from TS 36.508 Table 5.3.1-1 ( 4, which does not support PRACH format 4. 
· Partly merge with R5-110410 ( For TDD PRACH EVM,10 PRACH-s should be measured but also only 10 are configured (comp. FDD 2 meas. / 10 conf.). In order to make the reception and measurement of 10 TDD PRACH surer, then more than10 PRACH-s should be configured. 

	
	

	Summary of change:
(

	· For TDD TC-s PRACH Time mask (SC 6.3.4.2.1) and EVM (SC 6.5.2.1) the IE TDD-Config-DEFAULT is added as exception in the message subclause, defining a Special subframe configuration of “5”.
· For TDD PRACH Time mask test ( PRACH configuration 51 added as an exception message
· For TDD PRACH EVM ( Number of max configured PRACH-s increased to 20 
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not approved:
	· Time mask for PRACH format 4 not tested

· PRACH format 4 is not supported by the present Special subframe configuration (4), making the tests unimplementable.
· Required number of PRACH-s measured for TDD might not be achieved.
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	Other comments:
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	This is an update of R5-110136 and the outcome of 1 revision to this document.


< Unchanged sections omitted >
6.3.4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.

Table 6.3.4.2.1.4.3-1: RACH-ConfigCommon-DEFAULT: PRACH measurement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-12 RACH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	db0
	
	


Table 6.3.4.2.1.4.3-2: PRACH-Config-DEFAULT: PRACH measurement for TDD
	Derivation Path: TS 36.508 [7] clause  5.3.1, Table 5.3.1-3: PRACH-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	    prach-ConfigIndex
	51
	
	TDD

	}
	
	
	


Table 6.3.4.2.1.4.3-3: TDD-Config-DEFAULT: PRACH measurement for TDD
	Derivation Path: TS 36.508 [7] clause  5.3.1, Table 5.3.1-1: TDD-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp5
	To enable two symbol UpPTS, and to have 9 symbols GP.
	

	}
	
	
	


< Unchanged sections omitted >

6.5.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions:

Table 6.5.2.1.4.3-1: PRACH-ConfCommonDEFAULT: PRACH EVM measurement for FDD

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigInfo SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	


Table 6.5.2.1.4.3-2: PRACH-ConfCommonDEFAULT: PRACH EVM measurement for TDD

	Derivation Path: TS 36.508 [7] clause  5.3.1, Table 5.3.1-1PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigInfo SEQUENCE {
	
	
	

	  prach-ConfigIndex
	53
	
	


Table 6.5.2.1.4.3-4: RACH-ConfigCommon-DEFAULT: PRACH EVM measurement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-12 RACH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    numberOfRA-Preambles
	n52
	
	

	    preamblesGroupAConfig SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	db0
	
	

	    preambleInitialReceivedTargetPower
	dBm-120 Test point 1

dBm-90 Test point 2
	
	

	  }
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n10
	
	FDD

	
	n20
	
	TDD

	    ra-ResponseWindowSize
	Sf10
	
	

	    mac-ContentionResolutionTimer
	sf48
	
	

	  }
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	


Table 6.5.2.1.4.3-5: TDD-Config-DEFAULT: PRACH EVM measurement for TDD
	Derivation Path: TS 36.508 [7] clause  5.3.1, Table 5.3.1-1: TDD-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp5
	To enable two symbol UpPTS, and to have 9 symbols GP.
	

	}
	
	
	


< End of changes >
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