Page 1



3GPP TSG-RAN WG5 Meeting #50 
(
R5-110952
Taipei, Taiwan, 21st – 25th February 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	36.521-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CQI test 9.2.2.2: Update acc TS 36.101

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	24/02/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	· Core (TS 36.101) and test (TS 36.521-1) specs not compliant, regarding the RI configuration and reporting in TC 9.2.2.2.
· Editor’s notes for TC 9.2.2.2 not needed after this change
· Editor’s notes for the whole clause 9 not relevant anymore
· Wrong last test step number when testing other SNR points

	
	

	Summary of change:
(

	· Table 9.2.2.2.3-1 updated acc TS 36.101 8c0:
* ri-ConfigIndex set from OFF to 805
* Note 4 for clarifying the new value added  

· The value of IE ri-ConfigIndex in Table 9.2.2.2.4.3-3, changed accordingly from 1 to 805
· Editor’s notes for TC 9.2.2.2 removed
· Editor’s notes for the whole clause 9 removed
· Last test step number when testing other SNR points corrected (7 ( 6) 

	
	

	Consequences if 
(

not approved:
	· The  requirements are tested with test parameters different as assumed in RAN4.
· Uncorrect editor’s notes leading to wrong decisions on test completeness  

	
	

	Clauses affected:
(

	9.1, 9.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This is an update of R5-110245 and the outcome of 1 revision to this document.


< Unchanged sections omitted >

9.1
General


· 
· 
For the cases in this clause  it is expected that the UE will not always detect the PDCCH, resulting in a statDTX for the uplink ACK/NACK transmission. The downlink configuration for evaluating CQI performance does not use retransmission. Therefore any BLER calculations must exclude any packets where the UE may have attempted to combine data from more than one transmission due to missed new data indicators from lost PDCCH transmissions

This section includes requirements for the reporting of channel state information (CSI).

The fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective test cases.

< Unchanged sections omitted >

9.2.2.2
TDD CQI Reporting under AWGN conditions – PUCCH 1-1

9.2.2.2.1
Test purpose

To verify the variance of the wideband spatial differential CQI between codeword #0 and codeword #1 are within the limits defined and for both codeword #0 and codeword #1, the PDSCH BLER using the transport format indicated by the respective wideband median CQI0 – 1 and wideband median CQI1 – 1 shall be less than or equal to 0.1 and the PDSCH BLER using the transport format indicated by the respective wideband median CQI0 + 1 and wideband median CQI1 + 1 shall be greater than or equal to 0.1.

9.2.2.2.2
Test applicability

This test applies to E-UTRA TDD UE release 8 and forward of UE category 2-5.

9.2.2.2.3
Minimum conformance requirements

For the parameters specified in table 9.2.2.2.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in TS 36.213[10]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Table 9.2.2.2.3-1: PUCCH 1-1 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	4

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	-3
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	dB
	-3

	Propagation condition and antenna configuration
	
	Clause B.1 (2 x 2)

	CodeBookSubsetRestriction bitmap
	
	010000

	SNR (Note 2)
	dB
	10
	11
	16
	17
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	dB[mW/15kHz]
	-88
	-87
	-82
	-81
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	dB[mW/15kHz]
	-98
	-98

	Maximum number of HARQ transmissions
	
	1

	Physical channel for CQI/PMI reporting
	
	 PUSCH (Note 3)

	PUCCH Report Type
	
	2

	Reporting periodicity 
	ms
	NP = 5

	cqi-pmi-ConfigurationIndex
	
	3

	ri-ConfigIndex
	
	805 (Note 4)

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1: Reference measurement channel according to Table A.4-2 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1
Note 2: For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.
Note 4:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification.


9.2.2.2.4
Test description

9.2.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A,  Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.2.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 9.2.2.2.4.3.

9.2.2.2.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.2.2.2.3-1 as appropriate.
2.
The SS shall transmit PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC including two codewords with spatial multiplexing both using the transport format according to CQI value 8 of Annex A.4 Table A.4-3a and keep them regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. The SS shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 according to Annex A.4-11. The UE will send ACK/NACK and periodic CQI report using PUSCH. Continue transmission of the PDSCH until 2000 wideband and wideband spatial differential CQI reports have been gathered. In this process the SS collects wideband and wideband spatial differential CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband and wideband spatial differential CQI reports respectively.

3.
From each wideband CQI report, wideband CQI0 is defined as Wideband CQI of codeword #0 and wideband CQI1 is calculated according to clause 9.2.2.2.3. Codeword 1 offset level is selected from {0,1,2,3,-4,-3,-2,-1}. Set up a relative frequency distribution for the wideband CQI-values, reported. Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side) for each codewords. Wideband Median CQI0 is based on the wideband CQI0 and wideband median CQI1 is based on the wideband CQI1.
4.
If Median CQI is not equal to 1 or 15 and 1800 or more of the wideband CQI1 values are in the range (Median CQI1 - 1) ≤  Median CQI ≤ ( Median CQI1 + 1) then continue with step 5, otherwise go to step 7.
5.
The SS shall transmit PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC including two codewords with spatial multiplexing where the transport format of codeword #0 is according to the wideband  median- CQI0– 1 and the transport format of codeword #1 is according to the wideband median CQI1– 1. The SS sends downlink MAC padding bits on the DL RMC. The SS shall not react to the any wideband CQI reports from UE and shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 according to Annex A.4-11. The UE will send ACK/NACK and periodic CQI report using PUSCH. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses for each codewords respectively. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses for each codewords reaches 1000.
If the ratio (NACK /ACK + NACK  ) ≤ 0.1 
then,and go to step 6, otherwise go to step 7.
6.
The SS shall transmit PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC including two codewords with spatial multiplexing where the transport format of codeword #0 is according to the wideband median-CQI0 + 1 and the transport format of codeword #1 is according to the wideband median-CQI1 + 1. The SS sends downlink MAC padding bits on the DL RMC.  The SS shall not react to the any wideband CQI reports from UE and shall use a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 according to Annex A.4-11. The UE will send ACK/NACK and periodic CQI report using PUSCH. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses for each codewords respectively. In case statDTX can not be differentiated from NACK due to multiplexing effect, evaluate the feedback as a NACK The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses for each codewords reaches 1000.
If the ratio (NACK /ACK + NACK  ) (  0.1
then pass the UE for this test and go to step 8, otherwise go to step 7.
7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.2.2.2.3-1 for the other Test as appropriate. Otherwise pass the UE.
9.2.2.2.4.3
Message contents

Message contents are according to  TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.2.2.2.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	 
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    }
	
	
	

	  codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm4
	010000
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.2.2.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6 PDSCH-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3
	
	

	}
	
	
	


Table 9.2.2.2.4.3-3: CQI-ReportConfig-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	3
	
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	805
	
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.2.2.4.3-4: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


< End of changes >
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