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1
Introduction
This document is just for adding clear information precoding vector for MIMO HSDPA
2
Summary
There is no information of precoding vector for MIMO HSDPA. Even though all agreement is depicted in section 4.1(Study Item Objective). That is still a vague inforamtion for two transport block transmission in MIMO HSDPA.
3
Proposal

It is proposed to add the information of applying precoding vector for two transport block transmission in MIMO HSDPA. 
4
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Annex A:
Test Procedures

A.1
Purpose of annex

This annex specifies the test procedures for UE Application Layer Data Throughput Performance. The test procedures are the result of the study item and are the recommended test procedures to be used when evaluating UE Application Layer Data Throughput Performance. The use of "shall" or "must" in the test procedures listed herein is only used to indicate that the test purpose, procedure, and/or result may not be as expected if the specified "shall" or "must" item is not used or followed. As the Technical Report is informative in nature, the use of "shall" or "must" in the test procedures is not meant to imply a specific requirement. Their use is meant to indicate instances where the test objectives of the recommended test procedures may not be achieved.

A.2
UE Application Layer Data Throughput Performance Test Procedures for UTRA/UTRAN - Tethered

A.2.1
General
For MIMO HSDPA UE, the method of applying precoding vector shall follow the determination in clause 9.2.4A.2 of TS 34.121-1.
A.2.2
<Test procedure title>

A.2.2.1
Definition

<Editor’s note: This sub-clause should define the measurement and give the justification for why it is included in the TR The text shall not repeat text provided in the following clauses>

--------------------------------------------End of modification --------------------------------------------------------
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A.4
UE Application Layer Data Performance Test Procedures for UTRA/UTRAN – Embedded

A.4.1
General
For MIMO HSDPA UE, the method of applying precoding vector shall follow the determination in clause 9.2.4A.2 of TS 34.121-1.
--------------------------------------------End of modification --------------------------------------------------------
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