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1
Introduction
This document provides a text proposal concerning reference laptop in the test configurations section for UE Application Layer Data Throughput in TR 37.901 [1].
2
Summary
The test procedures developed will measure the achieved average application-layer data rates  of the UE standalone or/and in combination with a laptop under simulated realistic network scheduling and radio conditions in a repeatable lab-based environment (i.e. using lab-based simulators and other necessary equipment).The point of measurement on the UE side will be either in a laptop for terminals that support tethered mode only, or inside the UE in case of a terminal that does not support tethered mode, or in both places for UEs that support both modesroup.In the real environment, a laptop which is called reference laptop is used. In order to ensure the best possible repeatability of the results, the reference laptop is proposed. 
3
Proposal

It is proposed to consider the following text proposal for reference laptop as one section of the test test configurations for TR 37.901 [1].
4
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5.3.5
Reference Laptop 
The reference laptop should be used in the tethered connections as defined in sub-clause 5.1.1. It is necessary to specify drivers and electronic characteristics of hardware interface (typically power and ground noise) in the UE Applciation Layer Data Througput performance. The physical interface towards the UE may be for example a standard USB interface. Other interfaces of proprietary or standardized type shall not be precluded. The laptop should be equipped with the appropriate processing power in order to support high data rates. The laptop should be “Stand Alone” and not embedded in any network, for example company network. The laptop configuration, including hardware and software is subject to change in order to follow the latest development in the market. 
 The laptop should not be equipped with SW that influences the data transfer. The laptop should be configured with standard modem driver or driver provided by the UE manufacturer.
