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1. Introduction
The IMS test cases covers

1. SIP/SDP details

2. Use cases for voice call and emergency call
3. UTRAN and E-UTRAN radio acess 
4. E-UTRAN RRC and EMM/ESM signalling
The current TS 34.229-1/2/3, 36.523-1/2/3 and 36.508 includes IMS functionality to be tested.

To adress parts of AP#51.03, #51.04 and #51.05 this documents contains an attempt to describe some functionality and relations in the current documents (v9.5.0). This structure was also presented to TSGR5_WorkShop_2011 in R5w110109.    
2. Discussion
The current documents contains distributed IMS functionality. Mutual references can be used to re-use exsting parts, but an aligned approach on which and how to do this is subject to discussion.
Below are one view of the structure and a way forward.
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3. Proposal
It is proposed to make use of this structure when designing the test cases. Currently e.g. TC 8.1.2.11 is used as a starting point for IMS emergency call and existing parts are re-used with references. It is also possibly to create additional generic procedures in TS 36.508.   
4. References

[1] R5w110109: “IMS Call”

[2] 3GPP TS 34.229-1: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification ".
[3] 3GPP TS 36. 523-1: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification".
[4] 3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Common Test Environments for User Equipment (UE) Conformance Testing".
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