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1
Introduction

At the RAN5#52 meeting in August 2011, RAN5 endorsed the proposal [1] to add test coverage for Rel-8 Fast Dormancy to TS 34.123.

At CT1#54 an optional AT command has been added to TS 27.007 support the triggering [2].
The purpose of this document is to propose conformance test cases for Rel-8 Fast Dormancy.
2
Rel-8 Fast Dormancy test case list
	TS
	Clause
	TC Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.123-1
	8.1.9c
	Rel-8
	Signalling connection release indication in Cell_DCH/Cell_FACH state when  the upper layers of the UE indicate that there is no more PS data for a prolonged period
	To test that in Cell_FACH or Cell_DCH state:

- when the upper layers of the UE indicate that there is no more PS data for a prolonged period the UE uses the correct bearers to send SCRI and the correct cause value for IE "Signalling Connection Release Indication Cause" 

- the UE does not send SIGNALLING CONNECTION RELEASE INDICATION message with the special cause when T323 is running

- the UE does not locally release the PS signalling connection after it has sent the SIGNALLING CONNECTION RELEASE INDICATION message with the special cause.
- the UE can be correctly reconfigured to cell_PCH
	RIM
	RAN5#55
	0%
	
	

	34.123-1
	8.1.9d
	Rel-8
	Signalling connection release indication in cell_DCH state when the upper layers of the UE indicate that there is no more PS data for a prolonged period, CS connection exists
	To test that the UE does not send the SIGNALLING CONNECTION RELEASE INDICATION with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" when a CS signalling connection exists.
	RIM
	RAN5#56
	0%
	
	

	34.123-1
	8.1.9e
	Rel-8
	Signalling connection release indication  in Cell_PCH state when  the upper layers of the UE indicate that there is no more PS data for a prolonged period
	FFS
	RIM
	RAN5#56
	0%
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