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1
Introduction

At the RAN#54 meeting in Dec 2011, a RAN5 work item for conformance test aspects of PWS in LTE will be proposed for approval.

The purpose of the present document is to provide a draft work plan for the RAN5 work item for PWS in LTE. Initial focus of this work plan will be for PWS for North America (CMAS). The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned test cases and the detailed status.

2
Work item status

The current completeness of the PWS in LTE work item is as follows:
	Test specification
	Testing area
	Completeness
	3 Month Target
	6 Month Target
	Comments
	History

	TS 36.523-1

TS 36.523-2
	Protocol testing area
	70%


	100%
	
	
	


Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	70%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
PWS in LTE Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Testing

	18 PWS

	
	36.523-1
	18.1.1
	Rel-9
	PWS  reception in RRC_IDLE state / Duplicate detection
	To verify that the UE receives PWS messages correctly  and discards PWS messages correctly when duplicate notifications are received
	Qualcomm
	RAN5#54
	100%
	R5-120751
	Test applicable for UEs supporting 

the "PWS upper layer" as the duplicate detection is handled by upper 

layer. This will be addressed at the next RAN5 meeting.


	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	36.523-1
	18.1.4
	Rel-9
	PWS reception in RRC_CONNECTED state / Duplicate detection
	To verify that the UE receives PWS messages correctly  and discards PWS messages correctly when duplicate notifications are received
	Motorola Mobility
	RAN5#55
	100%
	Part 1:
R5-121511
Part 2:

R5-121512
	Test applicable for UEs supporting 

the "PWS upper layer" as the duplicate detection is handled by upper 

layer. This will be addressed at the next RAN5 meeting.


	
	36.523-1
	18.1.5
	Rel-9
	 PWS reception in RRC_CONNECTED State/Multiple concurrent segmented messages
	The UE reassembles multiple segments from multiple messages even when rcvd out of order
	Samsung
	RAN5#56
	0%
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	36.523-1
	18.1.7
	Rel-9
	PWS reception in RRC_CONNECTED State/Power On
	Verify UE is able to receive SIB12 and is read continuously after power ON
	Qualcomm
	RAN5#55
	0%
	Part 1:  R5-121855
Part 2:

R5-121502r1
	For e-Mail Agreement
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