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<Start of modified section>
8.3.9.3
Cell reselection if cell rank changes; UTRAN to GPRS (UE in CELL_FACH fails to complete an inter-RAT cell reselection)

8.3.9.3.1
Definition

8.3.9.3.2
Conformance requirement

If the inter-RAT cell reselection fails, the UE shall:

1>
resume the connection to UTRAN using the resources used before initiating the inter-RAT cell reselection procedure.

References

TS 25.331, clause 8.3.9.4

8.3.9.3.3
Test purpose

To verify if the inter-RAT cell reselection fails before the UE in CELL_FACH succeeds in initiating the establishment of a connection to the GPRS cell, the UE shall: 

-
resume the connection to UTRAN using the resources used before initiating the inter-RAT cell reselection procedure.


8.3.9.3.4
Method of test

Initial conditions

System Simulator: 2 cells – Cell 1 is UTRAN, Cell 9 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 9.
All cells belong to the same PLMN.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 9 (GPRS).

The 3G Neighbour Cell Description of Cell 9 (GPRS) refers to Cell 1 (UTRAN)
UE: Power-Off (State 1) (UTRAN) as specified in clause 7.4 of TS 34.108.

[FDD] In SIB3 and SIB4 the IE “SsearchRAT”, is set to value “20dB”  in Cell 1 (UTRAN). 

[TDD] In SIB3 and SIB4 the IE “SsearchRAT”, is set to value “21dB”  in Cell 1 (UTRAN).
Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810.

Step a-c:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Test Channel
	
	1

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-63

	Treselections
	s
	5

	R*
	dB
	-58

	CellBarred
	
	Not barred


	Parameter
	Unit
	Cell 9 (GPRS)

	Test Channel
	
	1

	RF Signal Level
	dBm
	-80

	R*
	dB
	-80

	CellBarred
	
	barred


Step d:

	Parameter
	Unit
	Cell 1 (UTRAN)

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60 -> -70

	P-CCPCH RSCP (TDD)
	dBm
	-63 -> -70

	R*
	dB
	-58 -> -68


	Parameter
	Unit
	Cell 9 (GPRS)

	RF Signal Level
	dBm
	-80 -> -50

	C1*
	dBm
	20 -> 50

	C32*
	dB
	20 -> 50

	R*
	dB
	-80 -> -50

	CellBarred
	
	barred


Test procedure

a)
The SS activates cells 1 and 9. The SS monitors cells 1and 9 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS brings the UE to PS-DCCH+DTCH_FACH (State 6-11). SS then sends SystemInformation Type 11 and 12 with FACH Measurement Occasions.

d)
The SS increases RF Signal Level of the GPRS Cell to -50 dBm and decreases the CPICH (FDD)/ P-CCPCH(TDD) of the UMTS cell to -70 dBm so that the ranking of the UMTS cell goes lower than the GPRS cell.

e)
After the expiry of the timer Treselection, SS waits for 5 seconds to allow UE to read the system information for a GPRS cell and finds that the cell is barred. SS then sends SystemInformation Type 11 and 12 without FACH Measurement Occasions. Later SS calls for generic procedure C.2 in cell 1 (UTRAN) to check that UE is in CELL_FACH state. The UE resumes the connection to UTRAN using the resources used before initiating the inter-RAT cell reselection procedure.

f)
The UE is switched off.

Specific Message Contents

RADIO BEARER SETUP (Step c)

Use the same message as specified for PS-DCCH+DTCH_FACH (state 6-11)  in clause 7.4 of TS 34.108, except for the following:

	Information Element
	Value/remark

	New C-RNTI
	'0000 0000 0000 0001'


Contents of System Information Block type 11 (Step c)

Use the same message type found in clause 6.1.0b of TS 34.108, with the following exceptions: 

	- FACH measurement occasion info
	
	

	  - FACH Measurement occasion cycle length coefficient
	
	3

	  - Inter-frequency FDD measurement indicator
	
	FALSE

	  - Inter-frequency TDD measurement indicator
	
	FALSE

	  - Inter-RAT measurement indicators
	
	

	    - RAT-Type
	
	GSM


Contents of System Information Block type 12 (Step c)

Use the message type reference found in clause 8.3.9 of TS 34.123-1, with the following exceptions:

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	

	        - RAT-Type
	GSM


Contents of System Information Block type 11 (Step e, 1.28Mcps TDD)

Use the same message type found in clause 6.1.0b of TS 34.108, with the following exceptions: 

	- Inter-RAT measurement system information
	
	Not Present


Contents of System Information Block type 12 (Step e, 1.28Mcps TDD)

Use the message type reference found in clause 8.3.9 of TS 34.123-1, with the following exceptions:

	- Inter-RAT measurement system information
	Not Present


8.3.9.3.5
Test Requirements

After step e, the UE remains in CELL_FACH in cell 1.

<End of modified section>
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