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	Reason for change:
(

	As per 24.301, clause 5.5.3.3.6
If the tracking area updating attempt counter is incremented according to subclause 5.5.3.2.6 the next actions depend on the value of the tracking area updating attempt counter.

-
if the update status is U1 UPDATED and the tracking area updating attempt counter is less than 5, then the UE shall keep the update status to U1 UPDATED, the new MM state is MM IDLE substate NORMAL SERVICE;

-
if the tracking area updating attempt counter is less than 5 and, additionally, the update status is different from U1 UPDATED UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. The MM state remains MM LOCATION UPDATING PENDING; or

-
if the tracking area updating attempt counter is equal to 5, the UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. A UE operating in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures.
Based on the above section reference a UE operating in CS/PS mode 1 shall select UTRA/GERAN cell and hence will not follow the rest of the expected sequence defined in the test specification. This will result failure of a CS/PS mode 1 device.

Note: Similar changes were done to other EMM test cases through R5-115773

	
	

	Summary of change:
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	Test case is made applicable only for UE operating in CS/PS mode 2.
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not approved:
	A conformant CS/PS mode 1 device will fail this test case
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	…..
	
	
	
	
	
	
	

	9.2.3.2.16
	Combined tracking area update / rejected / Not authorized for this CSG 
	Rel-8
	C123
	UEs supporting E-UTRA and allowed CSG list and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.17
	Combined tracking area update / Abnormal case / handling of the EPS tracking area updating attempt counter  
	Rel-8
	CXXX
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration) and CS/PS Mode 2
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	…

	C137
IF A.4.4-1/62 THEN R ELSE N/A

	CXXX
IF A.4.4-2/2 AND A.4.4-2/5 THEN R ELSE N/A
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