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9.7
UE Rx – Tx Time Difference
9.7.1
E-UTRAN FDD UE Rx – Tx time difference case

FFS
9.7.2
E-UTRAN TDD UE Rx – Tx time difference case
9.7.2.1
Test purpose
To verify that the E-UTRAN TDD UE Rx-Tx time difference measurement accuracy is within the specified limits.

9.7.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 25.

9.7.2.3
Minimum conformance requirements

The UE RX-TX time difference is measured from the Pcell. 

The accuracy requirements in Table 9.7.2.3-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.


No changes to the uplink transmission timing are applied during the measurement period.


RSRP|dBm according to Annex I.3.5 for a corresponding Band
Table 9.7.2.3-1: UE Rx – Tx time difference measurement accuracy
	Parameter
	 Downlink Bandwidth
[MHz]
	Unit
	 Accuracy [Ts]
	Conditions

	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Bands 25
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Bands 9,  42, 43

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	 UE RX-TX time difference for Ês/Iot ≥ -3dB
	≤ 3 MHz
	Ts
	±20
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	≥ 5 MHz
	
	±10
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211.


The reporting range of UE Rx - Tx time difference is defined from 0 to 20472Ts with 2Ts resolution for UE Rx - Tx time difference less than 4096Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4096Ts.
The mapping of measured quantity is defined in Table 9.7.2.3-2.

Table 9.7.2.3-2: UE Rx - Tx time difference measurement report mapping 

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx ( 2
	Ts

	RX-TX_TIME_DIFFERENCE_0001
	2 ( TUE Rx-Tx < 4
	Ts

	RX-TX_TIME_DIFFERENCE_0002
	4 ( TUE Rx-Tx < 6
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_2046
	4092 ( TUE Rx-Tx < 4094
	Ts

	RX-TX_TIME_DIFFERENCE_2047
	4094 ( TUE Rx-Tx < 4096
	Ts

	RX-TX_TIME_DIFFERENCE_2048
	4096 ( TUE Rx-Tx < 4104
	Ts

	RX-TX_TIME_DIFFERENCE_2049
	4104 ( TUE Rx-Tx < 4112
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_4093
	20456 ( TUE Rx-Tx < 20464
	Ts

	RX-TX_TIME_DIFFERENCE_4094
	20464 ( TUE Rx-Tx < 20472
	Ts

	RX-TX_TIME_DIFFERENCE_4095
	20472 ( TUE Rx-Tx
	Ts


The normative reference for this requirement is TS 36.133 [4] clause 9.1.9.2 and A.9.7.2.

9.7.2.4
Test description

FFS
9.7.2.5
Test requirement

Tables 9.7.2.5-1 define the primary level settings including test tolerances for all test, and the SRS configuration used is defined in Table A.9.7.2.5-2.
There is only one cell in the test. The tested UE is connected with the PCell, configured to transmit SRS signals periodcally, and signaled to report UE Rx – Tx time difference measurement. The test equipment measures the transmit timing of the UE using the transmitted SRS, and measures the receive timing using the downlink CRS. The test equipment then compares the difference of these two timings to the UE Rx – Tx measurement reported by the UE.

The UE Rx – Tx time difference measurement accuracy shall fulfill the requirements in Table 9.7.2.3-1.
Table 9.7.2.5-1: Cell specific test parameters for UE Rx-Tx time difference measurement

	Parameter
	Unit
	Tests 1
	Tests 2

	E-UTRAN RF Channel Number
	-
	1
	1

	BWchannel
	MHz
	1.4
	10

	Uplink-downlink configuration of cell Note1
	
	1
	1

	Special subframe configuration of cell Note1
	
	6
	6

	PDSCH Reference measurement channel defined in A.1.2
	-
	R.2 TDD
	R.0 TDD

	PDSCH allocation
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	2-3
	13-36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	-
	R.8 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.4 (OP.4 TDD) and D.2.2 (OP.2 TDD)
	-
	OP.4 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote2
	dB
	
	

	OCNG_RBNote2
	dB
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 Note 3
	dBm/15 kHz
	-98+TT
	-98+TT

	RSRP Note 4
	dBm/15 kHz
	-101+TT
	-101+TT
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	dB
	-3+TT
	-3+TT

	Io Note 4
	dBm/1.08 MHz 
	-77.66+TT
	N/A+TT

	
	dBm/9 MHz
	N/A
	-68.45+TT
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	dB
	-3+TT
	-3+TT

	Propagation Condition
	
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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  to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 9.7.2.5-2: Sounding Reference Symbol Configuration to be used in TDD UE Rx – Tx time difference test

	Field
	Test 1
	Test 2
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw7
	bw5
	

	srsSubframeConfiguration
	sc1
	

	ackNackSrsSimultaneousTransmission
	FALSE
	

	srsMaxUpPTS
	TRUE
	

	srsBandwidth
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	

	frequencyDomainPosition
	0
	

	Duration
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	10
	SRS periodicity of 10ms for all Tests.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331.


The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1279611252.unknown

_1283632910.unknown

