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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

…
<Start of modified section>
…
	8.2.1.27
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (two radio links, start of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	8.2.1.27a
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success ( start of HS-DSCH reception)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27b
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of HS-DSCH reception) (TDD only)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27c
	inter-band frequency hard handover, start of HS-DSCH reception, LCR TDD band a-f)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27d
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of HS-DSCH reception) ( In a different frequency band)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	


…
<Skip of modified section>
…
	8.2.2.35
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established
	R99
	C358
	UEs supporting FDD and supporting PS bearer service and secondary PDP context activation.
	1 Execution: PS

	
	
	R99
	C364
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service and secondary PDP context activation.
	

	8.2.2.36
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting  1.28 Mcps TDD option and HS-PDSCH
	

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	

	8.2.2.36a
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception) (TDD only)
	Rel-5
	C443
	UEs supporting 1.28 Mcps TDD option and HS-PDSCH
	1 Execution: PS

	8.2.2.37
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and from CELL_DCH to CELL_FACH: Success (start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	


…
<Skip of modified section>
…
	8.2.3.31
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparent CS data and HS-PDSCH
	1 Execution: CS+PS

	
	
	
	C451
	UEs supporting TDD and PS domain services and CS domain services and HS-PDSCH.
	

	8.2.3.31a
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception) (TDD only)
	Rel-5
	C451
	UEs supporting 1.28Mcps TDD and PS domain services and CS domain services and HS-PDSCH.
	1 Execution: CS+PS

	8.2.3.32
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, with active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparent CS data and HS-PDSCH.
	1 Execution: CS+PS

	
	
	
	C451
	UEs supporting TDD and PS domain services and CS domain services and HS-PDSCH.
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