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9.2.3.3.2
Iu mode to S1 mode intersystem change / ISR is active / Expiry of T3312 in E-UTRAN or T3412 in UTRAN and further intersystem change
<text skipped here>

9.2.3.3.2.3.2
Test procedure sequence

Table 9.2.3.3.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sets the cell type of Cell 5 to "Serving Cell" and the cell type of Cell A to "Non-suitable cell".
	-
	-
	-
	-

	2
	The UE transmits a ROUTING AREA UPDATE message on cell 5.
	-->
	ROUTING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5 with T3312 set to 1 minute and T3323 set to 2 minutes.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	4
	The UE transmits a ROUTING AREA UPDATE COMPLETE message on Cell 5.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	4A
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	The SS sets the cell type of Cell A to "Serving cell" and the cell type of Cell 5 to "Non-suitable cell".
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 5Aa1 to 5Aa4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place according to UE mode of operation.
	-
	-
	-
	-

	5Aa1
	IF CS/PS mode 1 or CS/PS mode 2 of operation is configured on the UE THEN the UE transmits a TRACKING AREA UPDATE REQUEST message on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	5Aa2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message on Cell A.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	5Aa3
	The UE transmits a TRACKING AREA UPDATE COMPLETE message on Cell A.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	5Aa4
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	90s after step 3, the SS sets the cell type of Cell 5 to "Serving Cell" and the cell type of Cell A to "Non-suitable cell".
	-
	-
	-
	-

	7
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message on Cell 5 in the time period between expiry of T3312 – started upon RRC Connection Release after step 4A – and before expiry of T3323 – which was started when T3312 expired?
	-->
	ROUTING AREA UPDATE REQUEST
	1
	P

	8
	The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5 with T3312 set to 1 minute and T3323 set to 1 minute.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	8A
	The SS releases the RRC connection.
	-
	-
	-
	-

	9
	The SS sets the cell type of Cell A to "Serving cell" and the cell type of Cell 5 to "Non-suitable cell".
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 9Aa1 to 9Aa4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place according to UE mode of operation.
	-
	-
	-
	-

	9Aa1
	IF CS/PS mode 1 or CS/PS mode 2 of operation is configured on the UE THEN the UE transmits a TRACKING AREA UPDATE REQUEST message on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	9Aa2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message on Cell A.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	9Aa3
	The UE transmits a TRACKING AREA UPDATE COMPLETE message on Cell A.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	9Aa4
	The SS releases the RRC connection.
	-
	-
	-
	-

	10
	150s after step 8, the SS sets the cell type of Cell 5 to "Serving Cell" and the cell type of Cell A to "Non-suitable cell".
	-
	-
	-
	-

	11
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message on Cell 5 after both timers expired, T3312 which was started after step 8A and T3323 which was started upon expiry of T3312?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	12
	The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	12A
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	The SS sets the cell type of Cell A to "Serving cell" and the cell type of Cell 5 to "Non-suitable cell".
	-
	-
	-
	-

	14
	The UE transmits a TRACKING AREA UPDATE REQUEST message
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	15
	The SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating that ISR is active, T3412 set to 1 minute and T3423 set to 2 minutes.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	16A
	The SS releases the RRC connection.
	-
	-
	-
	-

	17
	The SS sets the cell type of Cell 5 to "Serving Cell" and the cell type of Cell A to "Non-suitable cell".
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 17Aa1 to 17Aa2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place according to UE mode of operation.
	-
	-
	-
	-

	17Aa1
	IF CS/PS mode 1 or CS/PS mode 2 of operation is configured on the UE and px_AttachTypeTested is set to COMBINED_ATTACH THEN

Check: After T3412 started after step 16A expires and before T3423 expires, does the UE transmit a ROUTING AREA UPDATE REQUEST message on Cell 5?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	-

	17Aa2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	18
	90s after step 16, the SS sets the cell type of Cell A to "Serving cell" and the cell type of Cell 5 to "Non-suitable cell".
	-
	-
	-
	-

	19
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell A in the time period between expiry of T3412 – started upon RRC Connection Release after step 16A – and before expiry of T3423 – which was started when T3412 expired?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	20
	The SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating that ISR is active, T3412 set to 1 minute and T3423 set to 1 minute.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	20A
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	The SS sets the cell type of Cell 5 to "Serving Cell" and the cell type of Cell A to "Non-suitable cell".
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 21Aa1 to 21Aa2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place according to UE mode of operation.
	-
	-
	-
	-

	21Aa1
	IF CS/PS mode 1 or CS/PS mode 2 of operation is configured on the UE and px_AttachTypeTested is set to COMBINED_ATTACH THEN

Check: After T3412 started after step 20A expires and before T3423 expires, does the UE transmit a ROUTING AREA UPDATE REQUEST message on Cell 5?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	-

	21Aa2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	22
	150s after step 20, the SS sets the cell type of Cell A to "Serving cell" and the cell type of Cell 5 to "Non-suitable cell".
	-
	-
	-
	-

	23
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell A after both timers expired, T3412 which was started after step 20A and T3423 which was started upon expiry of T3412?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	24
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-
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