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	Test applicability for bands is missing in narrow band tests.
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	Test applicability for bands, which is specifed in 34.121-1, are specfied in the narrow band tests.  
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<< Unchanged sections omitted >>
	5.13.4
	Transmit Modulation PRACH preamble quality
	Rel-5
	R
	UEs supporting FDD

	5.13.5
	In-band emission for DC-HSUPA
	Rel-9
	C_RF86
	UEs supporting FDD and HS-PDSCH and Dual Cell E-DCH (E-DCH Category 8 or 9)

	6.2
	Receiver Characteristics / Reference Sensitivity Level
	R99
	R
	UEs supporting FDD

	6.2A
	Reference sensitivity level for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.2B
	Reference Sensitivity Level for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDDand dual band operation

	6.3
	Receiver Characteristics / Maximum Input Level
	R99
	R
	UEs supporting FDD

	6.3A
	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Rel-5
	C_RF26
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 1-10)

	
	
	Rel-7
	C_RF89
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 13-18)

	
	
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 19-20)

	6.3B
	Maximum Input Level for HS-PDSCH Reception (64QAM)
	Rel-7
	C_RF35
	UEs supporting FDD and HS-PDSCH and supporting 64QAM (HS-DSCH Categories 13, 14, 17, 18)

	
	
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and supporting 64QAM (HS-DSCH Categories 19-20)

	6.3C
	Maximum Input Level for DC-HSDPA Reception (16QAM)
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.3D
	Maximum Input Level for DC-HSDPA Reception (64QAM)
	Rel-8
	C_RF67
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 23-24

	
	
	Rel-9
	C_RF78
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 27-28

	6.3E
	Maximum Input Level for DB-DC-HSDPA Reception (16QAM)
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.3F
	Maximum Input Level for DB-DC-HSDPA Reception (64QAM)
	Rel-9
	C_RF85
	UEs supporting FDD and HSDPA UE capability categories 23-24and dual band operation

	6.4
	Receiver Characteristics Adjacent Channel Selectivity (ACS) (Rel-99 and Rel-4)
	R99 and Rel-4 only
	R
	UEs supporting FDD

	6.4A
	Receiver Characteristics Adjacent Channel Selectivity (ACS) (Rel-5 and later releases)
	Rel-5
	R
	UEs supporting FDD

	6.4B
	Adjacent channel selectivity (ACS) for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.4C
	Adjacent Channel Selectivity (ACS) for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.5
	Blocking Characteristics / In-band blocking
	R99
	R
	UEs supporting FDD

	
	Blocking Characteristics / Out of-band blocking
	
	
	

	
	Blocking Characteristics / Narrow band blocking
	
	C_RF03
	UEs supporting FDD and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.5A
	Blocking characteristics for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24
For Narrow band blocking: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV or XXV

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28
For Narrow band blocking: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV or XXV

	6.5B
	Blocking Characteristics for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation
For Narrow band blocking: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV or XXV

	6.5C
	Blocking characteristics for DC-HSUPA
	Rel-9
	C_RF86
	UEs supporting FDD and HS-PDSCH and Dual Cell E-DCH (E-DCH Category 8 or 9)
For Narrow band: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.6
	Spurious Response
	R99
	R
	UEs supporting FDD

	6.6A
	Spurious Response for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.6B
	Spurious Response for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation

	6.7
	Intermodulation Characteristics / Intermodulation
	R99
	R
	UEs supporting FDD

	
	Intermodulation Characteristics / Narrow band intermodulation
	
	C_RF03
	UEs supporting FDD and Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.7A
	Intermodulation Characteristics for DC-HSDPA
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24
For Narrow band: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28
For Narrow band: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.7B
	Intermodulation Characteristics for DB-DC-HSDPA
	Rel-9
	C_RF84
	UEs supporting FDD and dual band operation
For Narrow band: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.7C
	Intermodulation Characteristics for DC-HSUPA
	Rel-9
	C_RF86
	UEs supporting FDD and HS-PDSCH and Dual Cell E-DCH (E-DCH Category 8 or 9)
For Narrow band: Above conditions and  Band II or Band III or Band IV or Band V or Band VIII or Band X or Band XII or Band XIII or Band XIV

	6.8
	Spurious Emissions
	R99
	R
	UEs supporting FDD

	7.2.1
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC  64 kbps

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 3
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 4
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	7.3.1
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 3
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 4
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 5
	
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 6
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 7
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 8
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 9
	
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 10
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 11
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 12
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps
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