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<START of Modified Section>
Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

…

A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	pc_eFDD
	Note 1

	2
	E-UTRA TDD
	36.101
	Rel-8
	pc_eTDD
	Note 1

	3
	HRPD
	C.S0024-A
	Rel-8
	pc_HRPD
	

	4
	1xRTT
	C.S0002-A
	Rel-8
	pc_1xRTT
	

	5
	WLAN
	IEEE Std 802.11
	
	pc_eWLAN
	

	6
	UTRA
	21.904, 5
	R99
	pc_UTRA
	

	7
	GERAN
	21.904, 5
	R99
	pc_GERAN
	

	Note 1: If UE supports either eFDD or eTDD, but mutually exclusive –(pc_eFDD AND NOT pc_eTDD) OR (pc_eTDD AND NOT pc_eFDD) PICS file shall be separately filled in twice, for FDD and for TDD respectively. This type of Single Mode UE, does not support Inter-mode mobility test cases.


…
<END of Modified Section>
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