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9
E-UTRA OTDOA measurement requirements

9.2
RSTD Inter-Frequency Measurements
9.2.1
FDD-FDD inter frequency RSTD Accuracy

FFS
9.2.2
TDD-TDD inter frequency RSTD Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
9.2.2.1
Test purpose
To verify that the Reference Signal Time Difference (RSTD) measurement accuracy of TDD inter-frequency cell is within the specified limit for all bands in AWGN channels
9.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward. Applicability requires support for FGI bit 25.

9.2.2.3
Minimum conformance requirements

This RSTD measurement is used for UE positioning purposes. 

The accuracy of TDD inter-frequency RSTD measurement shall meet the requirement defined in the Table 9.2.2.3-1 without DRX as well as for all the DRX cycles specified in 3GPP TS 36.331 [2].
The accuracy requirements in Table 9.2.2.3-1 are valid under the following conditions:

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex I.3.7 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes in cells belonging to the serving carrier frequency.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in 3GPP TS 36.355 [24] is less than 5 µs.
Table 9.2.2.3-1: RSTD measurement accuracy

	Parameter
	Minimum PRS 

bandwidth between the reference cell and the measured neighbour cell
[RB]
	Minimum number

of

available measurement subframes between the reference cell and the measured neighbour cell
	Unit
	Accuracy   [Ts]
	Conditions

	
	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Band 25
	Bands

3, 8, 12, 13, 14, 17, 20, 22
	Bands

9, 42, 43

	
	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSTD for (PRS Ês/Iot)ref ≥ -6dB and  (PRS Ês/Iot)i ≥ -13dB
	(6
	≥4
	Ts
	±21
	-121dBm /15kHz
…
-50dBm/ BWChannel
	-119dBm /15kHz
…
-50dBm/ BWChannel
	-117.5dBm /15kHz
…
-50dBm/ BWChannel
	-118dBm /15kHz
…
-50dBm/ BWChannel
	-120dBm /15kHz
…
-50dBm/ BWChannel

	
	(25
	≥2
	
	±10
	
	
	
	
	

	
	(50
	≥1
	
	±9
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211 [16].

Note 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].


The reporting range of RSTD is defined from -15391Ts to 15391Ts with 1Ts resolution for absolute value of RSTD less or equal to 4096Ts and 5Ts for absolute value of RSTD greater than 4096Ts.

The mapping of measured quantity is defined in Table 9.2.2.3-2.

Table 9.2.2.3-2: RSTD report mapping 

	Reported Value
	Measured Quantity Value
	Unit

	RSTD_0000
	-15391 > RSTD
	Ts

	RSTD_0001
	-15391 ( RSTD < -15386
	Ts

	…
	(
	…

	RSTD_2258
	-4106 ( RSTD < -4101
	Ts

	RSTD_2259
	-4101 ( RSTD < -4096
	Ts

	RSTD_2260
	-4096 ( RSTD < -4095
	Ts

	RSTD_2261
	-4095 ( RSTD < -4094
	Ts

	(
	(
	…

	RSTD_6353
	-3 ( RSTD ( -2
	Ts

	RSTD_6354
	-2 ( RSTD ( -1
	Ts

	RSTD_6355
	-1 ( RSTD ( 0
	Ts

	RSTD_6356
	0 < RSTD ( 1
	Ts

	RSTD_6357
	1 < RSTD ( 2
	Ts

	RSTD_6358
	2 < RSTD ( 3
	Ts

	…
	…
	…

	RSTD_10450
	4094 < RSTD ( 4095
	Ts

	RSTD_10451
	4095 < RSTD ( 4096
	Ts

	RSTD_10452
	4096 < RSTD ( 4101
	Ts

	RSTD_10453
	4101 < RSTD ( 4106
	Ts

	…
	…
	…

	RSTD_12709
	15381 < RSTD ( 15386
	Ts

	RSTD_12710
	15386 < RSTD ( 15391
	Ts

	RSTD_12711
	15391 < RSTD
	Ts


The normative reference for this requirement is TS 36.133 [4] clause 9.1.10.2 and A.9.8.4.

9.2.2.4
Test description

FFS

9.2.2.5
Test requirement

Tables 9.2.2.5-1 and 9.2.2.5-2 define the primary level settings including test tolerances for all test.

There are two synchronous cells on different carrier frequencies in the test. In all test cases, Cell 1 is the reference cell as well as the PCell and Cell 2 is the neighbour cell. The inter frequency measurements on Cell 2 are supported by a measurement gap. PCIs of the two cells are selected randomly.
The OTDOA assistance data as defined in TS 36.355, Section 6.5.1, shall be provided to the UE before the measurement period. The last TTI containing the OTDOA assistance data shall be provided to the UE (T ms before the start of measurement period, where (T = 150 ms is the maximum processing time of the OTDOA assistance data. The measurement gap configuration is known and configured in the UE before the measurements start. 
 The TDD RSTD intra frequency mersurement accuracy shall meet the Table 9.2.2.3-1..
Table 9.2.2.5-1: General Test Parameters for inter frequency RSTD Tests for E-UTRAN TDD
	Parameter
	Unit
	Value
	Comment

	
	
	Test1
	Test2
	

	PCFICH/PDCCH/PHICH parameters
	
	R.8 TDD
	R.6 TDD
	As specified in section A.3.1.2.2

	OCNG Patterns defined in A.3.2.2
	
	OP.4 TDD
	OP.2 TDD
	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

	Reference cell
	
	Cell 1 
	Cell 1 on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 on RF channel number 2

	E-UTRA RF Channel Number
	
	1,2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	1.4
	10
	

	PRS Bandwidth
	RB
	6
	50
	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells.

	Uplink-downlink configuration
	
	3
	1
	As specified in table 4.2-2 in TS 36.211 and table 8.1.2.5.2-2. 

	Number of  consecutive positioning downlink subframes 
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	6
	1
	As defined in 3GPP TS 36.211

	prs-MutingInfo
	
	Cell1:‘11110000’

Cell2:‘11110000’
	PRS muting is not used. See section 6.5.1.2 in 3GPP TS 36.355 for more information

	expectedRSTDNote4
	(s
	3
	The expected RSTD is what is expected at the receiver. The corresponding parameter in the OTDOA assistance data specified in TS 36.355 [24] is the expectedRSTD indicator

	expectedRSTDUncertainty Note5
	(s
	5
	5
	The corresponding parameter in the OTDOA assistance data specified in TS 36.355 [24] is the expectedRSTD-Uncertainty index

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Radio frame transmit time difference  between cells (cell 2 TX time – cell 1 TX time) Note4
	(s
	3 
	Synchronous cells

	Number of cells provided in OTDOA assistance data
	
	16
	The list includes the reference cell (received in OTDOA-ReferenceCellInfo [24]) on RF channel 1 and 15 other cells on RF channel 2, all received in OTDOA-ProvideAssistanceData [24].
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	ms
	5120
	Derived according to the RSTD measurement requirements specified in Section 8.1.2.6.3


Table 9.2.2.5-2: Cell Specific Test Parameters for inter frequency RSTD Tests for E-UTRAN TDD
	Parameter
	Unit
	Test1
	Test2

	
	
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	Gap pattern ID
	
	0
	N/A
	0
	N/A

	Gapoffset
	
	15
	N/A
	14
	N/A

	PRS configuration Index 
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	5
	15
	5
	15

	PRS subframe offset
	
	N/A
	10
	N/A
	10

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
	
	

	PRS_RA
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Note2
	dBm/15 kHz
	-98

	PRS 
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	dB
	-6+TT
	-13+TT
	-6+TT
	-13+TT

	Io Note3
	dBm/1.08 MHz
	-79.25
	-79.39
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	-70.04
	-70.18

	PRP Note3
	dBm/15kHz
	-104+TT
	-111+TT
	-104+TT
	-111+TT

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
Io and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS. 

Note 4:
The test equipment shall ensure that the receive time difference between the two cells radio frame 0 start at the UE antenna connector is within the expectedRSTDUncertainty window centered at expectedRSTD after subtracting the PRS subframe offset. The parameters of expected RSTD of all neighbour cells in the OTDOA assistance data are identical in the test.

Note 5:
The parameters of expected RSTD uncertainty of all neighbour cells in the OTDOA assistance data are identical in the test.


The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
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